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	Reason for change:
	Currently existing information flows and procedures do not support the transmission of stored, but triggered location reports of an MC service user after returning from off-network operation. During the transmission of the locally stored location reports the cancellation of such transmission is required, e.g. during channel congestion.

[R-5.11-009] in 3GPP TS 22.280 in clause 5.11 for on-network and off-network location reports based on triggered events.

Clause 7.1 in 3GPP TS 22.280 describes in general that MC services available during off-network are functional comparable to MC services during on-network and this includes location management, as an essential feature of MC communication. While triggered location reports are available during on-network operation, the same or modified off-network triggers allow such MC service continuity while off-network operation. The location reports provided after returning to on-network operation.

Functional support for use case #5, solutions #6, #7 and #8 discussed in 3GPP TR 23.744.

	
	

	Summary of change:
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10.9.2.15	Location information history cancel request
Table 10.9.2.15-1 describes the information flow from the location management client to the location management server for the cancellation request of location information history reporting.
Table 10.9.2.15-1: Location information history cancel request (LMC – LMS)
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the reporting MC service user

	MC service ID
	M
	Identity of the MC service user, who has requested the cancellation

	Cancellation type
	O
	Type of cancellation (e.g. from reporting LMC, from LMS, from LMC and LMS)



Table 10.9.2.15-2 describes the information flow from the location management server to the location management client for the cancellation request of location information history reporting.
Table 10.9.2.15-2: Location information history cancel request (LMS – LMC)
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the reporting MC service user



Table 10.9.2.15-3 describes the information flow from the MC service server to the location management server for the cancellation request of location information history reporting.
Table 10.9.2.15-3: Location information history cancel request (MC service server - LMS)
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the reporting MC service user

	MC service ID
	O
	Identity of the MC service user, who has requested the cancellation




* * * Next Change * * * *

10.9.2.16	Location information history cancel response
Table 10.9.2.16-1 describes the information flow from the location management client to the location management server for the cancellation response of location information history reporting.
Table 10.9.2.16-1: Location information history cancel response (LMC – LMS)
	Information element
	Status
	Description

	MC service ID list
	M
	List of identities (e.g. MCPTT ID, MCData ID, MCVideo ID) of the reporting MC service user



Table 10.9.2.16-2 describes the information flow from the location management server to the location management client for the cancellation response of location information history reporting.
Table 10.9.2.16-2: Location information history cancel response (LMS – LMC)
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the reporting MC service user

	Response
	M
	Confirm cancellation from reporting LMC, from LMS or from reporting LMC and LMS



Table 10.9.2.16-3 describes the information flow from the MC service server to the location management server for the cancellation response of location information history reporting.
Table 10.9.2.16-3: Location information history cancel response (LMS - MC service server)
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the reporting MC service user




* * * Next Change * * * *

10.9.3.9.4	Usage of cancel location history reporting procedure
10.9.3.9.4.1	General
The location management server can request cancellation of the transmission of location information history reports at any time following the start of transmission by sending a location information history cancel request to the reporting location management client. The MC service server or location management client could initiate the cancellation request, if those entities are aware of ongoing location information history reporting. The transmission cancellation does not have any effect on the configured triggering criteria in emergency cases, triggering criteria in non-emergency cases nor on the triggering criteria in not reporting location information cases.
10.9.3.9.4.2	Cancel location history reporting procedure (LMS – LMC)
Figure 10.9.3.9.4.2-1 illustrates the procedure for the cancellation on location history reporting from the location management client to the location management server.
Pre-conditions:
1.	The location management client has returned to report location information and has stored location information reports.


Figure 10.9.3.9.4.2-1: Cancel location history reporting procedure (LMS – LMC)
1.	The location management client transmits stored location information while there is a communication link between the location management client and location management server.
2.	The location management server requests the cancellation of the location information history reporting at any time during the transmission.
3.	Location management client cancels the location information history reporting.
4.	Location management client confirms the executed cancellation request.

10.9.3.9.4.3	Cancel location history reporting procedure
Figure 10.9.3.9.4.3-1 illustrates the procedure for the cancellation on location history reporting from the MC service server or location management client to the location management server.
Pre-conditions:
1.	The location management client 1 has returned to report location information and has stored location information reports.


Figure 10.9.3.9.4.3-1: Cancel location history reporting procedure
1.	The location management client 1 transmits stored location information while there is a communication link between the location management client and location management server.
2.	The MC service server or location management client 2 requests the cancellation of the location information history reporting at any time during the transmission.
3.	The location management server checks the authorization of this request and decides either to cancel the transmission from the reporting location management client 1, to cancel the transmission from the location management server or to cancel the transmission from both.
4.	The location management server executes the requested cancellation.
5.	Location management server confirms the executed cancellation.

* * * End of Change * * * *
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