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*** First change ***
7.4.6.3
IMS Network Functions providing the CC-TF and CC-POI functions

The IMS Network Functions that handle the target side (including the non-local ID target) of the session provide the CC-TF and CC-POI functions. For redirected scenarios, the IMS Network Functions that handle the redirected-to-user side of the session provide the CC-TF and CC-POI functions.

The table 7.4.6.3-1 provides the IMS Network Functions that provide the CC-TF functions when the CC-POI functions are provided by the IMS Media Functions as indicated (also see 7.4.4.1).

Table 7.4.6.3-1: Mapping between the MS Network Functions providing the CC-TF and the CC-POI functions

	CC-POI 
	CC-TF 

	PGW (NOTE X)
	P-CSCF 

	PGW-U (NOTE X)
	P-CSCF 

	IMS-AGW
	P-CSCF

	MRFP
	AS 

	PTC-Server
	PTC-Server

	TrGW
	IBCF

	IM-MGW
	MGCF


NOTE X: 
This is defined in TS 33.107 [11] and outside the scope of the present document.  

The table 7.4.6.3-2 below identifies the IMS Media Functions that provide the CC-POI functions in a non-roaming case for session scenarios (PGW and PGW-U based options are not shown in the table).

Table 7.4.6.3-2: IMS Media Functions providing the CC-POI functions (non-roaming case)

	Session type/target type
	CC-POI 

	Normal sessions
	IMS-AGW

	Emergency sessions
	IMS-AGW

	Redirected sessions: intra-PLMN 
	IMS-AGW

	Redirected sessions: inter-PLMN (CS domain)
	IM-MGW

	Redirected sessions: inter-PLMN (IMS-domain)
	TrGW

	Conference (NOTE 2 in clause 7.4.y3.2)
	MRFP

	PTC
	PTC- Server

	Non-local ID in CS domain (NOTE 3)
	IM-MGW

	Non-local ID in IMS domain (NOTE 3)
	TrGW


NOTE 1:
Non-roaming means that the local served user is non-roaming.
The table 7.4.6.3-3 below identifies the IMS Media Functions that provide the CC-POI functions in a roaming case for various session scenarios (PGW and PGW-U based options are not shown in the table).

Table 7.4.6.3-3: IMS Media Functions providing the CC-POI functions (roaming case)

	Session type/target type
	Local Breakout (LBO)
	Home Routed (HR)

	
	HPLMN
	VPLMN
	HPLMN
	VPLMN

	
	
	Default
	Alternate Option
	
	

	Normal sessions
	TrGW
	IMS-AGW
	-
	IMS-AGW
	N9HR/ S8HR

	Emergency sessions
	-
	IMS-AGW
	-
	-
	IMS-AGW

	Redirected sessions: intra-PLMN 
	Redirected-to-party non-roaming
	IMS-AGW
	-
	-
	IMS-AGW
	-

	
	Redirected-to-party roaming
	TrGW
	-
	-
	IMS-AGW
	-

	Redirected sessions: inter-PLMN
	Redirected-to-party in CS domain
	IM-MGW
	-
	-
	IM-MGW
	-

	
	Redirected-to-party in IMS domain
	TrGW
	-
	-
	TrGW
	-

	Conference (NOTE 2 in clause 7.4.y3.2)
	MRFP
	-
	-
	MRFP
	-

	PTC
	PTC-Server
	-
	-
	PTC-Server
	-

	Non-local ID in CS domain (NOTE 4)
	IM-MGW
	IMS-AGW
	TrGW
	IM-MGW
	N9HR/ S8HR

	Non-local ID in IMS domain (NOTE 4)
	TrGW
	IMS-AGW
	TrGW
	TrGW
	N9HR/S8HR


NOTE 2:
Roaming means that the local served user is roaming.

** End of all changes **

