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	1st Change




[bookmark: _Toc34300974]6.2.3	Distributed energy saving solution
[bookmark: _Toc35938297][bookmark: _Toc27411315][bookmark: _Toc34300975]6.2.3.0	Management service components used for D-SON ES solution
[bookmark: OLE_LINK29]The MnS components used for D-SON (Distributed SON or Domain-Centralized) ES solution are listed in the following clauses.
6.2.3.1	Management services
[bookmark: _Toc34300976]6.2.3.1.1	MnS component type A

	MnS Component Type A
	Note

	Operations defined in clause 11.1.15 of TS 28.532 [16]:
- createMOI
- getMOIAttributes
- modifyMOIAttributes
- deleteMOI
	Supported by the Provisioning MnS for NF, as defined in TS 28.531 [6].

	Notifications defined in clause 11.1.15 of TS 28.532 [16]:
- notifyMOICreation
- notifyMOIAttributeValueChange
- notifyMOIDeletion
	Supported by the Provisioning MnS for NF, as defined in TS 28.531 [6].



[bookmark: _Toc34300977]6.2.3.1.2	MnS Component Type B
[bookmark: _Toc25757529][bookmark: _Toc34300978]6.2.3.1.2.1	Objective and targets
The objective of ES is to automatically set parameters so as to maximize NG-RAN data energy efficiency - see Table 6.2.3.1.2.1-1.
Table 6.2.3.1.2.1-1.  Energy Saving targets
	Targets
	Definition
	Legal Values

	NG-RAN data Energy Efficiency
	Data Volume (DV) divided by Energy Consumption (EC) of the considered network elements.
	In bit/J.



[bookmark: _Toc25757530][bookmark: _Toc34300979]6.2.3.1.2.2	Control information
[bookmark: _Hlk20487751]The parameters in DESManagementFunction IOC, which is defined in TS 28.541 [11], areTable 6.2.3.1.2.2-1 is used to control the D-SON (Distributed SON or Domain-Centralized) ES functionality.

	Control parameter
	Definition
	Legal Values

	ESswitch
	This attribute allows authorized consumer to enable/disable the D-SON ES functionality.

	on, off






	End of Change



