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BEGIN 1st CHANGE
[bookmark: _Toc74852031]6.2.2.2.2	Registration
The IRI-POI in the AMF shall generate an xIRI containing an AMFRegistration record when the IRI-POI present in the AMF detects that a UE matching one of the target identifiers provided via LI_X1 has successfully registered to the 5GS via 3GPP NG-RAN or non-3GPP access. Accordingly, the IRI-POI in the AMF generates the xIRI when the following event is detected:
-	AMF sends a N1: REGISTRATION ACCEPT message to the target UE and the UE 5G Mobility Management (5GMM) state for the access type (3GPP NG-RAN or non-3GPP access) within the AMF is changed to 5GMM-REGISTERED.
Table 6.2.2-1: Payload for AMFRegistration record
	Field name
	Description
	M/C/O

	registrationType
	Specifies the type of registration, see TS 24.501 [13] clause 9.11.3.7. This is derived from the information received from the UE in the REGISTRATION REQUEST message.
	M

	registrationResult
	Specifies the result of registration, see TS 24.501 [13] clause 9.11.3.6.
	M

	slice
	Provide, if available, one or more of the following:
-	allowed NSSAI (see TS 24.501 [13] clause 9.11.3.37).
-	configured NSSAI (see TS 24.501 [13] clause 9.11.3.37),
-	rejected NSSAI (see TS 24.501 [13] clause 9.11.3.46).
This is derived from the information sent to the UE in the REGISTRATION ACCEPT message.
	C

	sUPI
	SUPI associated with the registration (see clause 6.2.2.4).
	M

	sUCI
	SUCI used in the registration, if available.
	C

	pEI
	PEI provided by the UE during the registration, if available.
	C

	gPSI
	GPSI obtained in the registration, if available as part of the subscription profile.
	C

	gUTI
	5G-GUTI provided as outcome of initial registration or used in other cases, see TS 24.501 [13] clause 5.5.1.2.2.
	M

	location
	Location information determined by the network during the registration, if available.
Encoded as a userLocation parameter (location>locationInfo>userLocation) and, when Dual Connectivity is activated, as an additionalCellIDs parameter (location>locationInfo>additionalCellIDs), see Annex A.
	C

	non3GPPAccessEndpoint
	UE's local IP address used to reach the N3IWF, TNGF or TWIF, if available. IP addresses are given as 4 octets (for IPv4) or 16 octets (for IPv6) with the most significant octet first (network byte order).
	C

	fiveGSTAIList
	List of tracking areas associated with the registration area within which the UE is current registered, see TS 24.501 [13], clause 9.11.3.49 (see NOTE)
	C

	NOTE:	List shall be included each time there is a change to the registration area.



END 1st CHANGE

BEGIN 2nd  CHANGE

[bookmark: _Toc74852034]6.2.2.2.5	Start of interception with registered UE
The IRI-POI in the AMF shall generate an xIRI containing an AMFStartOfInterceptionWithRegisteredUE record when the IRI-POI present in the AMF detects that interception is activated on a UE that has already been registered in the 5GS (see clause 6.2.2.4 on identity privacy). A UE is considered already registered to the 5GS when the 5GMM state for the access type (3GPP NG-RAN or non-3GPP access) for that UE is 5GMM-REGISTERED. Therefore, the IRI-POI present in the AMF shall generate the xIRI AMFStartOfInterceptionWithRegisteredUE record when it detects that a new interception for a UE is activated (i.e. provisioned by the LIPF) and the 5G mobility management state for the access type (3GPP NG-RAN or non-3GPP access) within the AMF for that UE is 5GMM-REGISTERED. If the UE is registered over both 3GPP NG-RAN and non-3GPP access, the IRI-POI present in the AMF shall generate an xIRI containing an AMFStartOfInterceptionWithRegisteredUE record for each access type.
Table 6.2.2-4: Payload for AMFStartOfInterceptionWithRegisteredUE record
	Field name
	Description
	M/C/O

	registrationResult
	Specifies the result of registration, see TS 24.501 [13], clause 9.11.3.6.
	M

	registrationType
	Specifies the type of registration, see TS 24.501 [13] clause 9.11.3.7, if available.
	C

	slice
	Provide, if available, one or more of the following:
-	allowed NSSAI (see TS 24.501 [13] clause 9.11.3.37).
-	configured NSSAI (see TS 24.501 [13] clause 9.11.3.37).
-	rejected NSSAI (see TS 24.501 [13] clause 9.11.3.46).
This is derived from the information that was sent to the UE in the REGISTRATION ACCEPT message. IRI-POI in AMF can include this information if and only if it retained the information that it had previously sent in the REGISTRATION ACCEPT message to the UE.
	C

	sUPI
	SUPI associated with the registration (see clause 6.2.2.4).
	M

	sUCI
	SUCI used in the registration, if available.
	C

	pEI
	PEI provided by the UE during the registration, if available.
	C

	gPSI
	GPSI obtained in the registration, if available as part of the subscription profile.
	C

	gUTI
	5G-GUTI provided as outcome of initial registration or used in other cases, see TS 24.501 [13], clause 5.5.1.2.2.
	M

	location
	Location information, if available.
Encoded as a userLocation parameter (location>locationInfo>userLocation) and, when Dual Connectivity is activated, as an additionalCellIDs parameter (location>locationInfo>additionalCellIDs), see Annex A.
	C

	non3GPPAccessEndpoint
	UE's local IP address used to reach the N3IWF, TNGF or TWIF, if available. IP addresses are given as 4 octets (for IPv4) or 16 octets (for IPv6) with the most significant octet first (network byte order).
	C

	timeOfRegistration
	Time at which the last registration occurred, if available. This is the time stamp when the REGISTRATION ACCEPT message is sent to the UE or (when applicable) when the REGISTRATION COMPLETE is received from the UE.
Shall be given qualified with time zone information (i.e. as UTC or offset from UTC, not as local time).
	C

	fiveGSTAIList
	List of tracking areas associated with the registration area within which the UE is current registered, see TS 24.501 [13], clause 9.11.3.49 (see NOTE)
	C

	NOTE:	List shall be included each time there is a change to the registration area.



The IRI-POI present in the AMF generating an xIRI containing an AMFStartOfInterceptionWithRegisteredUE record shall set the Payload Direction field in the PDU header to not applicable (see ETSI TS 103 221-2 [8] clause 5.2.6).
END 2nd  CHANGE

BEGIN 3rd  CHANGE
[bookmark: _Toc74852036]6.2.2.2.7	AMF identifier association
The IRI-POI present in the AMF shall generate an xIRI containing an AMFIdentifierAssociation record when the IRI-POI present in the AMF detects a new identifier association for a UE matching one of the target identifiers provided via LI_X1. Generation of this record is subject to this record type being enabled for a specific target (see clause 6.2.2.2.1).
Table 6.2.2-6: Payload for AMFIdentifierAssociation record
	Field name
	Description
	M/C/O

	sUPI
	SUPI associated with the procedure (see NOTE 1).
	M

	sUCI
	SUCI used in the procedure, if applicable and if available.
	C

	pEI
	PEI used in the procedure, if available (see NOTE 1).
	C

	gPSI
	GPSI used in the procedure, if available (see NOTE 1).
	C

	gUTI
	5G-GUTI used in the procedure, see TS 24.501 [13], clause 9.11.3.4.
	M

	location
	Location information available when identifier association occurs.
Encoded as a userLocation parameter (location>locationInfo>userLocation) and, when Dual Connectivity is activated, as an additionalCellIDs parameter (location>locationInfo>additionalCellIDs), see Annex A.
	M

	fiveGSTAIList
	List of tracking areas associated with the registration area within which the UE is current registered, see TS 24.501 [13], clause 9.11.3.49. (See NOTE 2)
	C

	NOTE 1:	SUPI shall always be provided, in addition to the warrant target identifier if different to SUPI. Other identifiers shall be provided if available.
NOTE 2:	List shall be included each time there is a change to the registration area. 



END 3rd  CHANGE

BEGIN 4th CHANGE
[bookmark: _Toc74852042]6.2.2A.2.2	Association Events
For each association event, the IEF shall create an IEFAssociationRecord, as defined below.
Table 6.2.2A-1: Payload for IEFAssociationRecord
	Field name
	Description
	M/C/O

	sUPI
	SUPI associated with detected association event.
	M

	fiveGGUTI
	5G-GUTI shall be provided. Encoded as per TS 24.501 [13] figure 9.11.3.4.1, omitting the first four octets.
	M

	timeStamp
	Time at which the identifier association event occurred.
Shall be given qualified with time zone information (i.e. as UTC or offset from UTC, not as local time).
	M

	tAI
	Last known TAI associated with the SUPI. Encoded as per TS 24.501 [13] clause 9.11.3.8, omitting the first octet.
	M

	nCGI
	Last known nCGI(s) available when identifier association event detected. Given as a sequence of PLMNID (encoded as per TS 38.413 [23] clause 9.3.3.5) and NCI (encoded as per TS 38.413 [23] clause 9.3.1.7).

	M

	nCGITime
	ueLocationTimestamp(s) of nCGIs if available in AMF as per TS 29 .571 [17] clause 5.4.4.9. 
If ueLocationTimestamp(s) is not available, shall be populated with timeStamp(s) of when last known nCGI(s), were obtained and stored by the AMF.
	M

	sUCI
	SUCI shall be provided when event is triggered by association of a SUCI to a SUPI.
	C

	pEI
	PEI, (See NOTE 1).
	C

	fiveGSTAIList
	List of tracking areas associated with the registration area within which the UE is current registered, see TS 24.501 [13], clause 9.11.3.49. (See NOTE 2)
	C

	[bookmark: _Hlk55229191]NOTE 1:	Shall be provided in first association record to ICF after PEI is available and following any change of PEI.
NOTE 2:	As a minimum, list of tracking areas shall be included in the first association event for each SUPI registered (per UE session) with the AMF and additionally whenever the TAI list changes due to a change in registration area.



END 4th CHANGE
