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**** First Change ****
[bookmark: _Toc75440364][bookmark: _Toc19107115][bookmark: _Toc11154881]3	Definitions and abbreviations
[bookmark: _Toc20149626][bookmark: _Toc27846417][bookmark: _Toc36187541][bookmark: _Toc45183445][bookmark: _Toc47342287][bookmark: _Toc51768985][bookmark: _Toc75440365]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Multi-USIM UE: A UE with multiple USIMs, capable of maintaining a separate registration state with a PLMN for each USIM at least over 3GPP Access and supporting one or more of the enhancements features described in clause 5.38.


*** Next Changes ****
[bookmark: _Toc75441010]5.38	Support for Multi-USIM UE
[bookmark: _Toc75441011]5.38.1	General
A network and a UE may support one or more of the following enhancements features for Multi-USIM UE operation:
-	Connection release as described in clause 5.38.2;
-	Paging Cause Indication for Voice Service, as described in clause 5.38.3;
-	Reject paging request, as described in clause 5.38.4;
-	Paging Restriction, as described in clause 5.38.5.
In the Registration procedure (as specified in clause 4.2.2.2.2), when a Multi-USIM UE has more than one USIM active, supports and intends to use one or more Multi-USIM specific features, it indicates to the AMF the corresponding Multi-USIM feature(s) are supported. Based on the received indication of supported Multi-USIM features from the UE, the AMF shall indicate to the UE the support of the Multi-USIM features based on the Multi-USIM features supported by network and any preference policy by the network, if available. When a UE turns to have only one USIM active from a Multi-USIM UE that previously indicated to the network for the USIM with supported Multi-USIM feature(s), the UE shall indicate all the Multi-USIM features are not supported to the network for the USIM. The AMF shall indicate the support of Paging Restriction feature together with the support of either Connection Release feature or Reject Paging feature.
The Multi-MUSIM UE includes the support of individual features for Connection release, Paging Cause Indication for Voice Service, Reject paging request and Paging Restriction as specified in clause 5.4.4a.
A Multi-USIM UE shall use a separate PEI for each USIM when it registers to the network.

*** End of Changes ****

