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[bookmark: _Hlk520730635]START OF CHANGES

[bookmark: _Toc37790893][bookmark: _Toc42003842][bookmark: _Toc50584152][bookmark: _Toc50584496][bookmark: _Toc57673339][bookmark: _Toc74058186]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Aarchitecture for the 5G System (5GS); Stage 2".
[3]	3GPP TS 23.502: "Procedure for the 5G System (5GS); Stage 2".
[4]	3GPP TS 29.522: "5G System; Network Exposure Function Northbound APIs; Stage 3".
[5]	3GPP TS 29.122: "T8 reference point for northbound Application Programming Interfaces (APIs)".
[6]	3GPP TS 23.222: "Functional architecture and information flows to support Common API Framework for 3GPP Northbound APIs; Stage 2".
[7]	3GPP TS 23.271: "Functional stage 2 description of Location Services (LCS)".
[8]	3GPP TS 36.305: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Stage 2 functional specification of User Equipment (UE) positioning in E-UTRAN".
[9]	3GPP TS 23.273: "5G System (5GS) Location Services (LCS); Stage 2".
[10]	3GPP TS 38.305: "NG Radio Access Network (NG-RAN); Stage 2 functional specification of User Equipment (UE) positioning in NG-RAN".
[11]	3GPP TS 23.401: "General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access".
[12]	3GPP TS 23.503: "Policy and charging control framework for the 5G System (5GS); Stage 2".
[13]	3GPP TS 23.434: "Service enabler architecture layer for verticals; Functional architecture and information flows; Stage 2".
[14]	3GPP TS 23.286: "Application layer support for Vehicle-to-Everything (V2X) services; Functional architecture and information flows ".
[15]	ETSI ISG MEC ETSI GS MEC 003 V2.1.1 (2019-01), "Multi-access Edge Computing (MEC); Framework and Reference Architecture"
[16]	OMA-TS-REST_NetAPI_ACR: "RESTful Network API for Anonymous Customer Reference Management"
[17]	3GPP TS 23.682: "Architecture enhancements to facilitate communications with packet data networks and applications".
[18]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[19]	GSMA Whitepaper OPG.01: "Operator Platform: Telco Edge Proposal", https://www.gsma.com/futurenetworks/wp-content/uploads/2020/10/GSMA-Operator-Platform-Proposal-Oct-2020.pdf
[20]	3GPP TS 23.548: "5G System Enhancements for Edge Computing".
[21]	3GPP TS 23.032: "Universal Geographical Area Description (GAD)".

NEXT CHANGE

[bookmark: _Toc74058199]4.8	Dynamic EAS instantiation triggering
[bookmark: _GoBack]The Edge Enabler Layer can interact with the EAS management system to trigger instantiation of a suitable EAS as per application needs. Details of the EAS instantiation triggering are specified in clause 8.12.
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[bookmark: _Toc37790902][bookmark: _Toc42003851][bookmark: _Toc50584161][bookmark: _Toc50584505][bookmark: _Toc57673348][bookmark: _Toc74058201][bookmark: _Hlk80296885]5.1	General 
This clause specifies architectural requirements for enabling edge applications in different functional aspects.
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[bookmark: _Toc37790940][bookmark: _Toc42003889][bookmark: _Toc50584202][bookmark: _Toc50584546][bookmark: _Toc57673389][bookmark: _Toc74058239]6.1	General
This clause provides the overall architecture description:
-	Clause 6.2 describes the functional architecture and corresponding to the functional architecture;
-	Clause 6.3 describes the functional entitiesservice-based interfaces;
-	Clause 6.4 describes the service-based interfacesfunctional entities;
-	Clause 6.5 describes the reference points;
-	Clause 6.6 describes the cardinality of functional entities and reference points; and
-	Clause 6.7 describes the capabilities exposed for enabling edge applications.
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[bookmark: _Toc74058290]7.2.8	EEC Context ID
The EEC Context ID is a globally unique value which identifies a set of parameters associated with the EEC (e.g., due to registration) and maintained in the Edge Enabler Layer by EESs. 
If the EEC registration request does not include a previously assigned EEC Context ID value, the receiver EES assigns a new EEC Context ID and creates an EEC Context as described in the Table 8.2.8-1.
Providing a previously assigned EEC Context ID at registration allows maintaining the EEC Context in the Edge Enabler Layer beyond the lifetime of a registration, subject to policies. If the EEC registration request does include a previously assigned EEC Context ID value, after EEC Context relocation, the receiver EES may assign a new EEC Context ID, subject to implementation and local policies. 
NOTE:	The EEC Context ID may be implemented as combination of other IDs (e.g., EES ID and registration ID). How the EEC Context ID is specified or assigned is out of scope of this specification.
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[bookmark: _Toc37790989][bookmark: _Toc42003940][bookmark: _Toc50584261][bookmark: _Toc50584605][bookmark: _Toc57673452][bookmark: _Toc74058302]8.1	General
This clause provides procedures and information flows necessary for enabling edge application including information elements used in the procedures. 

END OF CHANGES
1

