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	Reason for change:
	The TR identifies a number of use cases (5.3, 5.9) that identify a PIN Element can be a member of more than 1 PIN.  In such situations the PIN Element could be using more than 2 PEGC, this is not clear in the current text and needs clarification.


	
	

	Summary of change:
	Considering one PIN Element can be members of more than one PIN, the following aspects are proposed for clarification and consideration of consolidation:
· UC 5.9: A PIN Element can access to 5G network via PEGC or directly via non-3GPP access or via direct network connection (as a UE).
· UC 5.3: One PIN can have one or more PEGC


	
	

	Consequences if not approved:
	Unclear service requirmeents and missing general requirements for consolidation.
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	The changes will also have to be reflected in consolidated requirements. This is done in a separate CR for the consolidated requirements.
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****Start Changes ****
[bookmark: _Toc49943791][bookmark: _Toc72506582][bookmark: _Toc72833904]5.3.6	Potential New Requirements needed to support the use case
[PR 5.3.6-1] For intra-PIN communications, a PIN Element shall be able to transmit media to one or more PIN Element at the same time.
[PR 5.3.6-2] A PIN Element shall support service continuity when a PIN Element changes the communication path from one PIN Element to another PIN Element. The communication path between PIN devices may include both 3GPP and non-3GPP access.
[PR 5.3.6-3] The 5G system shall be able to support a PIN which hasFor a PIN it shall be possible to have  more than one PIN Element with Gateway Capability.
Editor’s Note:	SA3 need to be consulted on the security aspects of having more than one PIN Element with Gateway Capability in the PIN.
****2nd Change ****
[bookmark: _Toc72506624][bookmark: _Toc72833946]5.9.6	Potential New Requirements needed to support the use case
[PR 5.9.6-1] The 5G system shall support an authorized PIN Element to access to the 5G network and its services for an authorized PIN Element (linked to a 3GPP subscription and provisioned with credentials) via a PIN Element with gGateway cCapability, via non-3GPP access when the PIN Element is associated to a 3GPP subscription and configured with credentials or directly via non-3GPP access or via direct network connection when the PIN Element is a UE. 
****End Changes ****
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