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The information that indicates primary authentication and authorization is performed by AAA server needs to be captured as part of UE subscription.
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	Clauses affected:
	5.2.3.4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc75411875][bookmark: _Toc51835076][bookmark: _Toc47592989][bookmark: _Toc45193357][bookmark: _Toc36192244][bookmark: _Toc27895147][bookmark: _Toc20204448][bookmark: _Toc75411868][bookmark: _Toc68062281][bookmark: _Toc51835069][bookmark: _Toc47592982][bookmark: _Toc45193350][bookmark: _Toc36192237][bookmark: _Toc27895140][bookmark: _Toc20204441]5.2.3.4	Nudm_UEAuthentication Service
[bookmark: _Toc75411876][bookmark: _Toc51835077][bookmark: _Toc47592990][bookmark: _Toc45193358][bookmark: _Toc36192245][bookmark: _Toc27895148][bookmark: _Toc20204449]5.2.3.4.1	General
This service is used by the requester NF to get authentication data and provide UDM with the result of the authentication procedure success. In case of SNPN, this service may be used to instruct the AUSF to execute authentication towards AAA-S.
[bookmark: _Toc75411877][bookmark: _Toc51835078][bookmark: _Toc47592991][bookmark: _Toc45193359][bookmark: _Toc36192246][bookmark: _Toc27895149][bookmark: _Toc20204450]5.2.3.4.2	Nudm_UEAuthentication_Get service operation
See TS 33.501 [15].
[bookmark: _Toc75411878][bookmark: _Toc51835079][bookmark: _Toc47592992][bookmark: _Toc45193360][bookmark: _Toc36192247][bookmark: _Toc27895150][bookmark: _Toc20204451]5.2.3.4.3	Nudm_UEAuthentication_ResultConfirmation service operation
See TS 33.501 [15].
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