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	Reason for change:
	The current TR 22.867 includes in clause 5.7.6 several Editor’s Note that point to the requirements being FFS, although no information is given in the EN’s why those requirements should be left for FFS.
The first requirement that is pointed to be FFS is PR.5.7.6-005:
[PR.5.7.6-005] The 5G system shall provide means by which an MNO informs 3rd parties of changes in UE subscription information. The 5G system shall also provide a means for 3rd parties to request this information at any time from the MNO. 
And it aims at providing information on changes related to the UE subscription information giving the example of IP address and APN. Considering that the 3rd party can provision static IP addresses and APN/DNN to be used for its owned UEs, it must be possible for the 3rd party to monitor potential changes that might occur at that level. The requirement is then essential and cannot be removed since the feature would be otherwise incomplete. The related EN is simply proposed to be removed, providing additional text for the associated NOTE to indicate these examples have strong influence on the stability of the 3rd party service. The term DNN is added as this TR targets 5G system.  
The second requirement noted FFS is PR.5.7.6-006:
[PR.5.7.6-006] The 5G system shall provide a means by which an MNO can inform 3rd parties of RAN information with a suitable frequency to aid in identifying performance anomalies and problems.
As the TR describes in the use case, the industrial applications making use of 3GPP system for connectivity may include specific management capabilities that require timely information provided by the MNO in order to promptly react according to regulated schemes. One of the critical points, for which information is required, is the radio access which is providing connectivity to the UEs owned by the DSO. Different information is required to detect anomalies permitting the DSO take reactive or proactive actions. It must be noticed that such actions are not related to the maintenance of the 3GPP network but related to the DSO business.
In the context of applications relying on the stability of a connection, radio access information is essential to be monitored on a timely manner. And the EN linked to this requirement is simply proposed to be deleted with a minor change of RAN to radio access.
The third requirement noted FFS is PR.5.7.6-007: 
[PR.5.7.6-007] The 5G system shall provide a means for an MNO to inform 3rd parties of changes in a UE’s IP configuration (e.g. IP address, 5G LAN-VN membership.)
This is related to the existing feature by means of which the 5G LAN-VN can be managed by a trusted third party. The management of such 5G LAN-VN would be incomplete if the third party cannot be informed of changes regarding the membership. The examples in this requirement are related to the requirement 005 and thus 5G LAN-VN example can be part of that requirement. The requirement and related EN is simply proposed to be removed.  

	
	

	Summary of change:
	The following editor’s notes are removed:
Editor’s Note: This requirement is FFS.
Extend NOTE in requirement 005 to indicate the examples can have impact on the stability of the 3rd party service.
Add DNN in requirement 005 and 005a.
Replace RAN by radio access in requirement 006.
Remove requirement 007 and include the example of 5G LAN-VN in the note associated with requirement 005.
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***************** First Change *******************
[bookmark: _Toc74142882][bookmark: _Toc74142877][bookmark: _Toc74142878][bookmark: _Toc74142881]5.7.6	Potential New Requirements needed to support the use case
[PR5.7.6-001] Based on MNO policy, the 5G network shall provide means to allow a trusted third party to monitor LAN-VN performance parameters, to configure and receive information for conditions relevant to a specific UE, specifically performance of the network and and configuration aspects of the UE in the VN.
[PR.5.7.6-002] The 5G system shall provide a means by which an MNO informs 3rd parties of network events (failure of network infrastructure affecting UEs in a particular area, etc.).
[PR.5.7.6-003] The 5G system shall provide a means by which an MNO informs 3rd parties of congestion or other general performance degradation (especially if planned or known).
[PR.5.7.6-004] The 5G system shall provide a means by which an MNO can report site specific and massive events to 3rd parties.
[PR.5.7.6-005] The 5G system shall provide means by which an MNO informs 3rd parties of changes in UE subscription information. The 5G system shall also provide a means for 3rd parties to request this information at any time from the MNO. 
NOTE: 	Examples of UE subscription information include IP address, 5G LAN-VN membership and APN/DNN. These changes can have strong impacts in the stability of the 3rd party service.
Editor’s Note: This requirement is FFS. 
[PR.5.7.6-005a] Based on operator policy, the 5G system shall provide means for the 3rd parties to request changes to UE subscription parameters for access to data networks, e.g. static IP address, APN/DNN.
[PR.5.7.6-006] The 5G system shall provide a means by which an MNO can inform 3rd parties of RAN changes in the RAT type serving UE, cell ID, quality of signal information, change in frequency band assigned with a suitable frequency via OAM and/or 5G core network to aid the 3rd party user in identifying performance anomalies and problems taking proactive actions to achieve their own service availability. 
Editor’s Note: This requirement is FFS. 
[PR.5.7.6-007] The 5G system shall provide a means for an MNO to inform 3rd parties of changes in a UE’s IP configuration (e.g. IP address, 5G LAN-VN membership.)
Editor’s Note: This requirement is FFS. 
[PR.5.7.6-0078] The 5G system shall provide a means for an MNO to inform 3rd parties of USIM card related events (USIM opens or closes context.).
***************** End of Change *****************


