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	Reason for change:
	In RAN#93e meeting #93e, the fllowing agreement has been achieved: 
“There is no consensus to make any changes to the WID on the issue of lossless HO for Rel-17 MBS raised in. ”
So it means the lossless HO in Rel-17 should be supported. 
In RAN3 #112e, the fllowing agreement has been achieved:
“Standards support data forwarding to minimize data loss during handover from MBS-supporting nodes to non-MBS supporting nodes.
If data forwarding is used from MBS-supporting nodes to non-MBS supporting nodes, the source NG-RAN node should include in forwarded packets the unicast (flow) QFI mapped from the received MBS (flow) QFI.”
Based on above agreement, it is proposed add some basic statement for lossless handover procedure to align with the RAN conclusion.

	
	

	Summary of change:
	How to perform the MBS session data forwarding in non-homegeneous scenario.

	
	

	Consequences if not approved:
	Lossless handover for MBS session is not supported, which is not aligned with the RAN conclusion. 
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[bookmark: _Toc81989072]7.2.3.5	Minimization of data loss
Editor's note:	Details for how to minimize data loss between the source NG-RAN node and the target NG-RAN node should be aligned with 3GPP RAN WGs.
To minimize the data loss of the UE during the handover procedure:
· If source NG-RAN supports MBS and target NG-RAN does not support MBS, the multicast MBS session data is forwarded from source NG-RAN node to target NG-RAN node via the associated QoS flow within the associated PDU session. 
· If source NG-RAN does not support MBS and target NG-RAN supports MBS, for Xn/N2 handover, the multicast MBS session data is forwarded to the target NG-RAN node as the data forwarding mechanism defined in TS 23.502.
NOTE: 	For N2 handover, the detail mechanism of how to transmit the received forwarded multicast MBS session data to UE is defined by RAN WGs. 
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