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	Reason for change:
	For broadcast service NRF should support AMF discovery of MB-SMF, which is based on the MBS service area(i.e. TA list, Cell ID list). The agreed stage 3 CT4 solution to structure cell lists according to the TAIs the cells belong to, see C4-215085. enables to use the existing TAI-based AMF discovery
So in accordance AMF profile update is supported for its coverage
The MB-SMF can be discovered by the NEF tacking into accpount the MB-SMF service area.  

	
	

	Summary of change:
	· For broadcast service AMF discovery is supported based on the MBS service areatracking area.
· NF profile is updated; MB-SMF service area is added to MB-SMF profile, MBS service area for area session ID is replaced with session area for alignment with other description.
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[bookmark: _Toc81825906]5.3.2.15	NRF
[bookmark: _Toc81825907]5.3.2.15.1	General
In addition to the functions defined in TS 23.501 [5], the NRF performs the following functions to support 5G MBS:
-	Support of new NF types MB-SMF and MBSF and their corresponding NF profiles.
-	For both multicast and broadcast MBS Session, support of MB-SMF discovery based on parameters such as DNN, S-NSSAI and MB service area, at MBS Session creation.
-	For multicast MBS Session, support of MB-SMF discovery based on MBS Session ID by SMF serving the multicast Session at UE join.
NOTEFor broadcast MBS Session, AMF discovery by MB-SMF for an MBS service area is based on tracking area IDs related to that service area, as registered in the AMF profile according to TS 23.501 [5].

[bookmark: _Toc81825908]5.3.2.15.2	Extensions to NF profile at NRF
In addition to the NF profile contents defined in clause 6.2.6.2 of TS 23.501 [5], the NF profile in the NRF contains the following content:
[bookmark: _Hlk79536073]-	For MB-SMF, the NF profile may include MB-SMF service area, MBS Session ID(s), Area Session ID(s) and corresponding MBS service area(s) if available.
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