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	Reason for change:
	1. The UE IPv4 address or IPv6 prefix can be used as Target of Event Reporting in the Nnef_EventExposure_Subscribe when the NWDAF subscribes to UE data from the untrusted AF via the NEF, based on the procedure of "NWDAF correlates UE data collection and NWDAF request for trusted AF and untrusted AF" specified in TS 23.288.
2. "any UE" can also be used as Target of Event Reporting in the Nnef_EventExposure_Subscribe for e.g. UE data collection via the untrusted AF.
3. As specified in TS 23.288, for correlation between UE data collection and the NWDAF data request, "AF may indicate in NF profile and register to NRF in clause 6.2.8.2.2 if it supports to do the mapping itself or ask NWDAF to do it." So the trusted AF or the untrusted AF (via the NEF) should register the information of whether or not supporting the mapping between UE ID and UE IP address in its NF profile.

	
	

	Summary of change:
	1. Add UE IPv4 address, UE IPv6 prefix, and "any UE" as possible parameters for Target of Event Reporting in the Nnef_EventExposure_Subscribe.
2. Add an indication on supporting mapping between UE IP address and UE ID to the NF profile of trusted AF or untrusted AF (via the NEF) for Nnrf_NFManagement_NFRegister.
3. Editorial modification for the parameter Target of Event Reporting in the Naf_EventExposure_Subscribe service operation definition.
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******************** 1st Change ********************
[bookmark: _Toc27895213][bookmark: _Toc36192310][bookmark: _Toc45193423][bookmark: _Toc47593055][bookmark: _Toc51835142][bookmark: _Toc83793628][bookmark: _Toc20204734][bookmark: _Toc27895448][bookmark: _Toc36192552][bookmark: _Toc45193654][bookmark: _Toc47593286][bookmark: _Toc51835373][bookmark: _Toc83793902]5.2.6.2.2	Nnef_EventExposure_Subscribe operation
Service operation name: Nnef_EventExposure_Subscribe
Description: the consumer subscribes to receive an event, or if the event is already defined in NEF, then the subscription is updated.
Inputs, Required: (Set of) Event ID(s) as specified in clause 4.15.3.1 or Npcf_PolicyAuthorization_Notify and Naf_EventExposure_Subscribe service operation, Target of Event Reporting (GPSI, SUPI, UE IPv4 address(es), UE IPv6 prefix(es), External Group Identifier, or Internal Group Identifier, or indication that any UE is targeted), Event Reporting Information defined in Table 4.15.1-1, Notification Target Address (+ Notification Correlation ID), MTC Provider Information.
Inputs, Optional: Event Filter, (set of) External Application Identifier(s), Subscription Correlation ID (in the case of modification of the event subscription), Expiry time, list of group member UE(s) whose subscription to event notification(s) are removed from a group-based event notification subscription, DNN, S-NSSAI, Idle Status Indication request (if UE reachability or Availability after DDN failure reporting is requested).
Outputs, Required: When the subscription is accepted: Subscription Correlation ID, Expiry time (required if the subscription can be expired based on the operator's policy).
Outputs, Optional: First corresponding event report is included, if available (see clause 4.15.1).

******************** 2nd Change ********************
[bookmark: _Toc83793773]5.2.7.2.2	Nnrf_NFManagement_NFRegister service operation
Service Operation name: Nnrf_NFManagement_NFRegister.
Description: Registers the consumer NF in the NRF by providing the NF profile of the consumer NF to NRF, and NRF marks the consumer NF available.
Inputs, Required: NF type, NF instance ID, FQDN or IP address of NF, Names of supported NF services (if applicable), and PLMN ID e.g. if NF needs to be discovered by other PLMNs/SNPNs.
NOTE 1:	for the UPF, the addressing information within the NF profile corresponds to the N4 interface.
NOTE 2:	For the purpose of the Nnrf_NFManagement service, the SCP is treated by the NRF in the same way as NFs. Specifically, the SCP is designated with a specific NF type and NF instance ID. However, the SCP does not support services and related NF profile parameters do not apply (e.g. NF Set ID, NF service set ID, Endpoint Address(es) of instance(s) of supported service(s)), see clause 6.2.6.3 of TS 23.501 [2].
Inputs, Optional:
-	If the consumer NF stores Data Set(s) (e.g. UDR): Range(s) of SUPIs, range(s) of GPSIs, range(s) of external group identifiers, Data Set Identifier(s).
-	If the consumer is BSF: Range(s) of SUPIs, range(s) of GPSIs, Range(s) of (UE) IPv4 addresses or Range(s) of (UE) IPv6 prefixes, IP domain list as described in clause 6.1.6.2.21 of TS 29.510 [37], Range(s) of SUPIs, range(s) of GPSIs.
NOTE 3:	Range of SUPI(s) is limited in this release to a SUPI type of IMSI as defined in TS 23.003 [33].
-	If the consumer is UDM, UDR, PCF, BSF or AUSF, they can include UDM Group ID, UDR Group ID, PCF Group ID, BSF Group ID, AUSF Group ID respectively.
-	For UDM and AUSF, Routing Indicator, or Routing Indicator and Home Network Public Key identifier; Home Network Identifier: PLMN ID in the case of PLMN, PLMN ID + NID in the case of SNPN. Optionally, some NFs may additionally include a Home Network Identifier in the form of a realm.
-	If the consumer is AMF, it includes list of GUAMI(s). In addition, AMF may include list of GUAMI(s) for which it can serve as backup for failure/maintenance.
-	If the consumer is CHF, it may include Range(s) of SUPIs, Range(s) of GPSIs, or Range(s) of PLMNs as defined in TS 32.290 [42].
-	If the consumer is CHF, primary CHF instance and the secondary CHF instance pair. If the CHF does not provide NF set ID or NF Service Set ID, it shall provide a primary CHF instance and the secondary CHF instance pair, and otherwise it may do so.
-	If the consumer is P-CSCF, the P-CSCF IP address(es) to be provided to the UE by SMF.
-	If the consumer is HSS, IMPI range, IMPU range, HSS Group ID (as defined in TS 23.228 [55]) can be used as optional input parameters.
-	For the UPF Management: UPF Provisioning Information as defined in clause 4.17.6.
-	S-NSSAI(s) and the associated NSI ID(s) (if available).
-	DNN(s) if the consumer is PCF or BSF. DNN(s) per S-NSSAI if the consumer is SMF, UPF or TSCTSF.
-	If the consumer is a trusted AF it may include one or multiple combination(s) of S-NSSAI and DNN corresponding to the AF. In addition, it may include supported Application Id(s), Event ID(s) supported by the AF and Internal-Group Identifier. It may include an indication whether it supports mapping between UE IP address (IPv4 address or IPv6 prefix) and UE ID (i.e. SUPI).
-	Information about the location of the NF consumer (operator specific information, e.g. geographical location, data centre).
-	TAI(s).
-	NF Set ID.
-	NF Service Set ID.
-	If the consumer is PCF or SMF, it includes the MA PDU Session capability to indicate if the NF instance supports MA PDU session or not.
-	If the consumer is PCF, it includes the DNN replacement capability to indicate if the NF instance supports DNN replacement or not.
-	If the consumer is NWDAF, it includes Analytics ID(s) (possibly per service), NWDAF Serving Area information and Supported Analytics Delay per Analytics ID(s) (if available). In addition, it includes Analytics aggregation capability and/ or Analytics metadata provisioning capability if such capability is provided by the NWDAF. If the consumer NWDAF contains MTLF, it may also include the Analytics Filter information for the trained ML model(s) per Analytics ID(s), if available. It may also include NF Set ID and NF Type of the NF data sources, if data management service is available. Details about NWDAF specific information are described in clause 6.3.13, TS 23.501 [2].
-	If the consumer is NEF, it may include Event ID(s) supported by AFs, the S-NSSAI and DNN corresponding to the untrusted AF served by the NEF, Application Identifier(s) supported by AFs, range(s) of External Identifiers, or range(s) of External Group Identifiers, or the domain names served by the NEF. It may also include an indication whether the untrusted AF supports mapping between UE IP address (IPv4 address or IPv6 prefix) and external UE ID (i.e. GPSI). If the consumer is local NEF, it may include parameters of list of supported TAI or list of supported DNAI additionally.
-	If the consumer is NSACF, it includes S-NSSAI(s) of the network served by NSACF for which it manages network slice admission control, NSACF Serving Area information and NSACF service capabilities. Details about NSACF Service Area information and NSACF service capabilities are described in clause 6.3.22 of TS 23.501 [2].
-	Notification endpoint for default subscription for each type of notification that the NF is interested in receiving.
-	Endpoint Address(es) of instance(s) of supported service(s).
-	NF capacity information.
-	NF priority information.
-	If consumer is NF, SCP domain the NF belongs to.
-	If the consumer is SCP, it may include:
-	SCP domain(s) the SCP belongs to.
-	Remote PLMNs reachable through SCP.
-	Endpoint addresses or Address Domain(s) (e.g. IP Address or FQDN ranges) accessible via the SCP.
-	NF sets of NFs served by the SCP.
-	If the consumer NF is MB-SMF, it may include MB-SMF service area, and the MBS Session ID(s), Area Session ID(s), MBS service area(s) if available, as specified in TS 23.247 [78].
-	If the consumer is DCCF, the request may include DCCF Serving Area information, NF type of the NF data source, NF Set ID of the NF data sources. Details about DCCF discovery and selection are described in clause 6.3.19 of TS 23.501 [2].
-	If the consumer is EASDF, it may include S-NSSAI, DNN, N6 IP address of the PSA UPF, location as per NF profile and DNAI (if exists).
Outputs, Required: Result indication.
Outputs, Optional: None.
See clause 5.21.2.1 in TS 23.501 [2], the AMF registers itself to NRF.

******************** 3rd Change ********************
[bookmark: _Toc45193656][bookmark: _Toc47593288][bookmark: _Toc51835375][bookmark: _Toc83793904]5.2.19.2.2	Naf_EventExposure_Subscribe service operation
Service operation name: Naf_EventExposure_Subscribe
Description: The consumer NF subscribes the event to collect AF data for UE(s), group of UEs, or any UE, or updates the subscription which is already defined in AF.
Input, Required: Target of Event Reporting: (either UE ID(s), or UE IP v4 address(es), or UE IP v6 prefix(es), or Internal/External Group Identifier, or indication that any UE is targeted), (set of) Event ID(s), Notification Target Address (+ Notification Correlation ID) and Event Reporting Information as defined in Table 4.15.1-1.
NOTE 1:	UE ID includes GPSI or SUPI.
Input, Optional: NF ID, Event Filter(s) associated with each Event ID, (set of) External Application Identifier(s), Subscription Correlation ID (in the case of modification of the existing subscription), Expiry time.
NOTE 2:	In the case of untrusted AF, NEF ID is used as NF ID.
Output, Required: Operation execution result indication. When the subscription is accepted: Subscription Correlation ID, Expiry time (required if the subscription can be expired based on the local policy).
Output, Optional: First corresponding event report is included, if corresponding information is available (see clause 4.15.1).

******************** End of Change ********************
