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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc83212472]6.3.3A	Output analytics
The NWDAF services as defined in the clause 7.2 and 7.3 are used to expose the following analytics:
-	Network Slice instance load statistics information as defined in Table 6.3.3A-1.
-	Network Slice load statistics information as defined in Table 6.3.3A-2.
-	Network Slice instance load predictions information as defined in Table 6.3.3A-3.
-	Network Slice load predictions information as defined in Table 6.3.3A-4.
Table 6.3.3A-1: Network Slice instance load statistics
	Information
	Description

	S-NSSAI
	Identification of the Network Slice.

	Network Slice instances (1..max)
	List of Network Slice instance(s) within the S-NSSAI.

	> NSI ID
	Identification of the Network Slice instance.

	> Number of UE Registrations (NOTE 1)
	Number of UE registrations of the Network Slice instance (average, variance).

	> Number of PDU Sessions establishment (NOTE 1)
	Number of PDU Session establishments of the Network Slice instance (average, variance).

	> Resource usage (NOTE 1)
	The usage of assigned virtual resources currently in use for the NF instances (mean usage of virtual CPU, memory, disk) as defined in TS 28.552 [8] clause 5.7, belonging to a particular Network Slice instance.

	> Resource usage threshold crossings (optional) (NOTE 1)
	Number of times resource usage threshold crossings is met or exceeded or crossed on the Network Slice instance provided if threshold is provided by the consumer as Analytics Filter.

	> Resource usage threshold crossings time period (1..max) (optional) (NOTE 1)
	Resource usage threshold crossing vector including time elapsed between times each threshold is met or exceeded or crossed crossing on the Network Slice instance provided that a threshold value is provided by the consumer as Analytics Filter.

	NOTE 1:	Analytics subset that can be used in "list of analytics subsets that are requested".



Table 6.3.3A-2: Network Slice load statistics
	Information
	Description

	S-NSSAI
	Identification of the Network Slice.

	> Number of UE Registrations (NOTE 1)
	Number of UE registrations at the Network Slice (average, variance).

	> Number of PDU sessions establishments (NOTE 1)
	Number of PDU Session establishments at the Network Slice (average, variance).

	NOTE 1:	Analytics subset that can be used in "list of analytics subsets that are requested".



Table 6.3.3A-3: Network Slice instance load predictions
	Information
	Description

	S-NSSAI
	Identification of the Network Slice.

	Network Slice instances (1..max)
	List of Network Slice instance(s) within the S-NSSAI.

	> NSI ID
	Identification of the Network Slice instance.

	> Number of UE Registrations (NOTE 1)
	Number of predicted UE registrations at the Network Slice instance (average, variance).

	> Number of PDU Sessions establishment (NOTE 1)
	Number of predicted PDU Session establishments of the Network Slice instance (average, variance).

	> Resource usage (NOTE 1)
	The predicted usage of assigned virtual resources for the NF instances (mean usage of virtual CPU, memory, disk) as defined in TS 28.552 [8] clause 5.7, belonging to a particular Network Slice instance.

	> Resource usage threshold crossings (optional) (NOTE 1)
	Number of predicted times resource usage threshold is met or exceeded or crossed crossings at the Network Slice instance provided that a threshold value is provided by the consumer as Analytics Filter.

	> Resource usage threshold crossings time period (optional) (1..max) (NOTE 1)
	Predicted Resource usage threshold crossing vector including predicted time elapsed between times each threshold crossing is met or exceeded or crossed on the Network Slice instance provided that a threshold value is provided by the consumer as Analytics Filter.

	> Probability assertion
	Confidence of this prediction.

	NOTE 1:	Analytics subset that can be used in "list of analytics subsets that are requested".



Table 6.3.3A-4: Network Slice load predictions
	Information
	Description

	S-NSSAI
	Identification of the Network Slice.

	> Number of UE Registrations (NOTE 1)
	Predicted Number of UE registrations at the Network Slice (average, variance).

	> Number of PDU sessions establishments (NOTE 1)
	Predicted Number of PDU Session establishments at the Network Slice (average, variance).

	> Probability assertion
	Confidence of this prediction.

	NOTE 1:	Analytics subset that can be used in "list of analytics subsets that are requested".



NOTE:	If no NSI ID is provided as analytics filter, slice load level related output analytics are provided according to Tables 6.3.3A-2 and 6.3.3A-4. Otherwise slice instance load level related output analytics are provided according to Tables 6.3.3A-1 and 6.3.3A-3.
* * * * Next change * * * *
[bookmark: _Toc83212484]6.5.3	Output analytics
The NWDAF services as defined in the clause 7.2 and 7.3 are used to expose the analytics. NF load statistics information are defined in Table 6.5.3-1. NF load predictions information are defined in Table 6.5.3-2.
Table 6.5.3-1: NF load statistics
	Information
	Description

	List of resource status (1..max)
	List of observed load information for each NF instance along with the corresponding NF id / NF Set ID (as applicable).

	> NF type
	Type of the NF instance.

	> NF instance ID
	Identification of the NF instance.

	> NF status (NOTE 1)
	The availability status of the NF on the Analytics target period, expressed as a percentage of time per status value (registered, suspended, undiscoverable).

	> NF resource usage (NOTE 1)
	The average usage of assigned resources (CPU, memory, disk).

	> NF load (NOTE 1)
	The average load of the NF instance over the Analytics target period.

	> NF peak load (optional) (NOTE 1)
	The maximum load of the NF instance over the Analytics target period.

	> NF load (per area of interest) (NOTE 2)
	The average load of the NF instances over the area of interest.

	NOTE 1:	Analytics subset that can be used in "list of analytics subsets that are requested" and "Accuracy level per analytics subset".
NOTE 2:	Applicable only to AMF load based on Input data in clause 6.5.2, Table 6.5.2-3 and Table 6.5.2-5.



Table 6.5.3-2: NF load predictions
	Information
	Description

	List of resource status (1..max)
	List of predicted load information for each NF instance along with the corresponding NF id / NF Set ID (as applicable)

	> NF type
	Type of the NF instance

	> NF instance ID
	Identification of the NF instance

	> NF status (NOTE 1)
	The availability status of the NF on the Analytics target period, expressed as a percentage of time per status value (registered, suspended, undiscoverable)

	> NF resource usage (NOTE 1)
	The average usage of assigned resources (CPU, memory, disk) 

	> NF load (NOTE 1)
	The average load of the NF instance over the Analytics target period 

	> NF peak load (optional) (NOTE 1)
	The maximum load of the NF instance over the Analytics target period

	> Confidence
	Confidence of this prediction

	> NF load (per area of interest) (NOTE 2)
	The predicted average load of the NF instances over the area of interest.

	NOTE 1:	Analytics subset that can be used in "list of analytics subsets that are requested" and "Accuracy level per analytics subset".
NOTE 2:	Applicable only to AMF load based on Input data in clause 6.5.2, Table 6.5.2-3 and Table 6.5.2-5.



NOTE:	The variations on per-instance NF load and resource usage could be influenced by the number of running NF instances in addition to the load itself.
The predictions are provided with a Validity Period, as defined in clause 6.1.3.
The number of resource status is limited by the maximum number of objects provided as part of Analytics Reporting Information.
* * * * Next change * * * *
[bookmark: _Toc83212524]6.9.3	Output analytics
The NWDAF outputs the QoS Sustainability analytics. Depending on the Analytics target period, the output consists of statistics or predictions. The detailed information provided by the NWDAF is defined in Table 6.9.3-1 for statistics and Table 6.9.3-2 for predictions.
Table 6.9.3-1: "QoS Sustainability" statistics
	Information
	Description

	List of QoS sustainability Analytics (1..max)
	

	>Applicable Area
	A list of TAIs or Cell IDs within the Location information that the analytics applies to.

	>Applicable Time Period
	The time period within the Analytics target period that the analytics applies to.

	>Crossed Reporting Threshold(s)
	The Reporting Threshold(s) that are met or exceeded or crossed by the statistics value or the expected value of the QoS KPI.



Table 6.9.3-2: "QoS Sustainability" predictions
	Information
	Description

	List of QoS sustainability Analytics (1..max)
	

	>Applicable Area
	A list of TAIs or Cell IDs within the Location information that the analytics applies to.

	>Applicable Time Period
	The time period within the Analytics target period that the analytics applies to.

	>Crossed Reporting Threshold(s)
	The Reporting Threshold(s) that are met or exceeded or crossed by the statistics value or the expected value of the QoS KPI.

	>Confidence
	Confidence of the prediction.



NOTE 1:	The meaning of Confidence is based on the SLA, i.e. the consumer has to understand the meaning of the different values of Confidence.
NOTE 2:	The Analytics can contain multiple sets of the above information if the location information reflected a list of waypoints.
The number of QoS sustainability analytics entries is limited by the maximum number of objects provided as part of Analytics Reporting Information.
* * * * End of changes * * * *


