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	Reason for change:
	The attribute pLMNInfoList is a mandatory attribute in the SliceProfile. The slice profile requirements are derived from the ServiceProfile, according to attribute table in clause 6.3.3.2 the pLMNInfoList in the ServiceProfile is optional. This is incorrect as the attribute has to be there to put the requirements to the SliceProfile which has mandatory attribute for pLMNInfoList..

	
	

	Summary of change:
	Update table in clause 6.3.3.2 to make PLMNInfoList mandatory in ServiceProfile

	
	

	Consequences if not approved:
	Mismatch of optionality between ServiceProfile and SliceProfile may lead to incompatible software implementations.
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[bookmark: _Toc19888549][bookmark: _Toc27405467][bookmark: _Toc35878657][bookmark: _Toc36220473][bookmark: _Toc36474571][bookmark: _Toc36542843][bookmark: _Toc36543664][bookmark: _Toc36567902][bookmark: _Toc44341634][bookmark: _Toc51676012][bookmark: _Toc55895461][bookmark: _Toc58940547][bookmark: _Toc67928762]6.3.3.1	Definition
This data type represents the properties of network slice related requirement that should be supported by the  NetworkSlice instance in 5G network. The network slice can be tailored based on the specific requirements adhered to SLA agreed between Network Slice Customer (NSC) and Network Slice Provider (NSP), see clause 2 of [50]. An NSP may add additional requirements not directly derived from SLA’s, associated to the NSP internal [business] goals. The GST defined by GSMA (see [50]) and the service performance requirements defined in 3GPP TS 22.261 [28] and TS 22.104 [51] are all considered as input for the network slice related requirements.
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	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	serviceProfileId
	M
	T
	F
	T
	T

	pLMNInfoList
	OM
	T
	F
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	coverageArea
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	networkSliceSharingIndicator
	O
	T
	T
	F
	T

	sST
	M
	T
	T
	F
	T

	availability
	O
	T
	T
	F
	T

	delayTolerance
	O
	T
	T
	F
	T

	deterministicComm
	O
	T
	T
	F
	T

	dLThptPerSlice
	O
	T
	T
	F
	T

	dLThptPerUE
	O
	T
	T
	F
	T

	uLThptPerSlice
	O
	T
	T
	F
	T

	uLThptPerUE
	O
	T
	T
	F
	T

	maxPktSize
	O
	T
	T
	F
	T

	maxNumberofConns
	O
	T
	T
	F
	T

	kPIMonitoring
	O
	T
	T
	F
	T

	userMgmtOpen
	O
	T
	T
	F
	T

	v2XCommModels
	O
	T
	T
	F
	T

	termDensity
	O
	T
	T
	F
	T

	activityFactor
	O
	T
	T
	F
	T

	uESpeed
	O
	T
	T
	F
	T

	jitter
	O
	T
	T
	F
	T

	survivalTime
	O
	T
	T
	F
	T

	reliability
	O
	T
	T
	F
	T
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NOTE:	The attributes in ServiceProfile represent mapped requirements from an NSC (e.g. an enterprise) to an NSP 
[bookmark: _Toc51676014][bookmark: _Toc55895463][bookmark: _Toc58940549][bookmark: _Toc67928764]6.3.3.3	Attribute constraints
None.
[bookmark: _Toc19888552][bookmark: _Toc27405470][bookmark: _Toc35878660][bookmark: _Toc36220476][bookmark: _Toc36474574][bookmark: _Toc36542846][bookmark: _Toc36543667][bookmark: _Toc36567905][bookmark: _Toc44341637][bookmark: _Toc51676015][bookmark: _Toc55895464][bookmark: _Toc58940550][bookmark: _Toc67928765]6.3.3.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
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