

	
3GPP TSG-SA WG2 Meeting #147E e-meeting	S2-2107940
Elbonia, 18-22 Oct, 2021														           (was S2-2107274r02)
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	23.501
	CR
	3268
	rev
	1
	Current version:
	17.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X

	

	Title:	
	Editorial Changes on eNS_Ph2

	
	

	Source to WG:
	ZTE

	Source to TSG:
	SA2

	
	

	Work item code:
	eNS_Ph2
	
	Date:
	2021-10-09

	
	
	
	
	

	Category:
	D
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	The use of NSAC is not consistent.

	
	

	Summary of change:
	Editorial change on NSAC

	
	

	Consequences if not approved:
	The specification is not consistent

	
	

	Clauses affected:
	5.15.3, 5.15.6, 5.15.11.1, 5.15.11.2, 5.15.11.3, 5.15.11.5, 6.2.1, 6.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1






[bookmark: _Toc68061709]* * * * start of 1st  change * * * *
[bookmark: _Toc83301826][bookmark: _Toc83301849]5.15.3	Subscription aspects
The Subscription Information shall contain one or more S-NSSAIs i.e. Subscribed S-NSSAIs. The subscription information shall include at least one default S-NSSAI. The UDM sends at the most 16 Subscribed S-NSSAIs to AMF, i.e. the number that can fit in a Configured NSSAI. The subscription information the UDM sends to the AMF shall include at least one default S-NSSAI.
If an S-NSSAI is marked as default, then the network is expected to serve the UE with a related applicable Network Slice instance when the UE does not send any permitted S-NSSAI to the network in a Registration Request message as part of the Requested NSSAI.
The Subscription Information for each S-NSSAI may contain:
-	a Subscribed DNN list and one default DNN; and
-	the indication whether the S-NSSAI is marked as default Subscribed S-NSSAI; and
-	the indication whether the S-NSSAI is subject to Network Slice-Specific Authentication and Authorization; and
-	Network Slice Simultaneous Usage Group (NSSRG) information (see clause 5.15.12).
The network verifies the Requested NSSAI the UE provides in the Registration Request against the Subscription Information. For the S-NSSAIs subject to Network Slice-Specific Authentication and Authorization the clause 5.15.10 applies.
NOTE 1:	It is recommended that at least one of the Subscribed S-NSSAIs marked as default S-NSSAI is not subject to Network Slice-specific Authentication and Authorization, in order to ensure access to services even when Network Slice-specific Authentication and Authorization fails.
NOTE 2:	It is recommended to minimize the number of Subscribed S-NSSAIs in subscriptions for NB-IoT capable UEs to minimize overhead for signalling a large number of S-NSSAIs in Requested NSSAI in RRC and NAS via NB-IoT.
In roaming case, the UDM shall provide to the VPLMN only the S-NSSAIs from the Subscribed S-NSSAIs the HPLMN allows for the UE in the VPLMN. If the UE is subject to restrictions of simultaneous registration of network slices (i.e. if the Subscription Information for the S-NSSAIs contains NSSRG information), the UDM provides to the VPLMN a subscribed S-NSSAIs and, if applicable, NSSRG information, as described in clause 5.15.12.
NOTE 3:	Network slice instances supporting an S-NSSAI subject to Network Slice-Specific Authentication and Authorization need to be deployed with AMFs supporting Network Slice-Specific Authentication and Authorization, otherwise S-NSSAIs requiring Network Slice-Specific Authentication and Authorization would be incorrectly allowed without execution of Network Slice-Specific Authentication and Authorization.
NOTE 4:	Network slice instances supporting an S-NSSAI subject to Network Slice Admission Control(NSAC) need to be deployed with AMFs supporting NSACNetwork Slice Admission Control, otherwise S-NSSAIs requiring Network Slice Admission ControlNSAC would be incorrectly allowed without execution of Network Slice Admission ControlNSAC.
When the UDM updates the Subscribed S-NSSAI(s) to the serving AMF, based on configuration in this AMF, the AMF itself or the NSSF determines the mapping of the Configured NSSAI for the Serving PLMN and/or Allowed NSSAI to the Subscribed S-NSSAI(s). The serving AMF then updates the UE with the above information as described in clause 5.15.4.
* * * * start of 2nd change * * * *
[bookmark: _Toc20149923][bookmark: _Toc27846722][bookmark: _Toc36187853][bookmark: _Toc45183757][bookmark: _Toc47342599][bookmark: _Toc51769300][bookmark: _Toc83301839]5.15.6	Network Slicing Support for Roaming
For roaming scenarios:
-	If the UE only uses standard S-NSSAI values, then the same S-NSSAI values can be used in VPLMN as in the HPLMN.
-	If the VPLMN and HPLMN have an SLA to support non-standard S-NSSAI values in the VPLMN, the NSSF of the VPLMN maps the Subscribed S-NSSAIs values to the respective S-NSSAI values to be used in the VPLMN. The S-NSSAI values to be used in the VPLMN are determined by the NSSF of the VPLMN based on the SLA. The NSSF of the VPLMN need not inform the HPLMN of which values are used in the VPLMN.
	Depending on operator's policy and the configuration in the AMF, the AMF may decide the S-NSSAI values to be used in the VPLMN and the mapping to the Subscribed S-NSSAIs.
-	The UE constructs Requested NSSAI and provides the mapping of S-NSSAIs of the Requested NSSAI to HPLMN S-NSSAIs if the mapping is stored in the UE, as described in clause 5.15.5.2.1.
-	The NSSF in the VPLMN determines the Allowed NSSAI without interacting with the HPLMN.
-	the HPLMN may provide NSSRG Information as part of the Subscription information as described in clause 5.15.12.
-	The Allowed NSSAI in the Registration Accept includes S-NSSAI values used in the VPLMN. The mapping information described above is also provided to the UE with the Allowed NSSAI as described in clause 5.15.4.
-	If the S-NSSAI values are subject to NSAC, depending on operator's policy, a roaming agreement or an SLA between VPLMN and HPLMN, the AMF or SMF in VPLMN triggers a request for NSACnetwork slice admission control for these S-NSSAI values as described in clause 5.15.11.3.
-	In PDU Session Establishment procedure, the UE includes both:
(a)	the S-NSSAI that matches the application (that is triggering the PDU Session Request) within the NSSP in the URSP rules or within the UE Local Configuration as defined in clause 6.1.2.2.1 of TS 23.503 [45]; the value of this S NSSAI is used in the HPLMN; and
(b)	an S-NSSAI belonging to the Allowed NSSAI that maps to (a) using the mapping of the Allowed NSSAI to HPLMN S-NSSAIs; the value of this S-NSSAI is used in the VPLMN.
	For the home routed case, the V-SMF sends the PDU Session Establishment Request message to the H-SMF along with the S-NSSAI with the value used in the HPLMN (a). If the S-NSSAI values are subject to NSAC, the V-SMF or H-SMF triggers a request for NSACnetwork slice admission control for these S-NSSAI values as described in clause 5.15.11.3.
-	When a PDU Session is established, the CN provides to the AN the S-NSSAI with the value from the VPLMN corresponding to this PDU Session, as described in clause 5.15.5.3.
-	The Network Slice instance specific network functions in the VPLMN are selected by the VPLMN by using the S-NSSAI with the value used in the VPLMN and querying an NRF that has either been pre-configured, or provided by the NSSF in the VPLMN. The Network Slice specific functions of the HPLMN (if applicable) are selected by the VPLMN by using the related S-NSSAI with the value used in the HPLMN via the support from an appropriate NRF in the HPLMN, identified as specified in clause 4.17.5 of TS 23.502 [3] and, for SMF in clause 4.3.2.2.3.3 of TS 23.502 [3].
* * * * start of 3rd change * * * *
5.15.11.1	Network Slice Admission Control for Maximum maximum number of UEs per network slice admission control
The NSACF controls (i.e. increase or decrease) the current number of UEs registered for a network slice so that it does not exceed the maximum number of UEs allowed to register with that network slice. The NSACF also maintains a list of UE IDs registered with a network slice that is subject to NSAC. When the current number of UEs registered with a network slice is to be increased, the NSACF first checks whether the UE Identity is already in the list of UEs registered with that network slice and if not, it checks whether the maximum number of UEs per network slice for that network slice has already been reached.
The AMF triggers a request to NSACF for NSAC for maximum number of UEs per network slice admission control when the UE's registration status for a network slice subject to NSAC may change, i.e. during the UE Registration procedure in clause 4.2.2.2.2 of TS 23.502 [3], UE Deregistration procedure in clause 4.2.2.3 of TS 23.502 [3], Network Slice-Specific Authentication and Authorisation procedure in clause 4.2.9.2 of TS 23.502 [3], AAA Server triggered Network Slice-Specific Re-authentication and Re-authorization procedure in clause 4.2.9.3 of TS 23.502 [3], and AAA Server triggered Slice-Specific Authorization Revocation in clause 4.2.9.4 of TS 23.502 [3].
The UE may register or deregister for an S-NSSAI via 3GPP access and/or non-3GPP access as described in clause 5.15.5.2.1. The AMF provides the Access Type to the NSACF when triggering a request to increase or decrease the number of UEs. The NSACF takes Access Type into account for increasing and decreasing the number of UEs per network slice. The NSACF stores UE ID with the associated one or more Access Type(s), i.e. the NSACF is able to add or remove a registration for the UE ID for each Access Type.
NOTE 1:	For example, if the NSACF is configured to apply NSAC for 3GPP Access Type only, the NSACF counts registration via 3GPP access type only. If the NSACF is configured to apply NSAC for both Access Types, and the UE newly registers via 3GPP access while the UE is already registered via non-3GPP access (or vice versa), the NSACF updates the UE ID entry with both 3GPP Access Type and non-3GPP Access Type and the NSACF counts the UE twice.
[bookmark: _Toc83301850]5.15.11.2	Network Slice Admission Control for maximum Maximum number of PDU sessions per network slice admission control
The NSACF controls (i.e. increase or decrease) the current number of PDU Sessions per network slice so that it does not exceed the maximum number of PDU session allowed to be served by that network slice. When the current number of PDU sessions with the network slice is to be increased, the NSACF first checks whether the maximum number of PDU sessions per network slice for that network slice has already been reached.
The anchor SMF triggers a request to NSACF for maximum number of PDU sessions per network slice control during PDU session establishment/release procedures in clauses 4.3.2 and 4.3.4 of TS 23.502 [3].
The SMF provides the Access Type to the NSACF when triggering a request to increase or decrease the number of PDU Sessions. The NSACF takes Access Type into account for increasing and decreasing the current number of PDU Sessions depending on the applicability of the Access Type for the NSAC for maximum number of PDU Sessions for the S-NSSAI.
NOTE:	I-SMF does not interact with NSCAF.
[bookmark: _Toc83301851]5.15.11.3	Network Slice Admission Control for Roaming
In the case of roaming, depending on operator's policy, a roaming agreement or an SLA between the VPLMN and the HPLMN, NSAC for roaming UEs can be performed by the VPLMN. The following principles apply:
For NSACnetwork slice admission control of roaming UEs for maximum number of UEs per network slice and/or maximum number of PDU Sessions per network slice managed by the VPLMN, the following principles shall be used:
-	Each S-NSSAI in the HPLMN that is subject to NSAC is mapped to the corresponding S-NSSAI in VPLMN subject to NSAC, depending on VPLMN operator's policy and the configuration.
-	A NSACF in the VPLMN is configured with the maximum number of allowed roaming UEs per mapped S-NSSAI in the HPLMN for each S-NSSAI in the HPLMN that is subject to NSAC.
-	A NSACF in the VPLMN is configured with the maximum number of allowed PDU Sessions in LBO mode per mapped S-NSSAI in the HPLMN for each S-NSSAI in the HPLMN that is subject to NSAC.
-	For NSAC for the maximum number of UEs per network slice admission control, the AMF triggers a request to a NSACF in the VPLMN to perform NSACnetwork slice admission control based on the S-NSSAI in the VPLMN subject to NSAC. The NSACF in the HPLMN is not involved.
-	For NSAC for the maximum number of PDU Sessions per network slice admission control in the LBO roaming case, the SMF triggers a request to a NSACF in the VPLMN to perform NSACnetwork slice admission control based on the S-NSSAI in the VPLMN subject to NSAC. The NSACF in the HPLMN is not involved.
‐	The AMF or SMF (in LBO roaming case) in the VPLMN provides both the S-NSSAI in the VPLMN and the corresponding mapped S-NSSAI in the HPLMN to the NSACF in the VPLMN. The NSACF in the VPLMN performs NSAC for both S-NSSAI in the VPLMN and the corresponding mapped S-NSSAI in the HPLMN based on the SLA between the VPLMN and the HPLMN.
For NSACnetwork slice admission control of for roaming UEs for maximum number of PDU Sessions per network slice managed by the HPLMN, the following principles shall be used:
-	For PDU sessions in the home-routed roaming case, the SMF in the HPLMN performs NSACnetwork slice admission control for the S-NSSAI(s) subject to NSAC.
Editor's note:	Whether it is required to interact V-NSACF and H-NSACF for the NSAC of roaming UEs managed by the HPLMN for 'maximum number of UEs per network slice', and based on what information the AMF can determine to trigger NSAC is FFS.

* * * * start of 4th change * * * *

[bookmark: _Toc83301853]5.15.11.5	Support of Network Slice Admission Control and Interworking with EPC
If EPS counting is required for a network slice, the NSACNetwork Slice Admission Control for maximum number of UEs and/or for maximum number of PDU Sessions per network slice is performed at the time of PDN connection establishment in case of EPC interworking. To support the NSAC for maximum number of UEs and/or for maximum number of PDU Sessions per network slice in EPC, the SMF+PGW-C is configured with the information indicating which network slice is subject to NSAC. During PDN connection establishment in EPC, the SMF+PGW-C selects an S-NSSAI associated with the PDN connection as described in clause 5.15.7.1. If the selected S-NSSAI by the SMF+PGW-C is subject to the NSAC, the SMF+PGW-C triggers interaction with NSACF to check the availability of the network slice by invoking separate NSAC procedures for number of UE and number of PDU Session (as described in clause 4.11.5.9 of TS 23.502 [3]), before the SMF+PGW-C provides the selected S-NSSAI to the UE. If the network slice is available, the SMF+PGW-C continues to proceed with the PDN connection establishment procedure.
The NSACF performs the following for checking network slice availability prior to returning a response to the SMF+PGW-C:
-	For NSAC for number of UEs, if the UE identity is already included in the list of UE IDs registered with a network slice, or the UE identity is not included in the list of UE IDs registered with a network slice and the current number of UE registration did not reach the maximum number, the NSACF responds to the SMF+PGW-C with the information that the network slice is available. The NSACF includes the UE identity in the list of UE IDs if not already on the list and increases the current number of UE registration. Otherwise, the NSACF returns a response indicating that the maximum number with the network slice has been reached.
-	For NSAC for number of PDU Sessions, if the current number of PDU sessions is below the maximum number, the NSACF responds to the SMF+PGW-C with the information that the network slice is available. The NSACF increases the current number of PDU sessions. Otherwise, the NSACF returns the response indicating that the maximum number with the network slice has been reached.
If the maximum number of UEs and/or the maximum number of PDU sessions has already been reached, unless operator policy implements a different action, the SMF+PGW-C rejects the PDN connection.
NOTE 1:	As an implementation option, if the APN is mapped to more than one S-NSSAI and the first selected S-NSSAI is not available (e.g. either current number of UE registration reached maximum or current number of PDU sessions reached maximum), then based on the operator policy the PGW-C+SMF can try another mapped S-NSSAI for the PDN connection establishment procedure.
If the establishment of a new PDN Connections is with a different SMF+PGW-C from the SMF+PGW-C used for already existing PDN connection associated with the same S-NSSAI, each SMF+PGW-C will send a request for update (e.g. increase or decrease) to the NSACF. The NSACF may maintain a registration entry per SMF+PGW-C for the same UE ID.
The SMF+PGW-C provides the Access Type to the NSACF when triggering a request to increase or decrease the number of UEs and/or the number of PDU Sessions for an S-NSSAI.
NOTE 2:	The SMF+PGW-C determines the Access Type based on the RAT type parameter in the PMIP or GTP message received from the ePDG; or alternatively it can internally determine the Access Type based on the source node (e.g. SGW) sending the request for the PDN Connection establishment.
When the UE with ongoing PDN connection(s) moves from EPC to 5GC, the SMF+PGW-C triggers a request to decrease the number of the UE registration in NSACF and the AMF triggers a request to increase the number of the UE registration in NSACF when the UE is registered in the new AMF. If there are more than one PDN connections associated with the S-NSSAI, the NSACF may receive multiple requests for the same S-NSSAI from different SMF+PGW-Cs. When the UE with ongoing PDU session(s) moves from 5GC to EPC, the SMF+PGW-C triggers a request to increase the number of the UE registration in NSACF and the old AMF triggers a request to decrease the number of the UE registration in NSACF when the UE is deregistered in old AMF. If there are more than one PDU sessions associated with the S-NSSAI, the NSACF may receive multiple requests for the same S-NSSAI from different SMF+PGW-Cs. The NSACF maintains a list of UE IDs based on the requests from SMF+PGW-C(s) and AMF, and adjusts the current number of registrations accordingly.
When EPS counting is performed for a network slice, and the UE with ongoing PDN connection(s) moves from EPC to 5GC, session continuity is guaranteed from NSAC standpoint, as the admission was granted at the time of PDN connection establishment, i.e. the number of PDU session is not counted again in 5GC. Similarly, when the UE with ongoing PDU session(s) moves from 5GC to EPC, session continuity is guaranteed from NSAC standpoint as the admission of the PDN Connection(s) to the network slice was already granted at the time of PDU Session establishment in 5GC.
If the PDN connection associated with S-NSSAI is released in EPC, the SMF+PGW-C triggers a request (i.e. decrease) to NSACF for maximum number of UEs and/or maximum number of PDU sessions per network slice control. The NSACF decreases the current number of registrations and removes the UE identity from the list of UE IDs if the PDN connection(s) associated with the S-NSSAI are all released in EPC.
NOTE 3:	Network Slice Admission ControlNSAC in EPC is not performed for the attachment without PDN connectivity.
If EPS counting is not required for a network slice, the NSACNetwork Slice Admission Control for maximum number of UEs and/or for maximum number of PDU Sessions per network slice is performed when the UE moves from EPC to 5GC, i.e. when the UE performs mobility Registration procedure from EPC to 5GC (Network Slice Admission ControlNSAC for maximum number of UEs per network slice) and/or when the PDN connections are handed over from EPC to 5GC (Network Slice Admission ControlNSAC for maximum number of PDU Sessions per network slice). The SMF+PGW-C is configured with the information indicating the network slice is subject to NSAC only in 5GS. The PDN connection interworking procedure is performed as described in clause 5.15.7.1. Mobility from EPC to 5GC does not guarantee all active PDU Session(s) can be transferred to the 5GC in certain circumstances when either the current number of UE registration or the current number of PDU sessions would exceed the maximum number when the UE moves from EPC to 5GC.
NOTE 4:	Given that session continuity is not guaranteed when EPS counting is not required, it is recommended for services which require the session continuity to support EPS counting.
* * * * start of 5th change * * * *

[bookmark: _Toc20150184][bookmark: _Toc27846992][bookmark: _Toc36188123][bookmark: _Toc45184030][bookmark: _Toc47342872][bookmark: _Toc51769574][bookmark: _Toc83302168]6.2.1	AMF
The Access and Mobility Management function (AMF) includes the following functionality. Some or all of the AMF functionalities may be supported in a single instance of an AMF:
-	Termination of RAN CP interface (N2).
-	Termination of NAS (N1), NAS ciphering and integrity protection.
-	Registration management.
-	Connection management.
-	Reachability management.
-	Mobility Management.
-	Lawful intercept (for AMF events and interface to LI System).
-	Provide transport for SM messages between UE and SMF.
-	Transparent proxy for routing SM messages.
-	Access Authentication.
-	Access Authorization.
-	Provide transport for SMS messages between UE and SMSF.
-	Security Anchor Functionality (SEAF) as specified in TS 33.501 [29].
-	Location Services management for regulatory services.
-	Provide transport for Location Services messages between UE and LMF as well as between RAN and LMF.
-	EPS Bearer ID allocation for interworking with EPS.
-	UE mobility event notification.
-	S-NSSAIs per TA mapping notification.
-	Support for Control Plane CIoT 5GS Optimisation.
-	Support for User Plane CIoT 5GS Optimisation.
-	Support for restriction of use of Enhanced Coverage.
-	Provisioning of external parameters (Expected UE Behaviour parameters or Network Configuration parameters).
-	Support for Network Slice-Specific Authentication and Authorization.
-	Support for charging.
NOTE 1:	Regardless of the number of Network functions, there is only one NAS interface instance per access network between the UE and the CN, terminated at one of the Network functions that implements at least NAS security and Mobility Management.
In addition to the functionalities of the AMF described above, the AMF may include the following functionality to support non-3GPP access networks:
-	Support of N2 interface with N3IWF/TNGF. Over this interface, some information (e.g. 3GPP Cell Identification) and procedures (e.g. Handover related) defined over 3GPP access may not apply, and non-3GPP access specific information may be applied that do not apply to 3GPP accesses.
-	Support of NAS signalling with a UE over N3IWF/TNGF. Some procedures supported by NAS signalling over 3GPP access may be not applicable to untrusted non-3GPP (e.g. Paging) access.
-	Support of authentication of UEs connected over N3IWF/TNGF.
-	Management of mobility, authentication, and separate security context state(s) of a UE connected via a non-3GPP access or connected via a 3GPP access and a non-3GPP access simultaneously.
-	Support as described in clause 5.3.2.3 a co-ordinated RM management context valid over a 3GPP access and a Non 3GPP access.
-	Support as described in clause 5.3.3.4 dedicated CM management contexts for the UE for connectivity over non-3GPP access.
NOTE 2:	Not all of the functionalities are required to be supported in an instance of a Network Slice.
In addition to the functionalities of the AMF described above, the AMF may include policy related functionalities as described in clause 6.2.8 of TS 23.503 [45].
The AMF uses the N14 interface for AMF re-allocation and AMF to AMF information transfer. This interface may be either intra-PLMN or inter-PLMN (e.g. in the case of inter-PLMN mobility).
In addition to the functionality of the AMF described above, the AMF may include the following functionality to support monitoring in roaming scenarios:
-	Normalization of reports according to roaming agreements between VPLMN and HPLMN (e.g. change the location granularity in a report from cell level to a level that is appropriate for the HPLMN); and
-	Generation of charging/accounting information for Monitoring Event Reports that are sent to the HPLMN.
In addition to the functionality of the AMF described above, the AMF may provide support for Network Slice restriction and Network Slice instance restriction based on NWDAF analytics.
In addition to the functionalities of the AMF described above, the AMF may provide support for the Disaster Roaming as described in clause 5.40.
In addition to the functionalities of the AMF described above, the AMF may also include following functionalities to support Network Slice Admission Control:
-	Support of NSAC for maximum number of UEs per network slice admission control as defined in clause 5.15.11.1.
In addition to the functionality of the AMF described above, the AMF may include the following functionality to support SNPNs:
-	Support for Onboarding of UEs for SNPNs.
[bookmark: _Toc83302169]6.2.2	SMF
The Session Management function (SMF) includes the following functionality. Some or all of the SMF functionalities may be supported in a single instance of a SMF:
-	Session Management e.g. Session Establishment, modify and release, including tunnel maintain between UPF and AN node.
-	UE IP address allocation & management (including optional Authorization). The UE IP address may be received from a UPF or from an external data network.
-	DHCPv4 (server and client) and DHCPv6 (server and client) functions.
-	Functionality to respond to Address Resolution Protocol (ARP) requests and / or IPv6 Neighbour Solicitation requests based on local cache information for the Ethernet PDUs. The SMF responds to the ARP and / or the IPv6 Neighbour Solicitation Request by providing the MAC address corresponding to the IP address sent in the request.
-	Selection and control of UP function, including controlling the UPF to proxy ARP or IPv6 Neighbour Discovery, or to forward all ARP/IPv6 Neighbour Solicitation traffic to the SMF, for Ethernet PDU Sessions.
-	Configures traffic steering at UPF to route traffic to proper destination.
-	5G VN group management, e.g. maintain the topology of the involved PSA UPFs, establish and release the N19 tunnels between PSA UPFs, configure traffic forwarding at UPF to apply local switching, N6-based forwarding or N19-based forwarding.
-	Termination of interfaces towards Policy control functions.
-	Lawful intercept (for SM events and interface to LI System).
-	Support for charging.
-	Control and coordination of charging data collection at UPF.
-	Termination of SM parts of NAS messages.
-	Downlink Data Notification.
-	Initiator of AN specific SM information, sent via AMF over N2 to AN.
-	Determine SSC mode of a session.
-	Support for Control Plane CIoT 5GS Optimisation.
-	Support of header compression.
-	Act as I-SMF in deployments where I-SMF can be inserted, removed and relocated.
-	Provisioning of external parameters (Expected UE Behaviour parameters or Network Configuration parameters).
-	Support P-CSCF discovery for IMS services.
-	Act as V-SMF with following roaming functionalities:
-	Handle local enforcement to apply QoS SLAs (VPLMN).
-	Charging (VPLMN).
-	Lawful intercept (in VPLMN for SM events and interface to LI System).
-	Support for interaction with external DN for transport of signalling for PDU Session authentication/authorization by external DN.
-	Instructs UPF and NG-RAN to perform redundant transmission on N3/N9 interfaces.
NOTE:	Not all of the functionalities are required to be supported in an instance of a Network Slice.
In addition to the functionalities of the SMF described above, the SMF may include policy related functionalities as described in clause 6.2.2 of TS 23.503 [45].
In addition to the functionality of the SMF described above, the SMF may include the following functionality to support monitoring in roaming scenarios:
-	Normalization of reports according to roaming agreements between VPLMN and HPLMN; and
-	Generation of charging information for Monitoring Event Reports that are sent to the HPLMN.
The SMF may also include following functionalities to support Edge Computing enhancements (further defined in TS 23.548 [130]):
-	Selection of EASDF and provision of its address to the UE as the DNS Server for the PDU session;
-	Usage of EASDF services as defined in TS 23.548 [130];
-	For supporting the Application Layer Architecture defined in TS 23.558 [134]: Provision and updates of ECS Address Configuration Information to the UE.
The SMF and SMF+ PGW-C may also include following functionalities to support Network Slice Admission Control:
-	Support of NSAC for maximum number of PDU sessions per network slice admission control as defined in clauses 5.15.11.2 and 5.15.11.5.
-	Support of NSAC for maximum number of UEs per network slice admission control as defined in clause 5.15.11.5.

* * * * end of changes * * * *
