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* * * * Begin of Changes * * * *
[bookmark: _Toc83357726]6.1.2.6	AF influence on Access and Mobility related policies
The AF influence on Access and Mobility related policies refers to the AF capability to request a service area coverage area or the indication that high throughput is desired for a UE.
Two methods enable the AF to influence Access and Mobility related policies:
-	The AF requests a service area coverage for the UE and/or indicates that high throughput is desired, knowing that certain conditions are met, i.e. the application traffic needs a change of service area coverage or high throughput, as defined in clause 6.1.2.6.1.
-	The AF provides the service area coverage and/or the indication that high throughput is desired for one or multiple UEs that may or may not already be registered or fulfil certain conditions related to application traffic. This is considered when the AM Policy Association is established or via a modification of an AM Policy Association, as defined in clause 6.1.2.6.2.
The content of this clause applies to non-roaming, i.e. to cases where the PCF, AF, AMF and SMF belong to the Serving PLMN or AF belongs to a third party with which the Serving PLMN has an agreement. AF influence on Access and Mobility related policies does not apply in the case of Home Routed or Local breakout roaming cases.
[bookmark: _Toc83357727]6.1.2.6.1	AF request Access and Mobility related Policy Authorization for a UE
The AF may subscribe to notifications when a PCF for the UE is registered in the BSF for a certain SUPI or GPSI.
The AF may contact, either directly or via NEF, the PCF for the UE to request notifications on the outcome of a service are coverage area change (represented as a geographical area or a list of TA(s)) or the indication that high throughput is desired for UE traffic or both, for a SUPI or a GPSI, which may be associated to an Application Identifier(s) or to a (DNN,S-NSSAI) combination. If no Application Identifier(s) or (DNN,S-NSSAI) combination is provided the request applies until the AF requests to terminate the request, the AF request expires (according to relevant input provided by the AF), or the AM Policy Association is terminated. The AF may subscribe to notifications on the outcome of the service area coverage change to the PCF, according to the events described in clause 6.1.3.18. At the time the AF request expires, the PCF removes the context provided by the AF and then checks if the Access and Mobility related policies needs to be updated at the AMF.
NOTE:	The assumption is that the AF also removes the context at the time the AF request expires.
When the AF contacts the NEF then the following mappings are performed by the NEF:
1)	The geographical area (e.g. a civic address or shapes) is mapped into a list of TAs determined by local configuration.
2)	The GPSI, if provided, is mapped to a SUPI according to the subscription information received from UDM.
The PCF takes the list of TAs as input for policy decisions, considering the list of TAs provided by the AF as allowed TAIs for the UE when calculating the service area restrictions, then checking operator policies to determine whether the service area restrictions need to be updated. The update, if performed, may be performed immediately, at the start/stop of application traffic, or at the establishment of a SM Policy Association to the given DNN, S-NSSAI, as described in clause 6.1.2.1.
The PCF reports the outcome of a service area coverage area change, including the list of allowed TAIs (that is mapped to a geographical area if the requests goes via NEF) and any changes to the AF, according to the events described in clause 6.1.3.18.
The PCF checks if the RFSP value index for a UE needs to be changed, as described in clause 6.1.2.1, using the indication that high throughput is desired, whether the application is in use or not (if the request is related to an application) and whether the SM Policy Association to a DNN,S-NSSAI is established or terminated as input information. The PCF reports to the AF that the request was executed, but without reporting anything related to actually applied RFSP or throughput changes, according to the events described in clause 6.1.3.18.
[bookmark: _Toc83357728]6.1.2.6.2	AF request to influence on Access and Mobility related Policies
The PCF for the UE may subscribe at UDR to notifications on change of "Application Data" and "AM influence information", e.g. when the AM Policy Association is established.
The AF may request notifications on outcome of service area coverage area change, represented by a geographical area, may indicate that high throughput is desired for one or multiple target UEs, which may be associated to an Application Identifier(s) or to a (DNN,S-NSSAI) combination (if no Application Identifier(s) or (DNN,S-NSSAI) combination is provided, the request applies independently of the application traffic), the AF transaction identifier (allowing the AF to update or remove the AM Policy influence data), a policy expiration time, and the Notification Correlation Id, then the NEF performs the following mappings where needed:
1)	The geographic zone identifier(s) are mapped into a list of TAs determined by local configuration.
2)	The GPSI, if provided, is mapped to a SUPI according to the subscription information received from UDM.
3)	External Group Identifier(s) are mapped to Internal Group Identifier(s).
The NEF stores the AF request in the UDR as Data Set "Application Data" and Data Subset "AM influence information".
The PCF calculates the service area restrictions as defined in clause 6.1.2.6.1, including the notification to the AF on the service area coverage as described in clause 6.1.3.18, in this case it is implicit subscription, to the AF using the Notification Correlation Id.
The PCF calculates the RFSP index value as defined in clause 6.1.2.6.1.
When the expiration time of the policy is reached or when the PCF receives a notification from the UDR that the policy has been deleted, the PCF re-evaluates the policies without consideration of the AM policy influence data of the expired policy and applies policies as defined in clause 6.1.2.1.

* * * * Next Change * * * *
[bookmark: _Toc83357769]6.2.1.2	Input for PCC decisions
The PCF shall accept input for PCC decision-making from the SMF, the AMF, the CHF, the NWDAF if present, the UDR and if the AF is involved, from the AF, as well as the PCF may use its own predefined information. These different nodes should provide as much information as possible to the PCF. At the same time, the information below describes examples of the information provided. Depending on the particular scenario all the information may not be available or is already provided to the PCF.
The AMF may provide the following information:
-	SUPI;
-	PEI of the UE;
-	Location of the subscriber;
-	Service Area Restrictions;
-	RFSP Index;
-	RAT Type;
-	GPSI;
-	Access Type;
-	Serving Network identifier (PLMN ID or PLMN ID and NID, see clause 5.34 of TS 23.501 [2]);
-	Allowed NSSAI;
-	UE time zone;
-	Subscribed UE-AMBR;
-	Mapping Of Allowed NSSAI;
-	S-NSSAI for the PDU Session;
-	Requested DNN.
NOTE 1:	The Access Type and RAT Type parameters should allow extension to include new types of accesses.
The UE may provide the following information:
-	OSId;
-	List of PSIs;
-	Indication of UE support for ANDSP.
The SMF may provide the following information:
-	SUPI;
-	PEI of the UE;
-	IPv4 address of the UE;
-	IPv6 network prefix assigned to the UE;
-	Default 5QI and default ARP;
-	Request type (initial, modification, etc.);
-	Type of PDU Session (IPv4, IPv6, IPv4v6, Ethernet, Unstructured);
-	Access Type;
-	RAT Type;
-	GPSI;
-	Internal-Group Identifier;
-	Location of the subscriber;
-	S-NSSAI;
-	DNN;
-	Serving Network identifier (PLMN ID or PLMN ID and NID, see clause 5.34 of TS 23.501 [2]);
-	Application Identifier;
-	Allocated application instance identifier;
-	Detected service data flow descriptions;
-	UE support of reflective QoS (as defined in clause 5.7.5.1 of TS 23.501 [2]);
-	Number of supported packet filters for signalled QoS rules for the PDU Session (indicated by the UE as defined in clause 5.7.1.4 of TS 23.501 [2]);
-	3GPP PS Data Off status;
-	DN Authorization Profile Index (see clause 5.6.6 of TS 23.501 [2]);
-	DN authorized Session AMBR (see clause 5.6.6 of TS 23.501 [2]);
-	Satellite backhaul category information;
-	Provisioning Server address(es) (see clause 5.30 of TS 23.501 [2]).
The UDR may provide the information for a subscriber connecting to a specific DNN and S-NSSAI, as described in the clause 6.2.1.3.
The UDR may provide the following policy information related to an ASP:
-	The ASP identifier;
-	A transfer policy together with a Background Data Transfer Reference ID, the volume of data to be transferred per UE, the expected amount of UEs.
NOTE 2:	The information related with AF influence on traffic routing may be provided by UDR when the UDR serving the NEF is deployed and stores the application request.
The UDR may provide the service specific information as defined in clause 4.15.6.7 of TS 23.502 [3].
The AF, if involved, may provide the following application session related information directly or via NEF, e.g. based on SIP and SDP:
-	Subscriber Identifier;
-	IP address of the UE;
-	Media Type;
-	Media Format, e.g. media format sub-field of the media announcement and all other parameter information (a= lines) associated with the media format;
-	Bandwidth;
-	Sponsored data connectivity information;
-	Flow description, e.g. source and destination IP address and port numbers and the protocol;
-	AF application identifier, i.e. an identifier that refers to the application the AF session belongs to;
NOTE 3:	Either Flow description or application identifier for application detection control (AF application identifier) can be provided.
-	DNN and possibly S-NSSAI;
-	AF Communication Service Identifier (e.g. IMS Communication Service Identifier), UE provided via AF;
-	AF Application Event Identifier;
-	AF Record Information;
-	Flow status (for gating decision);
-	Priority indicator, which may be used by the PCF to guarantee service for an application session of a higher relative priority;
NOTE 4:	The AF Priority information represents session/application priority and is separate from the MPS 5GS Priority indicator.
-	Emergency indicator;
-	Application service provider;
-	DNAI;
-	Information about the N6 traffic routing requirements;
-	GPSI;
-	Internal-Group Identifier;
-	Temporal validity condition;
-	Spatial validity condition;
-	AF subscription for early and/or late notifications about UP management events;
-	AF transaction identifier;
-	TSC individual QoS information as described in clause 6.1.3.22;
-	QoS information to be monitored;
-	Service area coverage area;
-	Indication that high throughput is desired;
-	Reporting frequency;
-	User Plane Latency Requirement.
The AF may provide the following BDT related information via NEF:
-	Background Data Transfer Reference ID;
-	BDT Policy;
-	Volume per UE;
-	Number of UEs;
-	Desired time window;
-	Network Area Information.
The CHF, if involved, may provide the following information for a subscriber:
-	Policy counter status for each relevant policy counter.
The NWDAF, if involved, may provide analytics information as described in clause 6.1.1.3.
In addition, the predefined information in the PCF may contain additional rules based on charging policies in the network, whether the subscriber is in its home network or roaming, depending on the QoS Flow attributes.
The 5QIs (see clause 5.7.4 of TS 23.501 [2]) in the PCC rule is derived by the PCF from AF or UDR interaction if available. The input can be SDP information or other available application information, in line with operator policy.
The Allocation and Retention Priority in the PCC Rule is derived by the PCF from AF or UDR interaction if available, in line with operator policy.
* * * * End of Changes * * * *
