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	First change


[bookmark: _Toc51919029][bookmark: _Toc75164409][bookmark: _Toc63348431][bookmark: _Toc63426207]
[bookmark: _Toc20227330][bookmark: _Toc27749571][bookmark: _Toc28709498][bookmark: _Toc44671118][bookmark: _Toc51919039][bookmark: _Toc59020167]6.1.6.3.a	Enumeration: RoleOfIMSNode
Table 6.1.6.3.x-1: Enumeration RoleOfIMSNode
	Enumeration value
	Description
	Applicability

	ORIGINATING
	The node is applying an originating role, serving the calling party.
	

	TERMINATING
	The node is applying a terminating role, serving the called party.
	

	FORWARDING
	The node is applying a originating role, serving the forwarding party.
	



	Second change



6.1.6.3.b	Enumeration: IMSSessionPriority
Table 6.1.6.3.x-1: Enumeration IMSSessionPriority
	Enumeration value
	Description
	Applicability

	PRIORITY_0
	Mapped from the value received by the CSCF. (NOTE 1)
	

	PRIORITY_1
	Mapped from the value received by the CSCF. (NOTE 1)
	

	PRIORITY_2
	Mapped from the value received by the CSCF. (NOTE 1)
	

	PRIORITY_3
	Mapped from the value received by the CSCF. (NOTE 1)
	

	PRIORITY_4
	Mapped from the value received by the CSCF. (NOTE 1)
	

	NOTE 1:	The mapping from TS 24.229 [258] table A.162 is operator specific.
NOTE 2:	PRIORITY_0 is the highest priority.



	Third change



6.1.6.3.c	Enumeration: MediaInitiatorFlag
Table 6.1.6.3.x-1: Enumeration MediaInitiatorFlag
	Enumeration value
	Description
	Applicability

	CALLED_PARTY
	The called party initiated the modification. (NOTE 1)
	

	CALLING_PARTY
	The calling party initiated the modification.
	

	UNKNOWN
	It’s unkown who initiated the modification.
	

	NOTE 1:	The default is called party.



	Fourth change



6.1.6.3.d	Enumeration: SDPType
Table 6.1.6.3.x-1: Enumeration LocalGWInsertedIndication
	Enumeration value
	Description
	Applicability

	OFFER
	The SDP media component was of type SDP offer.
	

	ANSWER
	The SDP media component was of type SDP answer.
	



	Fifth change



6.1.6.3.e	Enumeration: OriginatorPartyType
Table 6.1.6.3.x-1: Enumeration OriginatorPartyType
	Enumeration value
	Description
	Applicability

	CALLING
	The calling party is the originator.
	

	CALLED
	The called party is the originator
	



	Sixth change



6.1.6.3.f	Enumeration: AccessTransferType
Table 6.1.6.3.x-1: Enumeration AccessTransferType
	Enumeration value
	Description
	Applicability

	PS_TO_CS
	Transferred from packet switched to circuit switched.
	

	CS_TO_PS
	Transferred from circuit switched to packet switched
	

	PS_TO_PS
	Transferred from packet switched to packet switched
	

	CS_TO_CS
	Transferred from circuit switched to circuit switched
	



	Seventh change



6.1.6.3.g	Enumeration: UETransferType
Table 6.1.6.3.x-1: Enumeration UETransferType
	Enumeration value
	Description
	Applicability

	INTRA_UE
	The type of transfer is intra-UE.
	

	INTER_UE
	The type of transfer is inter-UE.
	



	Eighth change



6.1.6.3.h	Enumeration: NNISessionDirection
Table 6.1.6.3.x-1: Enumeration NNISessionDirection
	Enumeration value
	Description
	Applicability

	INBOUND
	NNI is used for an inbound service request.
	

	OUTBOUND
	NNI is used for an outbound service request.
	



	Eighth change



6.1.6.3.i	Enumeration: NNIType
Table 6.1.6.3.x-1: Enumeration NNIType
	Enumeration value
	Description
	Applicability

	NON_ROAMING
	Type of used NNI is non-roaming.
	

	ROAMING_NO_LOOPBACK
	Type of used NNI is roaming without loopback routing.
	

	ROAMING_LOOPBACK
	Type of used NNI is roaming with loopback routing.
	



	Nineth change



6.1.6.3.j	Enumeration: NNIRelationshipMode
Table 6.1.6.3.x-1: Enumeration NNIRelationshipMode
	Enumeration value
	Description
	Applicability

	TRUSTED
	Is regarded as part of the same trust domain.
	

	NON_TRUSTED
	Is not regarded as part of the same trust domain.
	



	Tenth change



6.1.6.3.k	Enumeration: TADIdentifier
Table 6.1.6.3.x-1: Enumeration TADIdentifier
	Enumeration value
	Description
	Applicability

	CS
	The session shall be terminated in a circuit switched access network.
	

	PS
	The session shall be terminated in a packet switched access network.
	



	End of changes



