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6.3	Functional entities
[bookmark: _Toc83408623]6.3.3	Edge Enabler Client (EEC)
EEC provides supporting functions needed for AC(s).
Functionalities of EEC are:
a)	retrieval and provisioning of configuration information to enable the exchange of Application Data Traffic with the EAS; and
b)	discovery of EASs available in the EDN. 
[bookmark: _Toc83408624]6.3.4	Edge Configuration Server (ECS)
ECS provides supporting functions needed for the EEC to connect with an EES.
Functionalities of ECS are:
a)	provisioning of Edge configuration information to the EEC. The Edge configuration information includes the following:
1)	the information for the EEC to connect distinguish to amongst the EESs (e.g. EDN service area); and 
2)	the information for establishing a connection with EESs (such as URI);
NOTE:	The ECS can be deployed in the MNO domain or can be deployed in 3rd party domain by service provider. 
b)	supporting the functionalities of registration (i.e., registration, update, and de-registration) for the EES(s); 
c)	supporting the functionalities of API invoker and API exposing function as specified in 3GPP TS 23.222 [6]; and
d)	interacting with 3GPP Core Network for accessing the capabilities of network functions either directly (e.g. via PCF) or indirectly (e.g. via SCEF/NEF/SCEF+NEF).
* * * Next Change * * * *
3	Definitions of terms, symbols and abbreviations
[bookmark: _Toc74013714][bookmark: _Toc57673343][bookmark: _Toc50584500][bookmark: _Toc50584156][bookmark: _Toc42003846][bookmark: _Toc37790897]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
AC	Application Client
ACID	Application Client Identification
ACR	Application Context Relocation
ACT	Application Context Transfer
AF	Application Function
ASP	Application Service Provider
DN	Data Network
DNAI	Data Network Access Identifier
DNN	Data Network Name
EAS	Edge Application Server
EASID	Edge Application Server Identification
ECS	Edge Configuration Server
ECSP	Edge Computing Service Provider
EDN	Edge Data Network
EEC	Edge Enabler Client
EECID	Edge Enabler Client Identification
EEL	Edge Enabler layer
EES	Edge Enabler Server
EESID	Edge Enabler Server Identification
FQDN	Fully Qualified Domain Name 
GPSI	Generic Public Subscription Identifier
GSM	Global System for Mobile Communications
GSMA	GSM Association
LADN	Local Area Data Network 
NEF	Network Exposure Function
OP	Operator Platform
OPG	Operator Platform Group
S-EAS	Source Edge Application Server
S-EES	Source Edge Enabler Server
SCEF	Service Capability Exposure Function
SSID	Service Set Identifier
T-EAS	Target Edge Application Server
T-EES	Target Edge Enabler Server 
TAI	Tracking Area Identity

