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>>>> Start of Changes <<<<
[bookmark: _Toc91153851]4.15.9.4	Procedures for management of 5G access stratum time distribution
The AF can use the procedure to activate, update or delete the 5G access stratum time distribution for one UE, group of UEs or any UE using the DNN and S-NSSAI.
The AF may query the status of the 5G access stratum time distribution using Nnef_ TimeSynchronization_ASTIGet service operation. The Nnef_ TimeSynchronization_ASTICreate and Nnef_ TimeSynchronization_ASTIUpdate request may contain the parameters as described in Table 4.15.9.4-1.
Table 4.15.9.4-1: Description of 5G access stratum time distribution parameters
	Parameter
	Description

	5G access stratum time distribution indication (enable, disable)
	Indicates that the access stratum time distribution via Uu reference point should be activated or deactivated for the associated UE identities.

	Time synchronization error budget
	Indicates the time synchronization error budget for the time synchronization service (as described in clause 5.27.1.8 9 of TS 23.501 [2]).
[optional]

	Temporal Validity Condition
	Indicates start-time and stop-time attributes that describe the time period when the time synchronization service is active.
[optional]





[image: ]

Figure 4.15.9.4-1: Management of 5G access stratum time information
1.	AM Policy Association establishment as described in clause 4.16.1.
2.	The PCF subscribes to policy data related to time synchronization (Data Set = Application Data; Data Subset = Time-Sync data, Data Key = S-NSSAI and DNN and/or Internal Group Identifier or SUPI).
NOTE 1:	The subscription by the PCF for a UE provides only the target UE(s) as data key (contrary to the subscription by the PCF for a PDU Session, which provides target UE(s), DNN, and S-NSSAI as data keys).
23.	(When the procedure is triggered by the AF request to influence the 5G access stratum time distribution):
-	To create a new request, the AF provides access stratum time distribution parameters to the NEF using the Nnef_ TimeSynchronization_ASTICreate service operation (together with the AF identifier and potentially further inputs as specified in table 4.15.9.4-1), including a target (one UE identified by SUPI or GPSI, a group of UEs identified by an External Group Identifier, or all UEs connected to a combination of DNN/S-NSSAI). The request may also contain a temporal validity condition. The NEF maps the External Group Identifier to an Internal Group Identifier and any GPSI to a SUPI.
-	To update or remove an existing request, the AF invokes an Nnef_ TimeSynchronization_ASTIUpdate or Nnef_ TimeSynchronization_ASTIDelete service operation providing the corresponding time synchronization configuration idAF Transaction Id.
-	To query the status of the access stratum time distribution, the AF invokes Nnef_ ASTIGet service operation providing the target (List of UE identities (SUPI or GPSI)).
	The AF that is part of operator's trust domain may invoke the services directly with the TSCTSF.
NOTE 2:	Steps 1, 2, and 23 can occur in any order.
34.	(When the procedure is triggered by the AF request to influence the 5G access stratum time distribution):
-	The NEF authorizes the request. After successful authorization, the NEF invokes the Ntsctsf_ TimeSynchronization_ASTICreate/Update/Delete/Get service operation with the corresponding TSCTSF.
5.	(When the procedure is triggered by the AF request to influence the 5G access stratum time distribution):
-	The TSCTSF determines whether the targeted UE is part of a PTP instance in 5GS, if so the TSCTSF rejects the request (steps 64-710 . are skipped). The TSCTSF associates the 5G access stratum time distribution parameters with a SUPI without DNN, S-NSSAI when storing them to the UDR.
	(When the procedure is triggered by PTP instance activation, modification, or deactivation in the TSCTSF):
-	If time synchronization error budget is provided by the AF, the TSCTSF may use the PTP port state of each DS-TT to determine an Uu time synchronization error budget for corresponding SUPIs that are part of the PTP instance.
-	If time synchronization error budget is provided by the AF, the TSCTSF calculates the Uu time synchronization error budget as described in clause 5.27.1.9 of TS 23.501 [2]. If the TSCTSF receives multiple time synchronization error budgets for a given UE, then the TSCTSF picks the most stringent budget.
	Then, TSCTSF stores the 5G access stratum time distribution parameters in the UDR (Data Set = Application Data; Data Subset = Time-Sync data, Data Key = Internal Group Identifier or SUPI). The Time-Sync data contains 5G access stratum time distribution indication (enable, disable) and optionally the calculated Uu time synchronization error budget.
46.	The TSCTSF searches the PCF for the UE using Nbsf_Management_Subscribe with SUPI as an input parameter, indicating that it is searching for the PCF that handles the AM Policy Association of the UEThe UDR informs the TSCTSF about the result of the operation of step 5.
57.	The BSF provides to the TSCTSF the identity of the PCF for the UE for the requested SUPI via an Nbsf_Management_Notify operation.The UDR notifies the PCF(s) that have a matching subscription (from step 2) about the data stored, updated, or removed in step 5. If matching entries already existed in the UDR BSF when step 56 is performed, this shall be immediately reported to the TSCTSFPCF.
6.	The TSCTSF sends to the PCF for the UE its request for the AM policy of the UE (identified by SUPI) using Npcf_AMPolicyAuthorization request, containing the 5G access stratum time distribution indication (enable, disable) and optionally the calculated Uu time synchronization error budget.
8.	If the 5G access stratum time distribution parameters in UDR are associated with a DNN/S-NSSAI for the SUPI (i.e. the parameters are valid only for a DNN/S-NSSAI), the PCF for the UE may discover the PCF for the PDU Session using Nbsf_Management_Subscribe with SUPI and (DNN, S-NSSAI) as parameters.
9.	Upon PDU Session establishment, if the PCF of the UE has subscribed for discovery of the PCF for the PDU Session from the BSF, the BSF provides to the PCF of the UE the identity of the PCF for the PDU Session and the UE address for the requested SUPI and (DNN, S-NSSAI) combination via an Nbsf_Management_Notify operation. If a matching entry already exists in the BSF when step 8 is performed, this shall be immediately reported to the PCF for the UE.
710.	If the PCF receives multiple time synchronization error budgets for a given UE, then the PCF picks the most stringent budget. The PCF takes a policy decision and then it may initiate an AM Policy Association Modification procedure initiated by the PCF for the UE may be performed as described in clause 4.16.2.2. As part of this, the 5G access stratum time distribution indication and the Uu time synchronization error budget are provided to NG-RAN. Based on this, NG-RAN provides the 5GS access stratum time to the UE according to the Uu time synchronization error budget as provided by the TSCTSF (if supported by UE and NG-RAN).
NOTE 3:	This release of the specification assumes that deployments ensure that the targeted UEs and the NG-RAN nodes serving those UEs support Rel-17 propagation delay compensation as defined in TS 38.300 [30].
8.	The PCF of the UE replies to the TSCTSF with the result of Npcf_AMPolicyAuthorization operation.
911.	The TSCTSF responds the AF with the Ntsctsf_ TimeSynchronization_ASTICreate/Update/Delete/Get service operation response, including a reference to the time synchronization service configuration.
1012.	The NEF informs the AF about the result of the Nnef_ TimeSynchronization_ASTICreate/Update/Delete/Get service operation performed in step 32.

>>>> Next Change <<<<
[bookmark: _Toc91154219]5.2.5.8.2	Npcf_AMPolicyAuthorization_Create service operation
Service operation name: Npcf_AMPolicyAuthorization_Create
Description: Authorizes the request, and optionally determines and installs AM Policy Control Data according to the information provided by the NF Consumer.
Inputs, Required: SUPI.
Inputs, Optional: GPSI, Throughput requirements, service coverage requirements, policy duration, subscribed events(s), 5G access stratum time distribution indication (enable, disable), Uu time synchronization error budget.
The subscribed event includes Event ID as specified in Npcf_AMPolicyAuthorization_Notify service operation, Event Reporting Information defined in Table 4.15.1-1 (only the Event Reporting mode and the immediate reporting flag when applicable), Notification Target Address.
Outputs, Required: Success or Failure.
Outputs, Optional: Identification of the created application context, the inputs that can be accepted by the PCF.
>>>> Next Change <<<<
[bookmark: _Toc91154220]5.2.5.8.3	Npcf_AMPolicyAuthorization_Update service operation
Service operation name: Npcf_AMPolicyAuthorization_Update
Description: Provides updated information to the PCF.
Inputs, Required: Identification of the application context.
Inputs, Optional: Throughput requirements, service coverage requirements, policy duration, 5G access stratum time distribution indication (enable, disable), Uu time synchronization error budget.
Outputs, Required: Success or Failure.
Outputs, Optional: The inputs that can be accepted by the PCF.
>>>> Next Change <<<<
[bookmark: _Toc20204673][bookmark: _Toc27895387][bookmark: _Toc36192490][bookmark: _Toc45193592][bookmark: _Toc47593224][bookmark: _Toc51835311][bookmark: _Toc91154439]5.2.12.1	General
The following Data Set Identifiers shall be considered in this release: Subscription Data, Policy Data, Application data and Data for Exposure. The corresponding Data Subset Identifiers and Data (Sub)Key(s) are defined in Table 5.2.12.2.1-1.
The set of Data Set Identifiers shall be extensible to cater for new identifiers as well as for operator specific identifiers and related data to be consumed.
The following table illustrates the UDR Services.
Table 5.2.12.1-1: NF services provided by UDR
	NF service
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Data Management (DM)
	Query
	Request/Response
	UDM, PCF, NEF

	
	Create
	Request/Response
	NEF, TSCTSF

	
	Delete
	Request/Response
	NEF, TSCTSF

	
	Update
	Request/Response
	UDM, PCF, NEF, TSCTSF

	
	Subscribe
	Subscribe/Notify
	UDM, PCF, NEF

	
	Unsubscribe
	
	UDM, PCF, NEF

	
	Notify
	
	UDM, PCF, NEF

	GroupIDmap
	Query
	Request/Response
	NRF, SCP



The following table shows the Exposure data that may be stored in the UDR along with a time stamp using Data Management (DM) Service:
NOTE:	When the data in Table 5.2.12.1-2 need to be monitored in real time, they should be monitored directly at the originating NF (e.g. registration state changes may be monitored via the Namf_EventExposure service) and not use the stored information from UDR if it is not the latest. It is expected that such dynamically changing information (e.g. UE reachability status) is used for statistical purpose and analytics.
Table 5.2.12.1-2: Exposure data stored in the UDR
	Category
	Information
	Description
	Data key
	Data Sub key

	Access and mobility information
	UE location
	Gives the Location or the last known location of a UE (e.g. Tai, Cell Id… both 3GPP and non-3GPP access location)
	SUPI or GPSI
	

	
	UE time zone
	Current time zone for the UE
	SUPI or GPSI
	

	
	UE Access type
	3GPP access or non-3GPP access
	SUPI or GPSI
	

	
	UE RAT type
	Determined as defined in clause 5.3.2.3 of TS 23.501 [2].
The values are defined in TS 29.571 [70]
	SUPI or GPSI
	

	
	UE registration state
	Registered or Deregistered
	SUPI or GPSI
	

	
	UE connectivity state
	IDLE or CONNECTED
	SUPI or GPSI
	

	
	UE reachability status
	It indicates if the UE is reachable for sending either SMS or downlink data to the UE, which is detected when the UE transitions to CM-CONNECTED state or when the UE will become reachable for paging, e.g., Periodic Registration Update timer
	SUPI or GPSI
	

	
	UE SMS over NAS service status
	SMS over NAS supported or not in the UE
	SUPI or GPSI
	

	
	UE Roaming status
	It indicates UE's current roaming status (the serving PLMN and/or whether the UE is in its HPLMN)
	SUPI or GPSI
	

	
	UE Current PLMN
	Current PLMN for the UE
	SUPI or GPSI
	

	Session management
	UE IP address
	UE IP address
	SUPI or GPSI
	PDU session ID or DNN 

	information
	PDU session status
	Active / released
	SUPI or GPSI
	PDU session ID or DNN or UE IP address

	
	DNAI
	DNAI
	SUPI or GPSI
	PDU session ID or DNN or UE IP address

	
	N6 traffic routing information
	N6 traffic routing information
	SUPI or GPSI
	PDU session ID or DNN or UE IP address


>>>> Next Change <<<<
[bookmark: _Toc20204675][bookmark: _Toc27895389][bookmark: _Toc36192492][bookmark: _Toc45193594][bookmark: _Toc47593226][bookmark: _Toc51835313][bookmark: _Toc91154441]5.2.12.2.1	General
The operations defined for Nudr_DM service use following set of parameters defined in this clause:
-	Data Set Identifier: uniquely identifies the requested set of data within the UDR (see clause 4.2.5).
-	Data Subset Identifier: it uniquely identifies the data subset within each Data Set Identifier. As specified in the procedures in clause 4, e.g. subscription data can consist of subsets particularised for specific procedures like mobility, session, etc.
-	Data Keys defined in Table 5.2.12.2.1-1
For Nudr_DM_Subscribe and Nudr_DM_Notify operations:
-	The Target of Event Reporting is made up of a Data Key and possibly a Data Sub Key both defined in Table 5.2.12.2.1-1. When a Data Sub Key is defined in the table but not present in the Nudr_DM_Subscribe this means that all values of the Data Sub Key are targeted.
-	The Data Set Identifier plus (if present) the (set of) Data Subset Identifier(s) corresponds to a (set of) Event ID(s) as defined in clause 4.15.1
An NF Service Consumer may include an indicator when it invokes Nudr_DM Query/Create/Update service operation to subscribe the changes of the data, to avoid a separate Nudr_DM_Subscribe service operation.
Depending on the use case, it is possible to use a Data Key and/or one or multiple Data sub keys to further identify the corresponding data, as defined in Table 5.2.12.2.1-1 below.
Table 5.2.12.2.1-1: Data keys
	Data Set
	Data Subset
	Data Key
	Data Sub Key

	
	Access and Mobility Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	
	SMF Selection Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	
	UE context in SMF data
	SUPI
	PDU Session ID or DNN

	Subscription Data (see clause 5.2.3.3.1)
	SMS Management Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	
	SMS Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	
	Session Management Subscription data
	SUPI
	S-NSSAI

	
	
	
	DNN

	
	
	
	Serving PLMN ID and optionally NID

	
	Slice Selection Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	
	Group Data
	Internal Group Identifier or
External Group Identifier
	-

	
	Identifier translation
	GPSI
	

	
	
	SUPI
	Application Port ID, MTC Provider Information, AF Identifier

	
	Intersystem continuity Context
	SUPI
	DNN

	
	LCS privacy
	SUPI
	-

	
	LCS mobile origination
	SUPI
	-

	
	UE reachability
	SUPI
	-

	
	Group Identifier Translation
	Internal Group Identifier or
External Group Identifier
	-

	
	UE context in SMSF data
	SUPI
	-

	
	V2X Subscription data
	SUPI
	-

	
	ProSe Subscription data
	SUPI
	-

	
	User consent
	SUPI
	Purpose

	
	ECS Address Configuration Information (See Table 4.15.6.3d-1)
	SUPI, Internal group identifier or external group identifier or any UE
	DNN, S-NSSAI

	
	MBS Subscription data
	SUPI
	-

	Application data
	Packet Flow Descriptions (PFDs)
	Application Identifier
	-

	
	AF traffic influence request information
	AF transaction internal ID
	

	
	(See clause 5.6.7 and clause 6.3.7.2 of TS 23.501 [2])
	S-NSSAI and DNN
and/or
Internal Group Identifier or SUPI
	

	
	Background Data Transfer
(NOTE 3)
	Internal Group Identifier or SUPI
	

	
	Service specific information (See clause 4.15.6.7)
	S-NSSAI and DNN
or
Internal Group Identifier or SUPI
	

	
	EAS Deployment Information
(See clause 7.1 of TS 23.548 [74])
	DNN and/or S-NSSAI
	Application Identifier and/or Internal Group Identifier

	
	AM policy influence request information (See clause 4.15.6.9.3)
	AF transaction internal ID
	

	
	
	S-NSSAI and DNN
and/or
Internal Group Identifier or SUPI
	

	
	Time-Sync data
(See clauses 4.15.9.2, 4.15.9.3 and 4.15.9.4)
	DNN and S-NSSAI
Internal Group Identifier
SUPI
	

	Policy Data
	UE context policy control data
(See clause 6.2.1.3 of TS 23.503 [20])
	SUPI
	

	
	PDU Session policy control data
	SUPI
	S-NSSAI

	
	(See clause 6.2.1.3 of TS 23.503 [20])
	
	DNN

	
	Policy Set Entry data
(See clause 6.2.1.3 of TS 23.503 [20])
	SUPI (for the UDR in HPLMN)
	

	
	
	PLMN ID (for the UDR in VPLMN)
	

	
	Remaining allowed Usage data
	SUPI
	S-NSSAI

	
	(See clause 6.2.1.3 of TS 23.503 [20])
	
	DNN

	
	Sponsored data connectivity profiles (See clause 6.2.1.6 of TS 23.503 [20])
	Sponsor Identity
	

	
	Background Data Transfer data
(See clause 6.2.1.6 of TS 23.503 [20])
	Background Data Transfer Reference ID. (NOTE 2)
	

	
	
	None. (NOTE 1)
	

	
	Network Slice Specific Control Data
(See clause 6.2.1.3 of TS 23.503 [20])
	S-NSSAI
	

	Exposure Data
	Access and Mobility Information
	SUPI or GPSI
	PDU Session ID or 

	(see clause 5.2.12.1)
	Session Management information
	SUPI or GPSI
	UE IP address or DNN

	NOTE 1:	Retrieval of the stored Background Data Transfer References for all ASP identifiers in the UDR requires Data Subset but no Data Key or Data Subkey(s).
NOTE 2:	Update of a Background Data Transfer Reference in the UDR requires a Data key to refer to a Background Data Transfer Reference as input data.
NOTE 3:	The Background Data Transfer includes the Background Data Reference ID and the ASP Identifier that requests to apply the Background Data Reference ID to the UE(s). Furthermore, the Background Data Transfer includes the relevant information received from the AF as defined in clause 6.1.2.4 of TS 23.503 [20].



The content of the UDR storage for (Data Set Id= Application Data, Data Subset Id = AF TrafficInfluence request information) is specified in clause 5.6.7, Table 5.6.7-1 of TS 23.501 [2]. This information is written by the NEF and read by the PCF(s). PCF(s) may also subscribe to changes onto this information.

>>>> Next Change <<<<

[bookmark: _Toc91154355]5.2.6.25.9	Nnef_TimeSynchronization_ASTICreate operationVoid
Service operation name: Nnef_ TimeSynchronization_ASTICreate
Description: Authorize the request, activate the 5G access stratum time distibution.
Inputs, Required: List of UE identities, mandatory service parameters as described in Table 4.15.9.4-1.
Inputs, Optional: DNN, S-NSSAI, optional service parameters as described in Table 4.15.9.4-1.
Outputs, Required: Operation execution result indication, in successful operation the time synchronization configuration id.
Outputs, Optional: None.

>>>> Next Change <<<<

[bookmark: _Toc91154356]5.2.6.25.10	Nnef_TimeSynchronization_ASTIUpdate operationVoid
Service operation name: Nnef_TimeSynchronization_ASTIUpdate
Description: Authorize the request and forward the request to update the 5G access stratum time distribution configuration.
Inputs, Required: Time synchronization configuration id.
Inputs, Optional: service parameters as in Nnef_TimeSynchronization_ASTICreate input.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.

>>>> Next Change <<<<

[bookmark: _Toc91154357]5.2.6.25.11	Nnef_TimeSynchronization_ASTIDelete operationVoid
Service operation name: Nnef_TimeSynchronization_ASTIDelete
Description: Authorize the request, delete the 5G access stratum time distribution configuration, deactivate the corresponding 5G access stratum time distribution service.
Inputs, Required: Time synchronization configuration id.
Inputs, Optional: None.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.

[bookmark: _Toc91154358]>>>> Next Change <<<<
5.2.6.25.12	Nnef_TimeSynchronization_ASTIGet operationVoid
Service operation name: Nnef_TimeSynchronization_ASTIGet
Description: Authorize the request and query the status of the access stratum time distribution.
Inputs, Required: List of UE identities.
Inputs, Optional: DNN, S-NSSAI.
Outputs, Required: Operation execution result indication.
Outputs, Optional: Status of the access stratum time distribution (active, optionally with requested time synchronization error budget or inactive).




[bookmark: _Hlk96333996]* * * Next change * * * *

[bookmark: _Toc91154226]5.2.6.1	General
The following table shows the NEF Services and Service Operations:
Table 5.2.6.1-1: NF Services provided by the NEF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnef_EventExposure
	Subscribe
	Subscribe/Notify
	AF, NWDAF

	
	Unsubscribe
	
	AF, NWDAF

	
	Notify
	
	AF, NWDAF

	Nnef_PFDManagement
	Fetch
	Request/Response
	SMF

	
	Subscribe
	Subscribe/Notify
	SMF

	
	Notify
	
	SMF

	
	Unsubscribe
	
	SMF

	
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_EASDeployment
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Subscribe
	Subscribe/Notify
	SMF

	
	Unsubscribe
	
	SMF

	
	Notify
	
	SMF

	Nnef_ParameterProvision
	Update
	Request/Response
	AF

	
	Create
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	Nnef_Trigger
	Delivery
	Request/Response
	AF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	Nnef_BDTPNegotiation
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	
	AF

	Nnef_TrafficInfluence
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	
	Notify
	Subscribe/Notify
	AF

	
	AppRelocationInfo
	Subscribe/Notify
	AF

	Nnef_ChargeableParty
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	Nnef_AFsessionWithQoS
	Create
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Revoke
	Request/Response
	AF

	Nnef_MSISDN-less_MO_SMS
	Notify
	Notify
	AF

	Nnef_ServiceParameter
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	Nnef_APISupportCapability
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	Subscribe/Notify
	AF

	
	Notify
	Subscribe/Notify
	AF

	Nnef_NIDDConfiguration
	Create
	Request/Response
	AF

	
	TriggerNotify
	Subscribe/Notify
	AF

	
	UpdateNotify
	Subscribe/Notify
	AF

	
	Delete
	Request/Response
	AF

	Nnef_NIDD
	Delivery
	Request/Response
	AF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	
	GroupDeliveryNotify
	Notify
	AF

	Nnef_SMContext
	Create
	Request/Response
	SMF

	
	Delete
	Request/Response
	SMF

	
	DeleteNotify
	Subscribe/Notify
	SMF

	
	Delivery
	Request/Response
	SMF

	Nnef_AnalyticsExposure
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	
	Fetch
	Request/Response
	AF

	Nnef_UCMFProvisioning
	Create
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	Nnef_ECRestriction
	Get
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	Nnef_ApplyPolicy
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_Location
	LocationUpdateNotify
	Notify
	AF

	Nnef_TimeSynchronization
	ConfigUpdate
	Request/Response
	AF

	
	ConfigCreate
	Request/Response
	AF

	
	ConfigDelete
	Request/Response
	AF

	
	ConfigUpdateNotify
	Subscribe/Notify
	AF

	
	CapsSubscribe
	Subscribe/Notify
	AF

	
	CapsUnsubscribe
	Subscribe/Notify
	AF

	
	CapsNotify
	Subscribe/Notify
	AF

	
	ASTICreate
	Request/Response
	AF

	
	ASTIUpdate
	Request/Response
	AF

	
	ASTIDelete
	Request/Response
	AF

	
	ASTIGet
	Request/Response
	AF

	Nnef_ASTI
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	Nnef_AMPolicyAuthorization
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Notify
	Subscribe/Notify
	AF

	
	Subscribe
	
	AF

	
	Unsubscribe
	
	AF

	Nnef_AMInfluence
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Notify
	Subscribe/Notify
	AF

	Nnef_UEId
	Get
	Request/Response
	AF




5.2.6.25.9	Nnef_TimeSynchronization_ASTICreate operationVoid
Service operation name: Nnef_ TimeSynchronization_ASTICreate
Description: Authorize the request, activate the 5G access stratum time distibution.
Inputs, Required: List of UE identities, mandatory service parameters as described in Table 4.15.9.4-1.
Inputs, Optional: DNN, S-NSSAI, optional service parameters as described in Table 4.15.9.4-1.
Outputs, Required: Operation execution result indication, in successful operation the time synchronization configuration id.
Outputs, Optional: None.
5.2.6.25.10	Nnef_TimeSynchronization_ASTIUpdate operationVoid
Service operation name: Nnef_TimeSynchronization_ASTIUpdate
Description: Authorize the request and forward the request to update the 5G access stratum time distribution configuration.
Inputs, Required: Time synchronization configuration id.
Inputs, Optional: service parameters as in Nnef_TimeSynchronization_ASTICreate input.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
5.2.6.25.11	Nnef_TimeSynchronization_ASTIDelete operationVoid
Service operation name: Nnef_TimeSynchronization_ASTIDelete
Description: Authorize the request, delete the 5G access stratum time distribution configuration, deactivate the corresponding 5G access stratum time distribution service.
Inputs, Required: Time synchronization configuration id.
Inputs, Optional: None.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
5.2.6.25.12	Nnef_TimeSynchronization_ASTIGet operationVoid
Service operation name: Nnef_TimeSynchronization_ASTIGet
Description: Authorize the request and query the status of the access stratum time distribution.
Inputs, Required: List of UE identities.
Inputs, Optional: DNN, S-NSSAI.
Outputs, Required: Operation execution result indication.
Outputs, Optional: Status of the access stratum time distribution (active, optionally with requested time synchronization error budget or inactive).

* * * * Next change * * * *
5.2.6.x	Nnef_ASTI service
5.2.6.x.1	General
Service description: This service provides:
-	Request authorization of NF Service Consumer requests.
-	NF Service Consumer request to control the 5G access stratum time distribution configuration as described in clause 5.27.1.8 of TS 23.501 [2].

5.2.6.x.2	Nnef_ASTI_Create operation
Service operation name: Nnef_ ASTI_Create
Description: Authorize the request, activate the 5G access stratum time distibution.
Inputs, Required: Target for 5G access stratum time distribution (one UE identified by SUPI or GPSI, a group of UEs identified by an External Group Identifier), AF identifier, mandatory service parameters as described in Table 4.15.9.4-1.
Inputs, Optional: optional service parameters as described in Table 4.15.9.4-1.
Outputs, Required: Operation execution result indication, in successful operation the time synchronization configuration id.
Outputs, Optional: None.
5.2.6.x.3	Nnef_ASTI_Update operation
Service operation name: Nnef_ASTI_Update
Description: Authorize the request and forward the request to update the 5G access stratum time distribution configuration.
Inputs, Required: Time synchronization configuration id.
Inputs, Optional: service parameters as in Nnef_ASTI_Create input.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
5.2.6.x.4	Nnef_ASTI_Delete operation
Service operation name: Nnef_ASTI_Delete
Description: Authorize the request, delete the 5G access stratum time distribution configuration, deactivate the corresponding 5G access stratum time distribution service.
Inputs, Required: Time synchronization configuration id.
Inputs, Optional: None.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
5.2.6.x.5	Nnef_ASTI_Get operation
Service operation name: Nnef_ASTI_Get
Description: Authorize the request and query the status of the access stratum time distribution.
Inputs, Required: List of UE identities (GPSI or SUPI).
Inputs, Optional: None.
Outputs, Required: Operation execution result indication.
Outputs, Optional: Status of the access stratum time distribution (active, optionally with requested time synchronization error budget or inactive).

* * * * Next change * * * *

[bookmark: _Toc91154544]5.2.27	TSCTSF Services
[bookmark: _Toc91154545]5.2.27.1	General
The following table shows the TSCTSF Services and Service Operations:
Table 5.2.27.1-1: NF Services provided by the TSCTSF
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Ntsctsf_TimeSynchronization
	ConfigUpdate
	Request/Response
	AF, NEF

	
	ConfigCreate
	Request/Response
	AF, NEF

	
	ConfigDelete
	Request/Response
	AF, NEF

	
	ConfigUpdateNotify
	Subscribe/Notify
	AF, NEF

	
	CapsSubscribe
	Subscribe/Notify
	AF, NEF

	
	CapsUnsubscribe
	Subscribe/Notify
	AF, NEF

	
	CapsNotify
	Subscribe/Notify
	AF, NEF

	
	ASTICreate
	Request/Response
	AF, NEF

	
	ASTIUpdate
	Request/Response
	AF, NEF

	
	ASTIDelete
	Request/Response
	AF, NEF

	
	ASTIGet
	Request/Response
	AF, NEF

	Ntsctsf_ASTI
	Create
	Request/Response
	AF, NEF

	
	Update
	Request/Response
	AF, NEF

	
	Delete
	Request/Response
	AF, NEF

	
	Get
	Request/Response
	AF, NEF

	Ntsctsf_QoSandTSCAssistance
	Create
	Request/Response
	AF, NEF

	
	Update
	Request/Response
	AF, NEF

	
	Delete
	Request/Response
	AF, NEF

	
	Notify
	Subscribe/Notify
	AF, NEF

	
	Subscribe
	Subscribe/Notify
	AF, NEF

	
	Unsubscribe
	Subscribe/Notify
	AF, NEF




* * * * Next change * * * *


5.2.27.2.9	Ntsctsf_TimeSynchronization_ASTICreate operationVoid
Service operation name: Ntsctsf_TimeSynchronization_ASTICreate
Description: Authorize the request, activate the 5G access stratum time distribution.
Inputs, Required: List of UE identities, mandatory service parameters as described in Table 4.15.9.4-1.
Inputs, Optional: DNN, S-NSSAI, optional service parameters as described in Table 4.15.9.4-1.
Outputs, Required: Operation execution result indication, in successful operation the time synchronization configuration id.
Outputs, Optional: None.
[bookmark: _Toc91154556]5.2.27.2.10	Ntsctsf_TimeSynchronization_ASTIUpdate operationVoid
Service operation name: Ntsctsf_TimeSynchronization_ASTIUpdate
Description: Authorize the request and forward the request to update the 5G access stratum time distribution configuration.
Inputs, Required: Time synchronization configuration id.
Inputs, Optional: service parameters as in Ntsctsf_TimeSynchronization_ASTICreate input.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
[bookmark: _Toc91154557]5.2.27.2.11	Ntsctsf_TimeSynchronization_ASTIDelete operationVoid
Service operation name: Ntsctsf_TimeSynchronization_ASTIDelete
Description: Authorize the request, delete the 5G access stratum time distribution configuration, deactivate the corresponding 5G access stratum time distribution service.
Inputs, Required: Time synchronization configuration id.
Inputs, Optional: None.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
5.2.27.2.12	Ntsctsf_TimeSynchronization_ASTIGet operationVoid
Service operation name: Ntsctsf_TimeSynchronization_ASTIGet
Description: Authorize the request and query the status of the access stratum time distribution.
Inputs, Required: List of UE identities.
Inputs, Optional: DNN, S-NSSAI.
Outputs, Required: Operation execution result indication.
Outputs, Optional: Status of the access stratum time distribution (active, optionally with requested time synchronization error budget or inactive).

* * * * Next change * * * *
5.2.27.x	Ntsctsf_ASTI service
5.2.27.x.1	General
Service description: This service provides:
-	Request authorization of NF Service Consumer requests.
-	NF Service Consumer request to control the 5G access stratum time distribution configuration as described in clause 5.27.1.8 of TS 23.501 [2].

5.2.27.x.2	Ntsctsf_ASTI_Create operation
Service operation name: Ntsctsf_ASTI_Create
Description: Authorize the request, activate the 5G access stratum time distribution.
Inputs, Required: Target for 5G access stratum time distribution (one UE identified by SUPI, a group of UEs identified by an Internal Group Identifier), AF identifier, mandatory service parameters as described in Table 4.15.9.4-1.
Inputs, Optional: Optional service parameters as described in Table 4.15.9.4-1.
Outputs, Required: Operation execution result indication, in successful operation the time synchronization configuration id.
Outputs, Optional: None.
5.2.27.x.3	Ntsctsf_ ASTI_Update operation
Service operation name: Ntsctsf_ ASTI_Update
Description: Authorize the request and forward the request to update the 5G access stratum time distribution configuration.
Inputs, Required: Time synchronization configuration id.
Inputs, Optional: service parameters as in Ntsctsf_ASTI_Create input.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
5.2.27.x.4	Ntsctsf_ ASTI_Delete operation
Service operation name: Ntsctsf_ ASTI_Delete
Description: Authorize the request, delete the 5G access stratum time distribution configuration, deactivate the corresponding 5G access stratum time distribution service.
Inputs, Required: Time synchronization configuration id.
Inputs, Optional: None.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
5.2.27.x.5	Ntsctsf_ASTI_Get operation
Service operation name: Ntsctsf_ ASTI_Get
Description: Authorize the request and query the status of the access stratum time distribution.
Inputs, Required: List of UE identities (SUPI).
Inputs, Optional: None.
Outputs, Required: Operation execution result indication.
Outputs, Optional: Status of the access stratum time distribution (active, optionally with requested time synchronization error budget or inactive).



>>>> End of Changes <<<<
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