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[bookmark: _Toc98840425]* * * First Change * * * *
[bookmark: _Toc98809502][bookmark: _Toc98853204]11.5.3.3.2A	Procedure for handling UnmapGroupFromBearer message
Whenever the MC client receives UnmapGroupFromBearer message and if the MC client participates in the group session or communication identified by the UnmapGroupFromBearer message then it should inform the details contained in the UnmapGroupFromBearer message to MC gateway UE. When the association of group call, MBMS bearer and the MC GW service ID of the MC client is known to the MC gateway UE, it can remove the association and stop forwarding of the traffic received over MBMS bearer accordingly.
Figure 11.5.3.3.2A-1 illustrates the procedure for handling the UnmapGroupFromBearer message by the MC client and the MC gateway UE.
Pre-conditions:
1.	The MC client has been configured with the necessary parameters needed for connectivity with the MC gateway UE.
2.	The MC client successfully completed service authorization via MC gateway UE.


Figure 11.5.3.3.2A-1: Handling of UnmapGroupFromBearer message
1.	An MCPTT group call is ongoing; the MC gateway UE forwards the downlink media to the intended MC client over the transport resources established.
2.	MCPTT server has determined to disconnect the call over the MBMS bearer for the MC client. 
3.	An UnmapGroupFromBearer message is sent by the MCPTT server to MC client (if in MBMS coverage area) on MBMS bearer(s).

4.	If the MC client is participating in the MC group communication identified by the UnmapGroupFromBearer message, it sends the details contained in the UnmapGroupFromBearer message to the MC gateway UE through MC GW UnMapGroupToBearer request message.
5.	The MC gateway UE on receiving the MC GW UnMapGroupToBearer Request message from the MC client it removes the association maintained between the GW MC Service ID and the corresponding MBMS sub channel.
6.	The MC gateway UE sends the MC GW MapGroupToBearer response message to the MC client. 

* * * End of Changes * * * *
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