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	Reason for change:
	The SM.PduSessionCreationSucc.SNSSAI and SM.PduSessionCreationReq.SNSSAI measurements as defined by TS 28.552 are calculated per one SMFFunction in a network slice instance. 
One network slice instance may have multiple SMF function instances, so in the formula of PDU session Establishment success rate of one network slice, counting multiple SMF funtion instances should be taken into consideration.
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	Consequences if not approved:
	Wrong formula may lead to wrong implementation. 
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	1st Change


[bookmark: _Toc20141981][bookmark: _Toc27476472][bookmark: _Toc35961009][bookmark: _Toc44494669][bookmark: _Toc45099077][bookmark: _Toc51751890][bookmark: _Toc51752247][bookmark: _Toc58578580][bookmark: _Toc98165801]6.2.5	PDU session Establishment success rate of one network slice (S-NSSAI)
a)	PDUSessionEstSR.
b)	This KPI describes the ratio of the number of successful PDU session establishment request to the number of PDU session establishment request attempts for 5G network forall the SMF which related to one network slice (S-NSSAI) and is used to evaluate accessibility provided by the end-to-end network slice and network performance. It is obtained by the number of successful PDU session requests divided by the number of attempted PDU session requests. It is a percentage. The KPI type is RATIO.
c)		[image: ]
d)	NetworkSlice
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