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[bookmark: _Toc20205455][bookmark: _Toc27579427][bookmark: _Toc36045364][bookmark: _Toc36049244][bookmark: _Toc36112463][bookmark: _Toc44664208][bookmark: _Toc44928665][bookmark: _Toc44928855][bookmark: _Toc51859560][bookmark: _Toc58598715][bookmark: _Toc90552375]4.1.4	Architecture reference for Non-3GPP Accesses
Figure 4.1.4.1 shows the non-roaming architecture for Non-3GPP Accesses as defined in TS 23.501 [200] for 5G data connectivity.

Figure 4.1.4.1: Non-roaming architecture for Untrusted Non-3GPP Accesses
This reference architecture supports service based interfaces for AMF, SMF and other NFs not represented in the figure.
Figure 4.1.4.2 shows the non-roaming architecture for 5G Core Network with trusted non-3GPP access as defined in TS 23.501 [200] for 5G data connectivity.


Figure 4.1.4.2: Non-roaming architecture for 5G Core Network with trusted non-3GPP access
The UE is connected to the 5G Core Network over non-3GPP access. This reference architecture supports service based interfaces for AMF, SMF and other NFs not represented in the figure.
	Next change


[bookmark: _Toc27579429][bookmark: _Toc36045366][bookmark: _Toc36049246][bookmark: _Toc36112465][bookmark: _Toc44664210][bookmark: _Toc44928667][bookmark: _Toc44928857][bookmark: _Toc51859562][bookmark: _Toc58598717][bookmark: _Toc90552377]4.1.5.1	Non-roaming architecture with an I-SMF insertion without ULCL/BP
Figure 4.1.5.1 shows the 5G System high level non-roaming architecture, as defined in TS 23.501 [200], with an I-SMF insertion to the PDU Session without UL-CL/BP, using reference point representation.


Figure 4.1.5.1: Non-roaming architecture with I-SMF insertion to the PDU Session in reference point representation, with no UL-CL/BP
	Next change


[bookmark: _Toc20205453][bookmark: _Toc27579425][bookmark: _Toc36045362][bookmark: _Toc36049242][bookmark: _Toc36112461][bookmark: _Toc44664206][bookmark: _Toc44928663][bookmark: _Toc44928853][bookmark: _Toc51859558][bookmark: _Toc58598713][bookmark: _Toc90552373]4.1.X	Roaming Local Breakout reference architecture
Figure 4.1.X.1 shows the 5G System high level Roaming Local Breakout architecture as defined in TS 23.501 [200] for 5G data connectivity, in the service-based representation for Control Plane (CP) Network Functions.


Figure 4.1.X.1: Roaming 5G System architecture- local breakout scenario in service-based interface representation
	End of change
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