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7.8
Procedure of Obtaining Network Slice Subnet Management Service Producer Capability
7.8.1
Introduction
The clause illustrates possible procedures of obtaining network slice subnet capability information (e.g. supported maximum latency, supported capacity (e.g. maximum user number)) of network slice subnet instance(s) which can be provided by network slice subnet management service provider.
7.8.2
Querying Network Slice Subnet Capability Information
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Figure 7.8-2: Procedure of querying network slice subnet capability information

1)
Network Slice Subnet Management Service Consumer (NSSMS_C) wants to query the NSS capability information of the NSSI(s) which can be provided by corresponding Network Slice Subnet Management Service Producer (NSSMS_P). NSSMS_C sends getMOIAttributes operation (defined in TS 28.532 [8]), for NetworkSliceSubnetProviderCapabilities IOC, to NSSMS_P to obtain the NSS capability information of the NSSI(s) which can be provided by corresponding NSSMS_P.

2)
NSSMS_P processes the NSS capability information querying request.

3)
NSSMS_P sends the NSS capability information (e.g. supported maximum latency, supported capacity (e.g. user number)) of NSSI(s) that can be provided by itself, as a response to getMOIAttributes operation (as defined in TS 28.532 [8]), to NSSMS_C.

7.8.3
Void
