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	[bookmark: _Hlk78207951]1st modified section


[bookmark: _Toc98331453][bookmark: _Toc515614010][bookmark: _Toc533596676]5.1.1	Requirements
There are three types of ProSe services defined in TS 23.303 [238]: 
-	ProSe Direct Discovery, including ProSe open Direct Discovery and restricted Direct Discovery, and
-	ProSe EPC-level Discovery, and 
-	ProSe one-to-many Direct Communication for Public Safety Use, and 
-	ProSe one-to-one Direct Communication, including UE-to-Network Relay for Public Safety Use.
In 5GS, Proximity based Services (ProSe) are services that can be provided by the 5GS based on UEs being in proximity to each other. The 5GS enablers for ProSe include the following functions:
-	5G ProSe Direct Discovery, including 5G ProSe open Direct Discovery and restricted Direct Discovery, and
-	UE-to-Network Relay Discovery, and
-	5G ProSe Direct Communication, including Unicast Direct Communication, Broadcast and Groupcast Direct Communication and
-	UE-to-Network Relay Communication.
The following are high-level charging requirements for ProSe services, derived from the requirements in TS 22.115 [101], and TS 23.303 [238].
5G ProSe charging information can be collected by ProSe related functions, with the following modification:
-	the 5G DDNMF takes the role of "ProSe Function" in the 5G Direct Discovery;
-	EPC-level Discovery is not supported in 5GS;
-	the E-UTRAN is replaced by NG-RAN and E-UTRA is replaced with NR;.
-	corresponding 5GS identifiers replace the EPS identifiers, e.g. use SUPI instead of IMSI, and use GPSI instead of MSISDN;
-	PC5_tech parameter is omitted and the intended PC5 radio technology is NR.
[bookmark: OLE_LINK18]ProSe Function shall be able to collect charging information for UEs in HPLMN, in online and, offline and converged charging for: 
-	ProSe open Direct Discovery Model A;
-	ProSe restricted Direct Discovery Model A and Model B;
-	ProSe EPC-level Discovery.
ProSe Function shall be able to collect charging information for UEs in VPLMN in offline and converged charging for: 
-	ProSe open Direct Discovery for Announce;
-	ProSe restricted Direct Discovery for Announce.
ProSe Function shall be able to collect charging information for UEs in VPLMN and Local PLMNs where applicable in offline and converged charging for:
-	ProSe open Direct Discovery for Monitor and Match;
-	ProSe restricted Direct Discovery for Monitor and Match. 
NOTE a:	the notion of "Local PLMN" does not apply to WLAN-based ProSe Direct Discovery, so the requirements related to charging for Local PLMN do not apply to WLAN-based ProSe Direct Discovery.
ProSe Function shall be able to indicate the PC5 radio technology (e.g., E-UTRA, WLAN) used for ProSe Direct Discovery in the charging information. 5G DDNMF shall be able to indicate the NR PC5 radio technology used for 5G ProSe Direct Discovery in the charging information.
ProSe Function shall be able to collect charging information from UEs in HPLMN and VPLMN in offline and converged charging for:
 -	ProSe one-to-many Direct Communication for Public Safety Use;
-	ProSe one-to-one Direct Communication for Public Safety Use, including UE-to-Network Relay;
For ProSe one-to-many Direct Communication for Public Safety Use, the following requirements apply to the UE delivery of usage information to the ProSe Function:
-	When the UE is in E-UTRAN coverage, if the usage information recorded for the current collection period is not empty, it shall report the usage information as configured when the earlier one of the following criteria are met:
-	a configured collection period has elapsed; the end of an associated configured reporting window has not been reached; and the UE temporarily switches to RRC CONNECTED mode; or
-	a configured collection period has elapsed and the end of an associated configured reporting window has been reached.
-	When the UE is out of E-UTRAN coverage, the UE shall generate reports from the recorded usage information every collection period and store the non-empty reports in a non-volatile memory, and send the reports once the UE returns to coverage.
-	The storage of the usage information and the execution of the reporting procedure shall be in a secure environment in the UE that is trusted by the operator.
NOTE 1: 	The secured storage and execution of the reporting procedure do not guarantee that the recording of the usage information is trusted.
NOTE 2: 	When the UE operates out of coverage for a long time, the stored reports may reach the limit of the memory. The handling of such situation is determined by UE implementation.
- 	The UE shall upload the usage information to a location configured by the ProSe Function securely over PC3ch using the mechanism defined in TS 33.303 [240].
-	If a replacement of USIM occurs when UE is out of coverage, the usage information for a given IMSI shall remain stored on the UICC or ME as long as the UE does not use the USIM associated with that IMSI.
- 	The results of the collection and delivery of usage information reports should not affect the UE's use of the ProSe Direct Communication service.
NOTE 3: 	For Public Safety use the UE is able to use ProSe Direct Communication service even if there are errors in usage information collection or reporting.
NOTE 4: In 5GS, both public safety use and commercial services are applicable for ProSe Direct Discovery and Direct Communication, including UE-to-Network Relay, as defined in TS 23.304 [241].
ProSe Function shall be capable of handling the Charging Characteristics. Charging Characteristics can be specific for a subscription or for subscribed services. ProSe Function shall use the Charging Characteristics profile to decide if online or offline charging is used for a user. The Charging Characteristics is provided by the HSS to the ProSe Function as part of the subscription information. Requirements of the use of Charging Characteristics are provided in annex A of the present document.
[bookmark: _Hlk98507331]CHF selection by 5G DDNMF is performed via NRF based discovery.
In 5GS, Proximity based Services (ProSe) are services that can be provided by the 5GS based on UEs being in proximity to each other. The 5GS enablers for ProSe include the following functions which replace the functions described above:
-	5G ProSe Direct Discovery, including 5G ProSe open Direct Discovery and restricted Direct Discovery, and
-	UE-to-Network Relay Discovery, and
-	5G ProSe Direct Communication, including Unicast Direct Communication, Broadcast and Groupcast Direct Communication and
-	UE-to-Network Relay Communication.
For above high-level charging requirements for ProSe services, 5G ProSe charging information can be collected by ProSe related functions for converged charging, with the following modification:
-	the 5G DDNMF takes the role of "ProSe Function" in the 5G Direct Discovery;
-	EPC-level Discovery is not supported in 5GS;
-	the E-UTRAN is replaced by NG-RAN and E-UTRA is replaced with NR;.
-	corresponding 5GS identifiers replace the EPS identifiers, e.g. use SUPI instead of IMSI, and use GPSI instead of MSISDN;
-	PC5_tech parameter is omitted and the intended PC5 radio technology is NR.
-	CHF selection by 5G DDNMF is performed via NRF based discovery.
-	PC5 QoS flows within PC5 link is supported in 5GS.
NOTE 4: In 5GS, both public safety use and commercial services are applicable for ProSe Direct Discovery and Direct Communication, including UE-to-Network Relay, as defined in TS 23.304 [241].
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