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Introduction
An intent driven system will be able to learn the behaviour of networks and services and allows a customer to provide the desired state as intent (an intent specifies the expectations including requirements, goals and constraints for a specific service or network management workflow), without detailed knowledge of how to get to the desired state. Thus, the intent driven management is introduced to reduce the complexity of management without getting into the intricate detail of the underlying network resources. This WI specifies the concept, use cases, requirements and solutions for the intent driven management for service or network management.
Description
Following content is specified in TS 28.312 [1].
1. The concept for intent and intent driven management service (Intent-driven MnS) in the context of Service based management architecture (SBMA).
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Figure 1 intent-driven MnS
2. Typical use cases and corresponding requirements for intent driven management, including 
- Intent containing an expectation for delivering radio network;
- Intent containing an expectation for delivering a radio service; 
- Intent containing an expectation for delivering a service; 
- Intent containing an expectation on coverage performance to be assured;
- Intent containing an expectation on RAN UE throughput performance to be assured;
3. Intent driven management service definition, including 
- Management operation for Intent. The operations and notifications of generic provisioning MnS will be used for intent lifecycle management. 
- Information model definition for intent, including the following generic Information model definition and two scenario specific IntentExpectation definition: Radio Network Expectation and Service Support Expectation.
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Figure 1: Generic Information model definition
4. OpenAPI solution set for Intent driven management service.
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