

	
3GPP TSG-SA5 Meeting #145-e 	S5-225220
Online,  15 - 24th August 2022
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	28.554
	CR
	0097
	rev
	-
	Current version:
	17.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correct wrong measurement names in KPI definition

	
	

	Source to WG:
	Huawei

	Source to TSG:
	S5

	
	

	Work item code:
	TEI16
	
	Date:
	2022-08-04

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	The NG-RAN data Energy Efficiency KPI definition contains incorrect measurement names.

	
	

	Summary of change:
	Correct the wrong messurement names in the NG-RAN data Energy Efficiency KPI.

	
	

	Consequences if not approved:
	The NG-RAN data Energy Efficiency KPI can not be implemented.

	
	

	Clauses affected:
	6.7.1.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	[bookmark: _GoBack]Mirror of Rel-16 CR in S5-225219.

	
	

	This CR's revision history:
	




Page 1






	[bookmark: _Hlk98505644]Start of Change




[bookmark: _Toc27476501][bookmark: _Toc35961038][bookmark: _Toc44494722][bookmark: _Toc45099130][bookmark: _Toc51751951][bookmark: _Toc58577686][bookmark: _Toc58578185]6.7	Energy Efficiency (EE) KPI
[bookmark: _Toc27476502][bookmark: _Toc35961039][bookmark: _Toc44494723][bookmark: _Toc45099131][bookmark: _Toc51751952][bookmark: _Toc58577687][bookmark: _Toc58578186]6.7.1	NG-RAN data Energy Efficiency (EE)
[bookmark: _Toc27476503][bookmark: _Toc35961040][bookmark: _Toc44494724][bookmark: _Toc45099132][bookmark: _Toc51751953][bookmark: _Toc58577688][bookmark: _Toc58578187]6.7.1.1	Definition
a)	EEMN,DV.
b)	A KPI that shows mobile network data energy efficiency in operational NG-RAN. Data Volume (DV) divided by Energy Consumption (EC) of the considered network elements. The unit of this KPI is bit/J.
c)	EEMN,DV
 - for non-split gNBs;
      [image: ] - for non-split gNBs;
 - for split-gNBs;       [image: ] - for split gNBs;

d)	SubNetwork
e)	The Data Volume (in kbits) is obtained by measuring amount of DL/UL PDCP SDU bits of the considered network elements over the measurement period. For split-gNBs, the Data Volume is calculated per Interface (F1-U, Xn-U, X2-U). The Energy Consumption (in kWh) is obtained by measuring the PEE.Energy of the considered network elements over the same period of time. The samples are aggregated at the NG-RAN node level. The 3GPP management system responsible for the management of the gNB (single or multiple vendor gNB) shall be able to collect PEE measurements data from all PNFs in the gNB, in the same way as the other PM measurements.
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