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[bookmark: _Toc105662574]B.2.1.1	Logical Charging architecture - CEF based charging
The logical ubiquitous charging architecture and the reference points for 5G VN group management with the CEF architecture is shown in figure B.2.1-1.


Figure B.2.1.1-1: Logical ubiquitous charging architecture for 5G VN group management with the CEF architecture
[bookmark: _Toc105662575]B.2.2	Void
B.2.3	Charging principles and scenarios
	Next change


[bookmark: _Toc105662583]B.2.4.1	Data description for 5G VN group management charging
The Charging Data Request and Charging Data Response are specified in subclause 5.1.2.2.1 of TS 32.290 [57]. 
Table B.2.4.1-1 describes the use of these messages for 5G VN group management charging.
Table B.2.4.1-1: 5G LAN VN group management messages reference table 
	Message
	Source
	Destination

	Charging Data Request
	CEF/NEF
	CHF

	Charging Data Response
	CHF
	CEF/NEF



Table B.2.4.1-2 illustrates the basic structure of a Charging Data Request message from the CEF as used for 5G VN group management charging.
Table B.2.4.1-2: Charging Data Request message contents
	Information Element
	Category for converged charging
	Description

	Session Identifier
	OC
	Described in TS 32.290 [57]

	Subscriber Identifier
	-
	This field is not applicable.

	NF Consumer Identification
	OC
	Described in TS 32.290 [57]

	Charging Identifier
	-
	This field is not applicable.

	Invocation Timestamp
	M
	Described in TS 32.290 [57]

	Invocation Sequence Number
	M
	Described in TS 32.290 [57]

	One-time Event
	OC
	Described in TS 32.290 [57]

	One-time Event Type
	OC
	Described in TS 32.290 [57]

	Retransmission Indicator
	OC
	Described in TS 32.290 [57]

	Notify URI
	-
	This field is not applicable.

	Supported Features
	OC
	Described in TS 32.290 [57]

	Service Specification Information
	OC
	Described in TS 32.290 [57]

	Triggers
	OC
	This field holds the specific triggers described in clause B.2.3.2.1.

	Multiple Unit Usage 
	-
	This field is not applicable.

	5G VNGM Charging Information
	OM
	This field is mapped to the NEF API Charging information defined in clause 6.3 for 5G VN group management charging



Table B.2.4.1-3 illustrates the basic structure of a Charging Data Response message from the CHF to CEF as used for 5G VN group management charging. 
Table B.2.4.1-3: Charging Data Response message contents
	Information Element
	Category for converged charging
	Description

	Session Identifier
	OC
	Described in TS 32.290 [57]

	Invocation Timestamp
	M
	Described in TS 32.290 [57]

	Invocation Result
	OC
	Described in TS 32.290 [57]

	Invocation Sequence Number
	M
	Described in TS 32.290 [57]

	Session Failover
	-
	This field is not applicable.

	Supported Features
	OC
	Described in TS 32.290 [57]

	Triggers 
	-
	This field is not applicable.

	Multiple Unit Information
	-
	This field is not applicable.



Details of the Ga message contents are specified in TS 32.295 [54].
The following table B.2.4.1-4 provide a brief description of each CDR parameter. The category in the tables is used according to the charging data configuration defined in clause 5.4. Full definitions of the CDR parameters, sorted by the name in alphabetical order, are provided in TS 32.298 [51].
Table B.2.4.1-4 5G VN group management charging CHF record data 
	Field
	Category
	Description

	Record Type 
	M
	CHF record.

	Recording Network Function ID
	OM
	This field holds the name of the recording entity, i.e. the CEF id.

	Subscriber Identifier
	-
	This field is not applicable.

	NF Consumer Information
	M
	This field holds the information of the entity that used the charging service (i.e. NF consumerService Producer (CTF), CEF).

	NF Functionality
	M
	This field contains the function of the entity: Service Producer (CTF) or CEF  

	NF Name
	OC
	This field holds the name of the entity.

	NF Address
	OC
	This field holds the IP Address of the entity

	NF PLMN ID
	OC
	This field holds the PLMN identifier (MCC MNC) of the entity.

	Record Opening Time
	M
	Described in TS 32.298 [57]

	Duration
	M
	Described in TS 32.298 [57]

	Record Sequence Number
	C
	Described in TS 32.298 [57]

	Cause for Record Closing 
	M
	Described in TS 32.298 [57]

	Diagnostics
	OM
	Described in TS 32.298 [57]

	Local Record Sequence Number
	OM
	Described in TS 32.298 [57]

	Record Extensions
	OC
	Described in TS 32.298 [57]

	5G VNGM Charging Information
	OM
	This field is mapped to the NEF API Charging information defined in clause 6.3 for 5G VN group management charging.
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