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	Namf_MBSBroadcast_ContextStatusNotify service operation is invoked based on implicit subscription and the Notification Target Address shall be included in Namf_MBSBroadcast_ContextCreate service operation and may be updated in Namf_MBSBroadcast_ContextUpdate service operation per stage 3 TS 29.518 (clauses 6.5.6.2.2 and 6.5.6.2.5)
Currently the Notification Endpoint (i.e., Notification Target Address + Notfication Correlation ID) is missing in the service operations. 
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[bookmark: _Toc20203939][bookmark: _Toc27894624][bookmark: _Toc36191691][bookmark: _Toc45192777][bookmark: _Toc47592409][bookmark: _Toc51834490][bookmark: _Toc83303923]* * * Start of Changes * * * 

[bookmark: _Toc131154968][bookmark: _Toc138249395]9.3.2.2	Namf_MBSBroadcast_ContextCreate service operation
Service operation name: Namf_MBSBroadcast_ContextCreate
Description: This service operation is used to create the broadcast session context towards the AMF.
Inputs, Required: MBS Session ID, Broadcast service area, N2 container (e.g. MBS Session ID, MBS QoS profile, Broadcast service area), Notification Endpoint.
Inputs, Optional: Area Session ID, Optional parameters in the N2 container (MBS IP Multicast Tunnel Info, Area Session ID, MBS FSA ID(s)).
Outputs, Required: Result Indication.
Outputs, Optional: N2 container (MBS Session ID, Area Session ID, NG-RAN MBS Tunnel Info).
[bookmark: _Toc131154969][bookmark: _Toc138249396]9.3.2.3	Namf_MBSBroadcast_ContextUpdate service operation
Service operation name: Namf_MBSBroadcast_ContextUpdate
Description: This service operation is used to update the broadcast session context towards the AMF.
Inputs, Required: MBS Session ID.
Inputs, Optional: Broadcast service area, N2 container (MBS Session ID, Possible MBS QoS profile, Possible Broadcast service area, Possible Area Session ID, Possible MBS IP Multicast Tunnel Info, MBS FSA ID(s)), Notification Endpoint.
Outputs, Required: Result Indication.
Outputs, Optional: N2 container (MBS Session ID, Area Session ID, NG-RAN MBS Tunnel Info).
* * * End of Changes * * * 

