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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc138251315]6.20.5	5GC-MT-LR Procedure using SL positioning
The procedure is used to estimate the location of a UE by using the location of one or more Located UEs and the distance and/or direction between the UE and the Located UE(s).
Procedure of Figure 6.1.2-1 can be reused, with step 12 of Figure 6.1.2-1 replaced by the step 10-16 of Figure 6.20.3-1 with the following adaptations:
-	UE1 is the target UE, and UEs 2 to n are Located UEs.
-	In step 10, the types of required location results is absolute solution, and the other UEs 2 to n are the candidate Located UE(s) if included. After LMF determines that the assistance of Located UE is needed for Target UE Positioning, LMF decides that Target UE or LMF selects Located UE, and SL-MT-LR request also includes the indication of Target UE/LMF selecting Located UE.
-	In step 14, if UE1 receives the indication of LMF selecting Located UE in step 11, SL-MT-LR responsestep 14 includes the obtained information of all the discovered Located UEs. LMF performs the Located UE selection based on the the obtained information of all the discovered Located UEs, and sends Application Layer ID of the selected Located UEs to the UE1 in step 16. If UE1 receives the indication of Target UE selecting Located UE in SL-MT-LR request, UE1 performs the Located UE selection, and SL-MT-LR response includes Application Layer ID of the selected Located UEs ID. 
* * * * End of changes * * * *
[bookmark: _GoBack]
