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Annex X (Informative): 
Business to Business (B2B) charging architecture and principles
X.1	General
This annex contains the business to business (B2B) charging principles and architectures. 
The B2B describes a type of business relationship in which businesses provide goods or services to other businesses. 
X.2	Charging architecture and references
X.2.1	General
In the B2B scenario, the charging architecture may involve two modes of interaction:
-	Business CHF interaction: the NF (CTF) collects and reports the charging information per business, alternatively it collects and reports the charging information per consumer but for business charging purposes, to the business CHF (i.e. B-CHF).
-	Business CHF via consumer CHF interaction: the NF (CTF) collects and reports the charging information per consumer to a consumer CHF (i.e. C-CHF), and the C-CHF reports the charging information per business to the business CHF (i.e. B-CHF). 
X.2.2	B2B charging architecture and references with business CHF only
In the B2B charging architecture with business CHF only interaction, the charging information collected by the NF (CTF) is per business. 
The B-CHF performs charging functionalities for the business.
The related NF(s) and the corresponding references for B2B charging with business CHF only, but not limited to:
-	Network exposure domain charging: NEF charging per API invocation/notification, as specified in TS 32.254 [14].
-	Edge charging: CEF based charging and EAS deployment charging, as specified in TS 32.257 [17].
-	Short message charging: SMSF charging for IoT, as specified in TS 32.274 [34], in this case the charging information is collected per consumer but used in a business contest.
-	Prose charging: ProSe Function or DDNMF for prose discovery and prose communication charging, as specified in TS 32.277 [37], in this case the charging information is collected per consumer but used in a business contest. 
-	5G LAN charging: NEF charging/CEF based charging for 5G LAN management and configuration, as specified in TS 32.254 [14].
-	NPN charging: SMF and AMF charging for the inter-provider charging of NPN, as specified in TS 32.255 [15] and TS 32.256 [16], in this case the charging information is collected per consumer but used in a business contest.
-	Network slice charging: NSPA, NSM, NSACF and NSSAAF charging per S-NSSAI for network slice. 
-	TSN charging: TSN AF charging for TSN Bridge management and configuration, NEF and TSCTSF charging for the enabler of TSC and TS.
X.2.3	B2B charging architecture and references with business CHF via consumer CHF
In the B2B charging architecture with business CHF via consumer CHF interaction, the charging information collected by the NF (CTF) is per consumer. 
The C-CHF performs charging functionalities for the consumer.
The B-CHF performs charging functionalities for the business.
The related NF(s) and the corresponding references for the B2B charging with business CHF via consumer CHF include, but not limited to:
-	Network slice charging: multiple CCSs to support converged charging for tenant and UEs belonging to the tenant at same time, as described in Annex D in TS 32.255 [71]. 
-	TSN charging: SMF charging for TSC traffic in TSN bridge. 
[bookmark: MCCQCTEMPBM_00000033][bookmark: MCCQCTEMPBM_00000034][bookmark: MCCQCTEMPBM_00000025][bookmark: MCCQCTEMPBM_00000035]
	End of change



