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	First change


[bookmark: _Toc138245692][bookmark: _Toc533611318]5.1.2	Requirements 
The following are high-level charging requirements specific to the 5G connection and mobility charging:
-	The AMF shall support converged online and offline charging using service based interface.
-	The AMF shall collect charging information per UE registration to the 5GS.  
-	The AMF shall collect charging information per UE N2 connection between the 5G-AN and the AMF.
-	The AMF shall collect charging information per UE location reporting.
-	The AMF may collect charging information including CAG Identifier(s) per UE registration to the 5GS.
-	In roaming scenario, the AMF shall collect charging information per in-bound roamer UE registration in 5GS, for both V-PLMN and Home PLMN.
	Next change


5.2.1.x	PNI-NPN Charging
A Public Network Integrated NPN (PNI-NPN), i.e. a non-public network deployed with the support of a PLMN, is specified in clause 5.30.3 of TS 23.501 [200]. End user charging for PNI-NPN network usage of access is based on registration management charging in AMF.
The AMF can collect charging information including CAG Identifier(s) per UE registration to the 5GS, if available, and sends it to CHF. The CAG information of the UE is included in the subscription as part of the Mobility Restrictions as defined in clause 5.30.3 of TS 23.501 [200]:
-	an Allowed CAG list i.e. a list of CAG Identifiers the UE is allowed to access; and
-	optionally, a CAG-only indication whether the UE is only allowed to access 5GS via CAG cells.
The charging information collected by AMF can also be S-NSSAI or dedicated DNNs, or dedicated DNN and S-NSSAI combination.
	
End of changes



