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[bookmark: _Toc145582231]5.2.1.6	QoS flow Based Charging (QBC)
QoS flow Based Charging allows the SMF to collect charging information related to data volumes per PDU session, categorized per QoS Flow. QBC doesn't support quota management.
The user can be identified by SUPI. 
For a given PDU session, QBC shall be performed by the SMF within the same charging session used for Flow Based Charging. For the case where QBC is performed from SMF in VPLMN, Flow Based Charging is not applicable and there is no possibility to have quota management for the PDU Session. For the case where QBC is performed from SMF in HPLMN, FBC can be performed or not performed at the same time according to operator's policy.
The SMF categorizes the volume within PDU session by QoS Flow identified by QoS Flow Identifier (QFI). 
The amount of data counted for the QoS Flow shall be the user plane payload at the UPF.
Table 5.2.1.6.1 summarizes the set of default trigger conditions and their category which shall be supported by the SMF in QBC. For "immediate report" category, the table also provides the corresponding Charging Data Request [Initial, Update, Termination] message sent from SMF towards the CHF.
Table 5.2.1.6.1: Default Chargeable events in SMF for QBC 
	Chargeable event
	Trigger level
	Default category

	CHF allowed to change category 
	CHF allowed to enable and disable
	Message when "immediate reporting" category

	Start of PDU session
	PDU session  
	Immediate
	Not Applicable
	Not Applicable
	Charging Data Request [Initial]

	Start of a QoS Flow
	QoS Flow  
	Deferred
	Not Applicable
	Not Applicable
	Charging Data Request [Update]


	Change of Charging conditions
	

	QoS change
	QoS Flow
	Deferred
	Yes
	Yes
	

	GFBR guaranteed status change
	QoS Flow
	Deferred
	Yes
	Yes
	

	User Location change
	PDU session
	Deferred
	Yes
	Yes
	

	Serving Node change
	PDU session
	Deferred
	Yes
	Yes
	

	Change of 3GPP PS Data off Status
	PDU session
	Deferred
	Yes
	Yes
	

	Tariff time change
	PDU session
	Deferred
	No
	No
	

	UE time zone change
	PDU session
	Immediate
	Yes
	Yes
	

	PLMN change
	PDU session
	Immediate
	Yes
	Yes
	

	RAT type change
	PDU session
	Immediate
	Yes
	Yes
	

	Session-AMBR change
	PDU session
	Immediate
	Yes
	Yes
	

	Addition of UPF 
	PDU session
	Immediate
	Yes
	Yes
	

	Removal of UPF 
	PDU session
	Immediate
	Yes
	Yes
	

	Handover cancel
	PDU session
	Immediate
	Yes
	Yes
	

	Handover start
	PDU session
	Immediate
	Yes
	Yes
	

	Handover complete
	PDU session
	Immediate
	Yes
	Yes
	

	Redundant transmission change
	QoS Flow
	Immediate
	Yes
	Yes
	

	Limit per PDU session
	

	Expiry of data time limit per PDU session
	PDU session
	Immediate
	No

	Yes
	

	Expiry of data volume limit per PDU session
	PDU session
	Immediate
	No
	Yes
	

	Expiry of data event limit per PDU session
	PDU session
	Immediate
	No
	Yes
	

	Expiry of limit of number of charging condition changes
	PDU session
	Immediate
	No
	Yes
	

	Limit per QoS Flow
	

	Expiry of data time limit per QoS Flow
	QoS Flow  
	Deferred
	Yes
	Yes
	

	Expiry of data volume limit per QoS Flow
	QoS Flow  
	Deferred
	Yes
	Yes
	

	Others 
	

	End of QoS Flow
	QoS Flow  
	Deferred
	Yes
	Yes
	

	Management intervention
	PDU session
	Immediate
	No
	No
	

	V-SMF change
	PDU session
	Immediate
	Not Applicable
	Not Applicable
	Charging Data Request [Initial]
Charging Data Request [Termination]

	End of PDU session 
	PDU session
	Immediate
	No
	No
	Charging Data Request [Termination]

	Abort request is received from the CHF
	PDU session
	Immediate
	No
	No
	

	NOTE 1:	If GFBR guaranteed status change is enabled, SMF needs to ensure the request for the notification from the access network (i.e. 3GPP RAN) when the GFBR can no longer (or can again) be guaranteed for a QoS Flow during the lifetime of the QoS Flow.
NOTE 2: The columns CHF allowed to change category, and CHF allowed enable and disable are only applicable for the PDU session establishment, for other cases they are not applicable.



The default "Limit" trigger conditions, are trigger thresholds configured in the Charging Characteristics applied to the PDU session for QBC. It shall be possible for the CHF to override these default triggers when providing Charging Data Response [Initial], either to disable the triggers, or to enable triggers new thresholds value. 
For QBC the following details of chargeable events and corresponding actions in the SMF are defined in Table 5.2.1.6.2:
Table 5.2.1.6.2: Chargeable events and their related actions in SMF for QBC
	Chargeable event
	Conditions
	SMF action

	Start of PDU session
	
	Charging Data Request [Initial].

	Start of a QoS Flow
	Start of the QoS Flow associated with the default QoS rule
	Charging Data Request [Update].

	
	Start of a QoS Flow
	Start new counts with time stamps.

	V-SMF change
	If the session is moved to the V-SMF
	Charging Data Request [Initial].

	
	If the session is moved from the V-SMF
	Charging Data Request [Termination]
Close the counts with time stamps

	End of a QoS Flow
	
	Close the counts with time stamps for the QoS flows

	End of PDU session 
	
	Charging Data Request [Termination]
Close the counts with time stamps

	Change of charging condition in the SMF (e.g. QoS change, Session-AMBR change, user location change, Radio access type change, PLMN change, Serving Node change, UE Time Zone change, change of 3GPP PS Data Off status, GFBR guaranteed status change)
	If the corresponding trigger is enabled
	Close the counts and start new counts with time stamps for all active QoS flows.

	
	If the corresponding trigger is enabled and the category is set to "immediate reporting"
	Charging Data Request [Update]

	Handover start
	If the corresponding trigger is enabled
	Close the counts with time stamps and start new counts with time stamps.

	
	If the corresponding trigger is enabled and the category is set to "immediate reporting"
	Charging Data Request [Update].

	Handover cancel
	If the corresponding trigger is enabled
	Close the counts with time stamps and start new counts with time stamps for active QoS flows.

	
	If the corresponding trigger is enabled and the category is set to "immediate reporting"
	Charging Data Request [Update].

	Handover complete
	If the corresponding trigger is enabled
	Close the counts and start new counts with time stamps for active QoS flows.

	
	If the corresponding trigger is enabled and the category is set to "immediate reporting"
	Charging Data Request [Update]

	Redundant transmission change
	If the corresponding trigger is enabled and the category is set to "immediate reporting"
	Charging Data Request [Update]. 
Close the counts and start new counts with time stamps.

	Addition of UPF
	If the corresponding trigger is enabled
	Start new counts with time stamps for the added UPF.

	
	If the corresponding trigger is enabled and the category is set to "immediate reporting"
	Charging Data Request [Update].

	Removal of UPF
	If the corresponding trigger is enabled
	Close the counts with time stamps for the removed UPF

	
	If the corresponding trigger is enabled and the category is set to "immediate reporting"
	Charging Data Request [Update].

	Expiry of time limit per QoS Flow
	If the corresponding trigger is enabled
	Close the counts with time stamps.

	
	If the category is set to "immediate reporting"
	Charging Data Request [Update]

	
	If the QoS Flow is still active
	Start new counts with time stamps

	Expiry of data volume limit per QoS Flow
	If the corresponding trigger is enabled
	Close the counts with time stamps

	
	If the category is set to "immediate reporting"
	Charging Data Request [Update]

	
	If the QoS Flow is still active
	Start new counts with time stamps

	Expiry of time limit per PDU session
	If the corresponding trigger is enabled
	Close the counts with time stamps for all QoS flows.

	
	If the category is set to "immediate reporting"
	Charging Data Request [Update]

	
	If the PDU session is still active
	Start new counts with time stamps for all active QoS flows

	Expiry of data volume limit per PDU session
	If the corresponding trigger is enabled
	Close the counts with time stamps for all QoS flows.

	
	If the category is set to "immediate reporting"
	Charging Data Request [Update]

	
	If the PDU session is still active
	Start new counts with time stamps for all active QoS flows

	Expiry of a limit of number of charging condition changes per PDU session
	If the corresponding trigger is enabled
	Close the counts with time stamps for all QoS flows.

	
	If the category is set to "immediate reporting"
	Charging Data Request [Update]

	
	If the PDU session is still active
	Start new counts with time stamps for all active QoS flows

	Management intervention
	
	Charging Data Request [Update]
Close the counts with time stamps for all QoS Flows

	
	If the PDU session is still active
	Start new counts with time stamps

	Abort
	
	Charging Data Request [Termination]
Close the counts with time stamps



The CDR generation mechanism processed by the CHF upon receiving Charging Data Request [Initial, Update, Termination] issued by the SMF for these chargeable events in QBC, is specified in clause 5.2.3.

	Second change



5.2.2.12.7	Intra-PLMN V-SMF change 
The following figure 5.2.2.12.7.1 describes the Home Routed PDU Session case in which the UE moves out of V-SMF service area in the serving PLMN to a new V-SMF service area in the serving PLMN, based on figure 4.23.4.3-1 of TS 23.502 [201], with I-SMF replaced by V-SMF in I-SMF change scenario:


Figure 5.2.2.12.7.1: Roaming Home routed PDU session intra-PLMN V-SMF change
0ch-a and 0ch-b: same as in Figure 5.2.2.12.6.1.
1-2.	UE moves out of the old V-SMF service area, and the new AMF determines the new V-SMF service area in the same VPLMN. 
3- 4b.	SM Context retrieval by new V-SMF from the old V-SMF. The "Charging Identifier 1", the "Home roaming charging profile", and the V-CHF address, are conveyed to the new V-SMF.
4ch-a. A Charging Data Request [Initial] is sent to V-CHF, indicating "in-bound roamer" and "Charging Identifier 1" received on step 4b, with a trigger indicating V-SMF change.
NOTE: Since the same V-CHF is used, the "Home roaming charging profile" to be used is already known by the V-CHF
4ch-b. The V-CHF opens a CDR (indicating “in-bound roamer”).
4ch-c. The V-CHF acknowledges by sending Charging Data Response [Initial] to new V-SMF. 
4ch-d. A Charging Data Request [Termination] is sent to V-CHF, with “Charging Identifier 1”, with a trigger indicating V-SMF change.
4ch-e. The V-CHF closes the CDR.
4ch-f. The V-CHF acknowledges by sending Charging Data Response [Termination] to old V-SMF. 
5-21.	Same steps as in Figure 5.2.2.12.6.1, except the "Roaming charging profile" is not renegotiated, i.e., not contained in steps 8a, 8ach-a, 8ach-c, 8c and 8cch-a. 

	End of changes
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