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[bookmark: _Toc19715542][bookmark: _Toc51326740][bookmark: _Toc51326857][bookmark: _Toc145687720]7.2	Procedure of Network Slice Instance Allocation
The Figure 7.2-1 illustrates the procedure of creating a new NSI or using an existing NSI to satisfy the required network slice related requirements. 
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[bookmark: _CRFigure7_21]Figure 7.2-1: Network Slice Instance Allocation Request procedure
1a-1)	Network Slice Management Service Provider (NSMS_P) receives an AllocateNsi request (see AllocateNsi operation defined in clause 6.5.1) from Network Slice Management Service Consumer (NSMS_C) with network slice related requirements (the network slice related requirements are defined as the attributes in the ServiceProfile see clause 6.3.3 in TS 28.541 [6]). 
1a-2)	The NSMS_P creates an NetworkSliceController MOI and configures attribute serviceProfileId to control and monitor network slice allocation process. NSMS_P starts to perform the network slice allocation process. 
1a-3)	The NSMS_P sends AllocateNsi response to the NSMS_C. The serviceProfileId is included in the AllocateNsi response. 
1a-4) NSMS_P sends notification (see notfyMOICreation defined in TS 28.532 [8]) to NSMS_C to notify the DN of the created NetworkSliceController instance.
1b-1)	NSMS_P receives a createMOI request (see createMOI operation defined in TS 28.532 [8]) from NSMS_C with network slice controller (see NetworkSliceController IOC and its attribute defined in TS 28.541[6]) including the network slice related requirements in attribute inputServiceProfile. 
1b-2)	The NSMS_P creates an MOI of NetworkSliceController. 
1b-3)	The NSMS_P sends the response to NSMS_C for the createMOI request.
NOTE: Network slice allocation may be initiated using AllocateNsi operation as described in steps 1a or createMOI operation as described in steps 1b.
2)	Based on the network slice related requirements and the knowledge of the capabilities of existing deployed network slices, the NSMS_P may compare/match the provided requirements against all the candidate NetworkSlice MOIs, and then decides whether to use an existing NetworkSlice MOI or create a new NetworkSlice MOI. If the network slice related requirements allow the requested NetworkSlice MOI to be shared and if an existing suitable NetworkSlice MOI can be reused, the NSMS_P may decide to use the existing NetworkSlice MOI. 
3a-1)	If using an existing NetworkSlice MOI, the NSMS_ P identifies the NetworkSlice MOI to be re-used. 
3a-2)	The NSMS_P configures NetworkSlice MOI with the DN of NetworkSliceController MOI.
3a-3)	NSMS_P configures the NetworkSliceController MOI attribute networkSliceRef with DN of NetworkSlice MOI (identified in step 3a-1). 
3a-4) If the existing NetworkSlice MOI needs to be modified to satisfy the network slice related requirements, the NSMS_P invokes the procedure of network slice instance modification as described in clause 7.6.
3b-1) If creating a new NetworkSlice MOI, the NSMS_P derives the network slice subnet related requirements from the received network slice related requirements. Before NSMS_P derives the network slice subnet related requirements, NSMS_P may invoke corresponding network slice subnet capability information querying procedure as described in clause 7.8.
3b-2)	The NSMS_P invokes the procedure of network slice subnet instance allocation as described in clause 7.3. Before NSMS_P invokes the procedure, NSMS_P may invoke corresponding procedure of feasibility check and reservation of network slice subnet as described in clause 7.14.
3b-3)	The NSMS_P creates the NetworkSlice MOI and configures the DN of NetworkSliceSubnet MOI and DN of NetworkSliceController MOI, other configuration information may be configured for the created NetworkSlice MOI.

NOTE:	The detailed configuration information is described in network slice NRM (see NetworkSlice IOC defined in clause 6.3.1 in TS 28.541 [6]).
3a-5)	NSMS_P configures the NetworkSliceController MOI attribute networkSliceRef with DN of NetworkSlice MOI (created in step 5b-1). 
4)	NSMS_P configures NetworkSliceController MOI attributes operationalState, administrativeState, availabilityStatus and processMonitor to indicate completion of the procedure. 
The NSMS_C may check the status and completion of the network slice allocation procedure any time by monitoring the values of NetworkSliceController MOI attributes operationalState, administrativeState, availabilityStatus and processMonitor by querying the values or by subscribing to notifications. 
The following step 5 describes the procedures for NSMS_C to monitor network slice allocation progress and result. These steps can happen anytime after the NetworkSliceController MOI is created and its DN is notified to the NSMS_C (step 1a-1 or step 1b-3).
5a)	The NSMS_P sends notification (see notifyMOIAttributeValueChanges defined in TS 28.532 [8]) to NSMS_C to notify the progress and result for network slice allocation process (see attributes in NetworkSliceController IOC). 
5b)	The NSMS_PNSMS_C sends query request to NSMS_P to query the attribute values of NetworkSliceController MOI (see getMOIAttributes operation defined in TS 28.532 [8]) to obtain the progress and result (including DN of the NetworkSlice MOI) for network slice allocation process.
[bookmark: _Toc19715543][bookmark: _Toc51326741][bookmark: _Toc51326858][bookmark: _Toc145687721]7.3	Procedure of Network Slice Subnet Instance Allocation
The Figure 7.3-1 illustrates the procedure of creating a new network slice subnet instance or using an existing network slice subnet instance to satisfy the required network slice subnet related requirements.
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[bookmark: _CRFigure7_31]Figure 7.3-1: Network Slice Subnet Instance Allocation Request procedure
1a-1)	Network Slice Subnet Management Service Provider (NSSMS_P) receives an AllocateNssi request (see AllocateNssi operation defined in clause 6.5.2) from Network Slice Subnet Management Service Consumer NSSMS_C with network slice subnet related requirements (network slice subnet related requirements defined in SliceProfile see clause 6.3.4 in TS 28.541 [6]).
1a-2)	The NSSMS_P creates an MOI of NetworkSliceSubnetController and configures attribute sliceProfileId to control and monitor network slice subnetallocation process. NSSMS_P starts to perform the network slice subnet allocation process.
1a-3) The NSSMS_P sends AllocateNssi response to the NSSMS_C. The sliceProfileId is included in the AllocateNssi response.
1a-4) NSSMS_P sends notification (see notfyMOICreation defined in TS 28.532 [8]) to NSSMS_C to notify the DN of the created NetworkSliceSubnetController instance.
1b-1)	NSSMS_P receives a createMOI request (see createMOI operation defined in TS 28.532 [8]) from NSSMS_C with network slice subnet controller (see NetworkSliceSubnetController IOC and its attribute defined in TS 28.541[6])) including the network slice subnet related requirements in attribute inputSliceProfile. 
1b-2)	The NSSMS_P creates an MOI of NetworkSliceSubnetController. 
1b-3)	The NSSMS_P sends the response to NSSMS_C for the createMOI request.
NOTE: Network slice subnet allocation may be initiated using AllocateNssi operation as described in steps 1a or createMOI operation as described in steps 1b.
2) NSSMS_P may invoke corresponding procedure of feasibility check and reservation of network slice subnet as described in clause 7.14. If the network slice subnet related requirements can be satisfied, the following step 3) to step 5) are needed, else go to step 6).
3)	Based on the network slice subnet related requirements and the existing NetworkSliceSubnet MOI capabilities, NSSMS_P decides whether to use an existing NetworkSliceSubnet MOI or create a new NetworkSliceSubnet MOI. If the network slice subnet related requirements allow the requested NetworkSliceSubnet MOI to be shared and if an existing suitable NetworkSliceSubnet MOI can be reused, the NSSMS_P decides to use the existing NetworkSliceSubnet MOI.
4a-1) If using an existing NetworkSliceSubnet MOI, the NSSMS_ P identifies the NetworkSliceSubnet MOI to be re-used.
4a-2)	The NSSMS_P configures NetworkSliceSubnet MOI (attribute networkSliceSubnetControllerRef) with the DN of NetworkSliceSubnetController MOI.
4a-3)	NSSMS_P configures the NetworkSliceSubnetController MOI (attribute networkSliceSubnetRef) with DN of NetworkSliceSubnet MOI (identified in step 4a-1). 
4a-4)	If the existing NetworkSliceSubnet MOI needs to be modified to satisfy the network slice subnet related requirements, the NSSMS_P invokes the procedure of network slice subnet instance modification as described in clause 7.7.
4b-1)	If using a new NetworkSliceSubnet MOI, the NSSMS_P creates an MOI of NetworkSliceSubnet. The NSSMS_P configures NetworkSlice MOI (attribute networkSliceSubnetControllerRef) with DN of NetworkSliceSubnetController MOI.
4b-2)	NSSMS_P configures the NetworkSliceSubnetController MOI (attribute networkSliceSubnetRef) with DN of NetworkSliceSubnet MOI (identified in step 4b-1). 
4b-3) NSSMS_P derives the corresponding network slice subnet constituent (i.e., NF constituent NetworkSliceSubnet) related requirements and transport network related requirements (e.g., 3GPP endpoint information, latency requirements, bandwidth requirements and isolation requirements) from the received network slice subnet related requirements. Part of these requirements may be referenced by attribute epTransportRef as defined in clause 6.3.2.2 in TS 28.541[6]. Before NSSMS_P derives the constituent network slice subnet related requirements, NSSMS_Provider may invoke corresponding network slice subnet capability information querying procedure as described in clause 7.8.2.
4b-4)	If the NetworkSliceSubnet MOI contains virtualisation part (i.e. VNF or VL), NSSMS_P derives the NS instance instantiation information (the NS instance instantiation information is described in clause 7.3.2.2 and clause 7.3.3.2 [3]) based on network slice subnet related requirements. NSSMS_P determines new VNF instance(s) that need to be deployed and the existing VNF instance(s) that need to be reused according to the necessary network function(s) and then derives the profile of virtual link(s) according to the connection requirements between the network functions. NSSMS_P chooses a proper NSD deployment flavour and creates data concerning the SAPs of the NS instance. NSSMS_P invokes the NS instantiation procedures to create a NS instance. 

NOTE:	NS instantiation procedure is described in TS 28.526 [7].
4b-5)	NSSMS_P configures NetworkSliceSubnet MOI attribute nsInfo with NS instance information.
4b-6) For each required constituent network slice subnet (NetworkSliceSubnet MOIs), the following step 4b-6a) and 4b-6b) are needed:
4b-6a)	NSSMS_P invokes procedure of network slice subnet instance allocation.
4b-6b)	NSSMS_P configures NetworkSliceSubnet MOI attribute networkSliceSubnetRef with DN of NetworkSliceSubnet MOI.
4b-7)	For each required constituent NF instance (ManagedFunction MOI), the following step 4b-7a) and 4b-7b) are needed:
4b-7a)	NSSMS_P invokes procedure of NF instance creation described in clause 7.10 or procedure of NF instance modification described in clause 7.11.
4b-7b)	NSSMS_P configures NetworkSliceSubnet MOI attribute managedFunctionRef with DN of ManagedFunction MOI.
4b-8)	For each required transport network related requirements, NSSMS_P invokes corresponding procedure of coordination with relevant TN Manager to handle the TN part as described in clause 7.9.
5)	NSSMS_P configures NetworkSliceSubnetController MOI attributes operationalState, administrativeState, availabilityStatus and processMonitor to indicate completion of the procedure. 
The NSSMS_C may check the status and completion of the network slice subnet allocation procedure any time by monitoring the values of NetworkSliceSubnetController MOI attributes operationalState, administrativeState, availabilityStatus and processMonitor by querying the values or by subscribing to notifications.
Following step 6) describes the procedures for NSSMS_C to monitor network slice subnet allocation progress and result. These steps can happen anytime after the NetworkSliceSubnetController MOI is created and its DN is notified to the NSSMS_C (step 1a-4 or step 1b-3).
6a) The NSMS_P NSSMS_P sends notification (see notifyMOIAttributeValueChanges defined in TS 28.532 [8]) to NSMS_C NSSMS_C to notify the progress and result for network slice subnet allocation process (see attributes in NetworkSliceController NetworkSliceSubnetController IOC). 
6b) The NSSMS_CNSMS_Provider sends query request to NSSMS_PNSMS_Provider to query the attribute value of NetworkSliceController instance NetworkSliceSubnetController MOI (see getMOIAttributes operation defined in TS 28.532 [8]) to obtain the progress and result (including DN of the NetworkSlice instanceNetworkSliceSubnet MOI) for network slice subnet allocation process.

	[bookmark: _Hlk127189368]Next Change



[bookmark: _Toc145687768]C.3	Procedure of Network Slice Subnet Instance Allocation
@startuml
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actor "NSSMS_C" as NSSMS_Consumer
participant "NSSMS_P" as NSSMS_Provider

'alt CRUD operations not visible to the consumer
alt NSSMS_C sends AllocateNssi request
   NSSMS_Consumer -> NSSMS_Provider: 1a-1. AllocateNssi(SliceProfile) Request
   NSSMS_Provider -> NSSMS_Provider: 1a-2. Creates NetworkSliceSubnetController MOI
   NSSMS_Provider --> NSSMS_Consumer: 1a-3. AllocateNssi(SliceProfileId) Response
   NSSMS_Provider -> NSSMS_Consumer: 1a.4. notifyMOICreation(\n\tobjectClass=NetworkSliceSubnetController, \n\tobjectInstance=DN of NetworkSliceSubnetController MOI,...)
else NSSMS_C sends createMOI request
   NSSMS_Consumer -> NSSMS_Provider: 1b-1. createMOI(\n\t managedObjectClass=NetworkSliceSubnetController, \n\t attributeListIn=inputSliceProfile,...) Request
   NSSMS_Provider -> NSSMS_Provider: 1b-2. Creates NetworkSliceSubnetController MOI
   NSSMS_Provider --> NSSMS_Consumer: 1b-3. createMOI() Response
end

ref over NSSMS_Provider
   2. Procedure of feasibility check and reservation of network slice subnet
end ref

NSSMS_Provider -> NSSMS_Provider: 3. Decides to create a new NetworkSliceSubnet MOI\
                              \n\t or use an existing NetworkSliceSubnet MOI.

alt Using an existing NetworkSliceSubnet MOI
   NSSMS_Provider -> NSSMS_Provider: 4a-1. Identifies the NetworkSliceSubnet MOI to re-use
   |||
   NSSMS_Provider -> NSSMS_Provider: 4a-2. Configures NetworkSliceSubnet MOI with DN of NetworkSliceSubnetController MOI
   NSSMS_Provider -> NSSMS_Provider: 4a-3. Configures NetworkSliceSubnetController MOI with\nDN of NetworkSliceSubnet MOI 

   opt If the existing NetworkSliceSubnet MOI needs to be modified
      |||
      ref over NSSMS_Provider
         4a-4. Procedure of Network Slice Subnet Instance Modification
      end ref
   end opt

else Using a new NetworkSliceSubnet MOI

   NSSMS_Provider -> NSSMS_Provider: 4b-1. Creates an MOI of NetworkSliceSubnet and \nconfigures NetworkSliceSubnet MOI with DN of NetworkSliceSubnetController MOI

   NSSMS_Provider -> NSSMS_Provider: 4b-2. Configures NetworkSliceSubnetController MOI with\nDN of NetworkSliceSubnet MOI 

   NSSMS_Provider -> NSSMS_Provider: 4b-3. Derives the requirements for corresponding\n network slice subnet constituent(s) and transport network
   opt If the NetworkSliceSubnet MOI to be created contains virtualization part (i.e., VNF or VL)
      |||
      ref over NSSMS_Provider
      4b-4. NS instantiation procedure
      end ref
      NSSMS_Provider -> NSSMS_Provider: 4b-5. Configures the NetworkSliceSubnet MOI attribute nsInfo
   end opt
   loop 4b-6. for each constituent NetworkSliceSubnet MOI
      |||
      ref over NSSMS_Provider
      4b-6a. Procedure of Network Slice Subnet Instance Allocation
      end ref
      NSSMS_Provider -> NSSMS_Provider: 4b-6b. Configures the NetworkSliceSubnet MOI \n attribute networkSliceSubnetRef with the DN constituent NetworkSliceSubnet 
   end loop

   loop 4b-7. for each constituent Network Function
      |||
      ref over NSSMS_Provider
      4b-7a. \tProcedure of NF instance creation or 
      \t\tProcedure of NF instance modification
      end ref
      NSSMS_Provider -> NSSMS_Provider: 4b-7b. Configures the NetworkSliceSubnet MOI \n attribute managedFunctionRef with the DN constituent ManagedFunction
   end loop

   loop for each transport network requirements
      |||
      ref over NSSMS_Provider
      4b-8. Procedure of TN coordination 
      supporting network slicing
      |||
   end ref
   end loop
end alt

|||
NSSMS_Provider -> NSSMS_Provider: 5. Configures attributes of NetworkSliceSubnetController MOI\nindicating completion of the procedure

group Monitoring network slice subnet allocation progress and result. \nThis can be happened anytime after step NetworkSliceSubnetControllerNetworkSliceSliceController is created (i.e., step 1a-2 or step 1b-2)
alt obtain the progress and result by subscribe-notification method
    NSSMS_Provider -> NSSMS_Consumer: 6a. Notify network slice subnet allocation progress and result \n (DN of NetworkSliceSubnetControllerNetworkSliceSliceController MOI and its attributes)
else obtain the progress and result by query method
    NSSMS_Consumer -> NSSMS_Provider: 6b-1. Request to query the \n NetworkSliceSubnetController information (DN of NetworkSliceSubnetController MOINetworkSliceSliceController)
    NSSMS_Provider -> NSSMS_Consumer: 6b-2. Response with the NetworkSliceSubnetController \n information (DN of NetworkSliceSubnetController MOINetworkSliceSliceController and values of its attribute)       
end alt


@enduml


	End of change




image1.png
/N
Nsiis_c NSMS_P

alt TNSMS_C sends Allocatelisi request]
| 12-1. AllocateNsi(SeniceProfilz) Request

12:2. Creates NetworkSliceController MOI

1a-4. notifyMOICreation(
objectClass=NetworkSliceContraller,

<
| objectinstance=DN of NetworkSliceController MOI,...)

HiSHHS € sends creatsnioi requsst]
1 1b-1. creatsMOI(

| managedObjectClass=NetworkSliceController,
! attributeListin=inputSeniceProfle, ) Request

2. Creates NetworkSliceContraller MOI

12, Decides to create a new NetworkSlice MOl
or use an existing NetworkSlics MOl

alt [USing an existing lletworkSiice MOI]
| 3a-1. Identifies the NetworkSlice MOl to re-use

1

3a-2. Configures NetwarkSlice MO with
of NetworkSliceContraller MOl

15

3a3. Configures NetwarkSliceCantroller MOI with
of NetworkSlice MOl

1l

opt_J
ref
3a-4. Procedre of Network Slice Instance Modification

If the existing NetworkSlice MOl needs 1o be modified]

roating a new fietworkSiice MOi]
| 3b-1. Derives the network slice subnet related requirements

ref |
4b-2. Procedure of Network Slice Subnst Instance Allocation

3b:3. Creates NetworkSlice MOl and
| configures NetworkSlice MOl with

1 DN of NetworkSliceController MOl and
| DN of NetworkSliceSubnet MOl

1 3b-4. Configures NetwarkSliceCantroller MOI with
|_DN of NetworkSlice MOl

—

| 4. Updates attributes of NetworkSlice Controller MO
1 indicating completion of the procedure

alt [obtain the progress and result by subscribe-notification method]

I 5a. Notify network slice allocation progress and result i

| (DN of NetworkSiiceController MOl and is attributes)

| 5b-1. Request to query the
| NetworkSliceController information (DN of NetworkSliceController)

| 5b-2. Responss with the NetworkSliczController
| ¢ Information (DN of NetworkSliceController and values of s attbute)

>





image2.png
NSSMS_C ‘ NEENE R

alt TNSSMS_C sends Allocatelissi request]
| 1a-1. AllocateNssi(SliceProfie) Request

>

1

Creates NetworkSliceSubnstContraller MOI

:I

123, AllocateNssi(SliceProfleld) Response |

1a.4. notifyMOICreation(
objectClass=NetworkSliceSubnetController,

<
! objectinstance=DN of NetworkSliceSubnetCantroller MO,..)

-

TSSHIS C sends createMoi requesti

| 1b-1. createMOI( |
| managedObjectClass=NetworkSliceSubnetController, |

attributeListin=inputSliceProfile,.) Request

103, creatsMOI Response

ref
2 Procedure of feasibility check and reservation of network slice subnet

3. Decides to create a new NetworkSliceSubnet MOI
or use an existing NetworkSliceSubnet MOL

alt [Using an existing letworkShiceSubnet MOI|
4a-1. Identifies the NetworkSliceSubnet MOI to re-use

1

432 Configures NetworkSliceSubnet MOI with DN of NetwarkSliceSubnetContraller MOI

i

4a-3. Configures NetworkSliceSubnetController MOl with
of NetworkSliceSubnet MOl

i

opt__J " [ithe cxisting letworkSliceSubnet MOl needs to be modiied]
ref
4a-4. Procedure of Network Slice Subnet Instance Modification

[Using a new lietworkSiiceSubnet MOI]

| 4b-1. Creates an MOI of NetworkSliceSubnat and
1 configures NetworkSliceSubnet MOl with DN of NetworkSliceSubnetContraller MO

| 4b-2. Configures NetworkSliceSubnetController MOl with
1 DN of NetworkSliceSubnet MOl
| 4b-3. Derives the requirements for corresponding
1 _network slice subnet constituent(s) and transport network

opt__J [ the NetworkSiiceSubnet MOI to be created contains virtualization part (.o, VIF or VL)]

ref
4b-4. NS instantiation procedure

| 4b-5. Canfigures the NetworkSliceSubnst MOl attribute nsinfo

looj [4-6. for cach constituent NetworkSliceSubnet MOI|

ref
4b-6a. Procedure of Network Slice Subnat Instance Allocation

| 4b-Bb. Configurss the NetworkSliceSubnet MOI
|_attrbute networkSliceSubnetRef with the DN constitusnt NetworkSliceSubnst

x|

loop ) [4-7.or cach constituent Nietwork Function]
wof /)

4b-7a Procedure of NF instance creation o
| Procedure of NF instance modification

| 4b-7b. Configures ths NetworkSliceSubnst MOI
|_attribute managedFunctionRef with the DN constituent ManagedFunction

=]

looj Tfor cach transport network requirements]

ref

4b-8. Frocedure of TN coordination
supporting network slicing

5. Configures attributes of NetworkSliceSubnetContraller MOl
indicating completion of the procedure

—

alt [obtain the progress and result by subscribe-notification method]

| Ba. Notify network slice subnet allocation progress and result
1 (DN of NetworkSliceSliceController MOI and its attributes)

| 6b-1. Request to query the
|_NetworkSliceSubnetController information (DN of NetworkSliceSliceContraller)

6b-2. Response with the NetworkSliceSubnstController

>
information (DN of NetworkSliceSliceController and values of its attribute) |

<





image3.png
@

NSSMS_C ‘ NEsME-R

alt TNSSMS_C sends Allocatelissi request]
| 12-1. AllocateNssi(SliceProfile) Request

Creates NetworkSliceSubnstContraller MOI

123, AllocateNssi(SliceProfleld) Response

1a.4. notifyMOICreation(
objectClass=NetworkSliceSubnetController,
objectinstance=DN of NetworkSliceSubnstController MOI, .)

AT

TSSHIS C sends createMoi requesti

| 1b-1. createMOI( |
i managedObjectClass=NetworkSliceSubnetController, |

attributeListin=inputSliceProfil, ) Request

1b-3. createMOI() Response

ref
2 Procedure of feasibility chsck and resevation of network slice subnet

3. Decides to create a new NetworkSliceSubnet MOI
or use an existing NetworkSliceSubnet MOL

alt [Using an existing lletworkShiceSubnet MOI|
4a-1. Identifies the NetworkSliceSubnet MOI to re-use

e

432 Configures NetworkSliceSubnet MOI with DN of NetwarkSliceSubnetContraller MOI

.

4a-3. Configures NetworkSliceSubnetController MOl with
of NetworkSliceSubnet MOl

ﬂg

opt__J [ the cxisting NetworkSliceSubnet MOI needs to be modiied]
ref
4a-4. Procedure of Network Slice Subnet Instance Modification

i a new etworiciceSubmet WO

| 4b-1. Creates an MOI of NetworkSliceSubnat and
1 configures NetworkSliceSubnet MOl with DN of NetworkSliceSubnetContraller MO

i

4b-2. Configures NetworkSliceSubnetController MOl with
of NetworkSliceSubnet MOl

1

4b-3. Derives the requirsments for corresponding
network slice subnet constituent(s) and transport network

i

opt__) [ the etworkSiiceSubnet MOI to be created contains virtualization part (.o, HIF or VL)]
wof /)

4b-4. NS instantiation procedure

| 4b-5. Canfigures the NetworkSliceSubnst MOl attribute nsinfo

Tooj [4-6.for cach constituent NetworkSliceSubnet MOI|

wof /)
W

6a. Procedure of Netwark Slice Subnet Instance Allocation

| 4b-6b. Configurss the NetworkSlicsSubnet MOI
|_attrbute networkSliceSubnetRef with the DN constitusnt NetworkSliceSubnst

]

loop ) [4-7.or cach constituent lietwork Function]
wof /)

4b-Ta Procedure of NF instance creation or
| Procedure of NF instance modification

| 4b-7b. Configures ths NetworkSliceSubnst MOI
|_attribute managedFunctionRef with the DN constituent ManagedFunction

=]

looj Tfor cach transport network requirements]

ref

4b-8. Procedure of TN coordination
supporting network slicing

5. Configures attributes of NetworkSliceSubnetContraller MOl
indicating completion of the procedure

—

alt [obtain the progress and result by subscribe-notification method]

| Ba. Notify network slice subnet allocation progress and result
! (DN of NetworkSliceSubnetContraller MOI and its attributes)

| Bb-1. Request to query the i
| NetworkSliceSubnetControllerinformation (DN of NetworkSliceSubnstCantroller MOI)

| Bb-2. Response with the NetworkSliceSubnetController !
. iformation (DN of NetworkSiiceSubnet Controler MOI and valuss of s atirbute) |





