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	First Change




[bookmark: _Toc145934674][bookmark: _Toc122692355]5.1.17	Application based charging
If reporting on applications (e.g., edge application) is required, it’s recommended to assign each application with its own service id and it also may provide the Application ID.

	Second change



[bookmark: _Toc50550925][bookmark: _Toc50542261][bookmark: _Toc122692391]B.2.4.3	Detailed message format for converged charging
The following clause specifies per Operation Type the charging data that are sent by CEF for 5G VN group management converged charging. 
The Operation Types are listed in the following order: I (Initial)/T (Termination)/E (Event). Therefore, when all Operation Types are possible it is marked as ITE. If only some Operation Types are allowed for a node, only the appropriate letters are used (i.e. IT or E) as indicated in the table heading. The omission of an Operation Type for a particular field is marked with "-" (i.e. I-E). Also, when an entire field is not allowed in a node the entire cell is marked as "-". 
Table B.2.4.3-1 defines the basic structure of the supported fields in the Charging Data Request message for CEF converged charging. 
Table B.2.4.3-1: Supported fields in Charging Data Request message
	Information Element
	Analytics and Performance
	CEF

	
	Supported Operation Types
	E

	Session Identifier
	E

	Subscriber Identifier
	-

	NF Consumer Identification
	E

	Charging Identifier
	-

	Invocation Timestamp
	E

	Invocation Sequence Number
	E

	One-time Event
	E

	One-time Event Type
	E

	Retransmission Indicator
	E

	Notify URI
	-

	Supported Features
	E

	Service Specification Information
	E

	Triggers
	E

	Multiple Unit Usage 
	-

	5G VNGM Charging Information
	E



Table B.2.4.3-2 defines the basic structure of the supported fields in the Charging Data Response message for CEF converged charging. 
Table B.2.4.3-2: Supported fields in Charging Data Response message
	Information Element
	Analytics and Performance
	CEF

	
	Supported Operation Types
	E

	Session Identifier
	E

	Invocation Timestamp
	E

	Invocation Result
	E

	Invocation Sequence Number
	E

	Session Failover
	-

	Supported Features
	E

	Triggers 
	E

	Multiple Unit information
	-
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