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	Reason for change:
	3GPP TS 32.298 table 5.1.5.0.1.”, specifies Duration as “This field holds the duration of this record.”, and clause 5.1.5.1.3 specifies it as “This field contains the relevant duration in seconds for the session. It is the duration from Record Opening Time to record closure. For partial records this is the duration of the individual partial record and not the cumulative duration.”. The 3GPP TS 32.298 table 5.1.5.0.1 also states that the Duration is a mandatory parameter which means that it also applies to events. In case of "Individual partial record" a new CDR shall be opened for each Charging Data Request [Initial, Update, Termination], charging information shall be added and then closed. This means that in case of events and individual partial record it will be the time from opening i.e., reception of Charging Data Request [Initial, Update, Termination], until closed when the charging information have been added, while for default partial records it would be from the opening until a trigger for partial closing is met. The Duration is in seconds, and any rounding/truncation is not specified in 3GPP.

	
	

	Summary of change:
	Add consideration around rounding/truncation, following 3GPP TS 32.298 clause 5.1.2.2.12.

	
	

	Consequences if not approved:
	The use of rounding/truncation may be misinterpreted which may cause interoperability issues
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This field contains the relevant duration in seconds for the session. It is the duration from Record Opening Time to record closure. For partial records this is the duration of the individual partial record and not the cumulative duration.
It should be noted that the internal time measurements may be expressed in terms of tenths of seconds or even milliseconds and, as a result, the calculation of the duration may result in the rounding or truncation of the measured duration to a whole number of seconds.
Whether or not rounding/truncation is to be used is considered outside the scope of the present document, however it is subject to the following restrictions:
-	A duration of zero seconds shall be accepted providing that the transferred data volume is greater than zero.
-	The same method of truncation/rounding shall be applied to both single and partial records.
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