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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc138279911]7.7.1.2.X	Transmission idle 
Table 7.7.1.2.X-1 describes the information flow transmission idle from the transmission control server to the transmission control participant(s) during silent period (i.e., when no video transmission is ongoing). This information flow is sent over unicast or broadcast.
Table 7.7.1.2.X-1: Transmission idle
	Information element
	Status
	Description

	Media identifier
	O
	Identity of the communication, e.g., by identifying the media flow within a media multiplex, present only if media multiplexing

	Acknowledgement required
	O
	Indicates if acknowledgment from the transmission control participant(s) is required




* * * * next change * * * *
7.7.1.3.X	Transmission idle during an MCVideo session 
During silence, i.e., when no video transmission is ongoing, the transmission control server may send the transmission idle message to all transmission participants from time to time. The transmission control server sends the transmission idle message in the beginning of silence.
Figure 7.7.1.3.X-1 describes the procedure once the transmission idle message is sent from the transmission control server to the transmission control participant(s) during an already established MCVideo session. For simplicity, only three MCVideo UEs are participating in the MCVideo session. 
Pre-condition:
1.	MCVideo session is established between MCVideo clients (client A and client B) and MCVideo server.
2.	The transmission control is established between the transmission control participants and transmission control server.
3.	The transmission control participant A has been granted the permission to transmit media.


Figure 7.7.1.3.X-1: Transmission idle 
1.	The media transmission has ended according to clause 7.7.1.3.6.
2a – 2c.	If no other MCVideo user has permission to transmit the media, then the transmission control server sends the transmission idle message to the transmission control participants.
3.	The transmission control participants may notify the MCVideo users about the transmission idle i.e., silent period.
NOTE:	The transmission idle may be sent multiple times during the MCVideo session. 

* * * * End of changes * * * *
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