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* * * * First Change * * * *
[bookmark: _Toc146236025][bookmark: _Toc146236019][bookmark: _Toc146236024]9.3.2.11	Monitor Location Subscription Request
Table 9.3.2.11-1 describes the information flow from the VAL server to the LM server for monitoring the location deviation of the VAL UE(s) or for updating an existing monitor location subscription.
[bookmark: _Hlk147056732]Table 9.3.2.11-1: Monitor Location Subscription Request
	Information element
	Status
	Description

	Identity
	M
	Identifier of the VAL users or VAL UE whose location monitoring is requested to be monitored in a given location (NOTE).

	Area of Interest
	M
	Geographic area location information where the VAL server wishes to monitor the VAL UE's location adherence. This could be geographical co-ordinates or VAL service area identified by the VAL service area ID.

	Notify Interval
	M
	Periodic time interval in which the LM server needs to notify the VAL UE's location information to the VAL server.

	Notification Target URI
	M
	Target URI where the VAL server wishes to receive the notifications about VAL UE's location.

	Timeout
	O
	A timeout period when subscription response is not received.

	NOTE: 	This information element shall not be updated via monitor location subscription update procedure in clause 9.3.2.12a.



9.3.2.12	Monitor Location Subscription Response
Table 9.3.2.12-1 describes the information flow from LM server to the VAL server for Monitor Location Subscription Response or monitor location subscription update response. 
Table 9.3.2.12-1: Monitor Location Subscription Response
	Information element
	Status
	Description

	Subscription status
	M
	It indicates the subscription result



* * * * Next Change * * * *
9.3.2.12a	Monitor location subscription update procedure
Figure 9.3.2.12a -1 illustrates the high level procedure for allowing a VAL server update an existing monitor location subscription at the location management server.
Pre-conditions:
-	the VAL server has an active monitor location subscription at the location management server.


Figure 9.3.2.12a -1: Monitor location subscription update procedure
1.	When the VAL server decides to update an active monitor location subscription, it sends a monitor location subscription update request to the location management server including the information specified in table 9.3.2.11.
2.	The location management server shall check if the VAL server is authorized to update the subscription.
3.	If the VAL server is authorized to update the subscription, the location management server updates the monitor location subscription.
4.	The location management server sends a monitor location subscription update response to the VAL server including the information as specified in table 9.3.2.12.

* * * * Next Change * * * *
[bookmark: _Toc146236095]9.4	SEAL APIs for location management
[bookmark: _Toc146236096]9.4.1	General
Table 9.4.1-1 illustrates the SEAL APIs for location management.
Table 9.4.1-1: List of SEAL APIs for location management
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	SS_LocationReporting
	Create_Trigger_Location_Reporting
Update_Trigger_Location_Reporting
Cancel_Trigger_Location_Reporting
	VAL server
	Request /Response

	SS_LocationInfoEvent
	Subscribe_Location_Info 
	VAL server
	Subscribe/Notify


	
	Unsubscribe_Location_Info
	VAL server
	

	
	Notifiy_Location_Info
	VAL server
	

	SS_LocationInfoRetrieval
	Obtain_Location_Info
	VAL server
	Request /Response

	SS_LocationAreaInfoRetrieval
	Obtain_UEs_Info
	VAL server
	Request/Response

	SS_LocationMonitoring
	Subscribe_Location_Monitoring
	VAL server
	Subscribe/Notify

	
	Unsubscribe_Location_Monitoring
	VAL server
	

	
	Update_Location_Monitoring_Subscription
	VAL server
	

	
	Notify_Location_Monitoring_Events
	VAL server
	

	
	Subscribe_Location_Area_Monitoring
	VAL server
	Subscribe/Notify

	
	Notify_Location_Area_Monitoring_Events
	
	

	
	Update_Location_Area_Monitoring_Subscribe
	
	

	
	Unsubscribe_Location_Area_Monitoring
	
	

	SS_VALServiceAreaConfiguration
	Configure_VAL_Service_Area
	VAL server
	Request/Response

	
	Obtain_VAL_Service_Area
	VAL server
	

	
	Update_VAL_Service_Area
	VAL server
	

	
	Delete_VAL_Service_Area
	VAL server
	

	
	Subscribe_VAL_Service_Area_Change_Event
	SEAL server
	Subscribe/Notify

	
	Notify_VAL_Service_Area_Change_Event
	SEAL server
	

	
	Unsubscribe_VAL_Service_Area_Change_Event
	SEAL server
	



* * * * Next Change * * * *
[bookmark: _Toc146236132]9.4.6.5	Update_Location_Monitoring_Subscription
API operation name: Update_Location_Monitoring_Subscription
Description: Updating an active monitor location subscription.
Known Consumers: VAL server.
Inputs: See subclause 9.3.2.11
Outputs: See subclause 9.3.2.12
See subclause 9.3.2.12a for the details of usage of this API operation.

* * * * End of Changes * * * *
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