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* * * First Change * * * *
[bookmark: _Toc146236630]14.4.1	General
Table 14.4.1-1 illustrates the SEAL APIs for network resource management.
Table 14.4.1-1: List of SEAL APIs for network resource management
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	SS_NetworkResourceAdaptation
	Reserve_Network_Resource
	VAL server
	Request /Response

	
	Request_Unicast_Resource
	VAL server
	Request /Response

	
	Update_Unicast_Resource
	VAL server
	Request /Response

	
	Request_Multicast_Resource
	VAL server
	Request /Response

	
	Notify_UP_Delivery_Mode
	VAL server
	Subscribe/Notify

	
	TSC_Stream_Availability_Discovery
	VAL server
	Request /Response

	
	TSC_Stream_Creation
	VAL server
	Request /Response

	
	TSC_Stream_Deletion
	VAL server
	Request /Response

	
	BDT_Configuration_Request
	VAL server
	Subscribe/Notify

	
	BDT_Negotiation_Notification
	VAL server
	Subscribe/Notify

	
	BDT_Configuration_Get
	VAL server
	Request /Response

	
	BDT_Configuration_Update
	VAL server
	Request /Response

	
	BDT_Configuration_Delete
	VAL server
	Request /Response

	SS_EventsMonitoring
	Subscribe_Monitoring_Events
	VAL server
	Subscribe/Notify

	
	Notify_Monitoring_Events
	VAL server
	

	SS_NetworkResourceMonitoring
	Subscribe_Unicast_QoS_Monitoring
	VAL server
	Subscribe/Notify

	
	Notify_Unicast_QoS_Monitoring
	VAL server
	

	
	Unsubscribe_Unicast_QoS_Monitoring
	VAL server
	

	
	Obtain_Unicast_QoS_Monitoring_Data
	VAL server
	Request /Response

	
	Update_Unicast_QoS_Monitoring_Subscription
	VAL server
	




* * * Next Change * * * *
14.4.2.x	BDT_Configuration_Get_request
API operation name: BDT_Configuration_Get_request
Description: Retrieving Background data transfer configuration.
Known Consumers: VAL server.
Inputs: See subclause 14.3.2.c
Outputs: See subclause 14.3.2.d
See subclause 14.3.13.z for the details of usage of this API operation.
14.4.2.y	BDT_Configuration_Update_request
API operation name: BDT_Configuration_Update_request
Description: Updating Background data transfer configuration.
Known Consumers: VAL server.
Inputs: See subclause 14.3.2.a
Outputs: See subclause 14.3.2.b
See subclause 14.3.13.y for the details of usage of this API operation.
14.4.2.z	BDT_Configuration_Delete_request
API operation name: BDT_Configuration_Delete_request
Description: Deleting Background data transfer configuration.
Known Consumers: VAL server.
Inputs: See subclause 14.3.2.x
Outputs: See subclause 14.3.2.y
See subclause 14.3.13.x for the details of usage of this API operation.


