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FIRST CHANGE
[bookmark: _Toc138250605]5.4.3.2	Authorization of Direct C2 Communication service via UUAA-MM
In 5GS, the UUAA-MM procedure may be used to authorize direct C2 communication described in clause 5.2.2 with the following enhancements:
-	In step 1 of clause 5.2.2.1: When the UAV needs to establish a direct PC5 link required for connectivity to UAV-C (i.e. Direct C2 Communication), the UAV may include an authorization request for Direct C2 Communication by providing a C2 Aviation Payload with an indication that the authorization is for Direct C2 Communication. In addition, the UAV includes the direct C2 pairing information (if available) in the C2 Aviation Payload.
-	In steps 2 and 3 of clause 5.2.2.2: if the UAV included the C2 Aviation Payload in step 1 of clause 5.2.2.1, the C2 Aviation Payload is also included
-	In steps 5 and 6 of clause 5.2.2.2: If the authorization request for Direct C2 Communication was included in step 1 of clause 5.2.2.1, and the C2 authorization is successful, the USS sends the C2 Authorization result and, in case of success, may include a direct C2 pairing information containing the UAV-C's Application Layer ID in the C2 Authorization Payload, which areis further forwarded to the UAV/UE.
If the UAV attempts Direct C2 Communication authorization via UUAA-MM and receives no response, the UAV shall perform Direct C2 Communication via UUAA-SM.
End of CHANGE
