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PDU Set QoS handling support is defined in clause 5.37.5 of TS 23.501 [2]. The PCF may, based on local configuration or on information received from the AF, generate PDU Set Control Information in the PCC Rule including the PDU Set QoS Parameters (see clause 5.7.7 of TS 23.501 [2]) and the Protocol Description (see clause 5.37.5 of TS 23.501 [2] and TS 26.522 [40]). Based on the received the PCC rule or a pre-configured PCC rule, the SMF provides NG-RAN the PDU Set QoS Parameters (as described in clause 5.37.5 of TS 23.501 [2]). If the PCC rule includes the Protocol Description, it is provided to the PSA UPF for PDU Set identification (as described in clause 5.37.5 of TS 23.501 [2]).
The PCF generates the PDU Set Control Information within a PCC Rule for the service data flow with PDU Sets based on the information provided by the AF or on local policies. When the AF requests that a data session to a UE is set up with a specific QoS (as described in clause 6.1.3.22), the AF can also provide the individual QoS parameters Requested PDU Set Delay Budget (UL and/or DL), Requested PDU Set Error Rate (UL and/or DL) and Requested PDU Set Integrated Handling Information (UL and/or DL) to describe the requirements for the PDU Set QoS handling and the Protocol Description.
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