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[bookmark: _Toc123800745][bookmark: _Toc123800944][bookmark: _MCCTEMPBM_CRPT71130127___7]4.11A	Data collection and reporting procedures at reference point R2
[bookmark: _Toc123800746]4.11A.1	General
[bookmark: _MCCTEMPBM_CRPT71130125___7]These procedures are used by the Direct Data Collection Client instantiated in the Media Session Handler to acquire its data collection and reporting client configuration from, and subsequently report media streaming access activity to, the Data Collection AF instantiated in the 5GMS AF. It does so by invoking the Ndcaf_DataReporting service offered by the Data Collection AF at reference point R2, as specified in clause 7 of TS 26.532 [49].
[bookmark: _Toc123800747]4.11A.2	Data collection and reporting client configuration
The Direct Data Collection Client instantiated in the Media Session Handler shall use the service operations and procedures specified in TS 26.532 [49] to obtain its data collection and reporting client configuration from the Data Collection AF instantiated in the 5GMS AF at reference point R2 by invoking appropriate Ndcaf_DataReporting service operations as specified in clause 7.2 of [49] according to the procedures specified in clauses 4.3.2 of [49].
The Direct Data Collection Client instantiated in the Media Session Handler shall declare that it supports the MS_ANBR_NETWORK_ASSISTANCE data reporting domain in Data‌Reporting‌Session.‌supportedDomains (see clauses 7.3.2.1 and 7.3.3.1 of TS 26.532 [49]) and the Data Collection AF instantiated in the 5GMS AF shall request reporting for this domain by including the same value as a key to the Data‌Reporting‌Session.‌reportingConditions dictionary. The value of the ReportingCondition.type property at this key shall be EVENT or OFF.
The Direct Data Collection Client instantiated in the Media Session Handler shall refresh its data collection and reporting client configuration according to the procedures specified in clause 4.3.2.3 of TS 26.532 [49].
4.11A.3	ANBR-based Network Assistance invocation reporting
The Direct Data Collection Client instantiated in the Media Session Handler shall use the service operations and procedures specified in TS 26.532 [49] to report ANBR-based Network Assistance invocations to the Data Collection AF instantiated in the 5GMS AF at reference point R2 by invoking appropriate Ndcaf_DataReporting service operations as specified in clause 7.3 of [49] according to the procedures specified in clauses 4.3.3 of [49].
The conditions for sending an ANBR-based Network Assistance invocation report and the parameters of such report are signalled in the data collection and reporting client configuration obtained using the procedure specified in clause 4.11A.2.
In order to submit an ANBR-based Network Assistance invocation report, the Direct Data Collection Client instantiated in the Media Session Handler shall send an HTTP POST message to the Data Collection AF instantiated in the 5GMS AF. The request body shall be a JSON document of type DataReport (as defined in clause 7.3 of TS 26.532 [49]) containing a ANBRNetworkAssistanceInvocationRecord structure, as specified in clauses 17A.2 and C.5.2 of the present document.
The Data Collection AF shall respond with a 200 (OK) message to acknowledge successful processing of the ANBR-based Network Assistance invocation report.
17A	Data reporting at R2
17A.1	General
The following record types shall be used with the Ndcaf_DataReporting_Report service operation specified in clause 7.2.3.4.1 of TS 26.532 [49]. In each case, one or more records are included in a DataReport, as specified in clause 7.3.2.3 of [49].
The OpenAPI definitions of the record types are found in clause C.5.2 of the present document.
17A.2	ANBRNetworkAssistanceInvocationRecord type
[bookmark: _Toc123800992]As specified in clause 7.3.2.3 of TS 26.532 [49], the ANBRNetworkAssistanceInvocationRecords type shall be used by the Media Session Handler to report ANBR-based Network Assistance invocations at reference point R2.
The ANBRNetworkAssistanceInvocationRecords type structure is defined in clause C.5.2 as the combination of:
-	BaseRecord, as defined in clause B.4 of [49], which provides a record timestamp for the data report.
-	MediaStreamingSessionIdentification, as defined in clause 6.4.3.10 of the present document.
-	NetworkAssistanceInvocation, as defined in clause 6.4.3.12 of the present document.
C.5.2	R2 data reporting records
For the purpose of referencing entities defined in this clause, it shall be assumed that the OpenAPI definitions below are contained in a physical file named "TS26512_R2_DataReporting.yaml".
	openapi: 3.0.0
info:
  title: 5GMS Data Reporting data types
  version: 1.0.0
  description: |
    5GMS Data Reporting data types
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
tags:
  - name: 5GMS Data Reporting data types
    description: '5G Media Streaming: Data Reporting data types'

externalDocs:
  description: 'TS 26.512 V18.0.0; 5G Media Streaming (5GMS); Protocols'
  url: 'https://www.3gpp.org/ftp/Specs/archive/26_series/26.512/'

paths: {}

components:
  schemas:
    ANBRNetworkAssistanceInvocationRecord:
      description: "An R2 data reporting record describing a single ANBR-based Network Assistance invocation by the Media Stream Handler."
       allOf:
        - $ref: 'TS26532_Ndcaf_DataReporting.yaml#/components/schemas/BaseRecord'
        - $ref: 'TS26512_CommonData.yaml#/components/schemas/MediaStreamingSessionIdentification'
        - $ref: 'TS26512_CommonData.yaml#/components/schemas/NetworkAssistanceInvocation'



