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	First change



[bookmark: _Toc4506670][bookmark: _Toc138245752]6.1.1.2	Charging Data Request message
Table 6.1.1.2.1 illustrates the basic structure of a Charging Data Request message from the AMF as used for 5G connection and mobility converged charging.
Table 6.1.1.2.1: Charging Data Request message contents
	Information Element
	Category for converged charging
	Description

	Session Identifier
	OC
	Described in TS 32.290 [57]

	Subscriber Identifier
	OM
	Described in TS 32.290 [57]
In case Subscriber Identifier (i.e. SUPI) is not present (for emergency service), the User Equipment Info in table 6.2.1.2.1. shall be present for identifying the user.

	NF Consumer Identification
	M
	Described in TS 32.290 [57]

	NF Functionality
	M
	Described in TS 32.290 [57]

	NF Name
	OC
	Described in TS 32.290 [57]

	NF Address
	OC
	Described in TS 32.290 [57]

	NF PLMN ID
	OC
	Described in TS 32.290 [57]

	Charging Identifier
	-
	This field is not applicable.

	Invocation Timestamp
	M
	Described in TS 32.290 [57]

	Invocation Sequence Number
	M
	Described in TS 32.290 [57]

	Retransmission Indicator
	-
	This field is not applicable.

	One-time Event
	OC
	Described in TS 32.290 [57]

	One-time Event Type
	OC
	Described in TS 32.290 [57]

	Notify URI
	-
	This field is not applicable.

	Service Specification Information
	OC
	Described in TS 32.290 [57]

	Triggers
	OC
	This field is described in TS 32.290 [57] and holds the 5G connection and mobility specific triggers described in clause 5.2.1.

	Multiple Unit Usage 
	OC
	Described in TS 32.290 [57].

	Rating Group
	M
	Described in TS 32.290 [57]

	Requested Unit
	OC
	Described in TS 32.290 [57]

	AMF Identifier
	OC
	This field holds the AMF identifier.

	AMF Charging Profile
	OC
	This field holds the applicable AMF Charging Profile

	Registration Charging Information
	OM
	This field holds the registration specific information described in clause 6.2.1.2

	N2 connection Charging Information
	OM
	This field holds the N2 connection specific information described in clause 6.2.1.3

	Location Reporting Charging information
	OM
	This field holds the Location Reporting specific information described in clause 6.2.1.4

	Inter-CHF Information
	OC
	This field holds inter-CHF specific information described in clause 6.2.1.x



	[bookmark: _Toc4506671][bookmark: _Toc138245753]Second change



6.1.1.3	Charging data response message
Table 6.1.1.3.1 illustrates the basic structure of a Charging Data Response message from the CHF as used for 5G connection and mobility converged charging. 
Table 6.1.1.3.1: Charging Data Response message contents
	Information Element
	Category for converged charging
	Description

	Session Identifier
	OC
	Described in TS 32.290 [57]

	Invocation Timestamp
	M
	Described in TS 32.290 [57]

	Invocation Result
	OC
	Described in TS 32.290 [57]

	Invocation Sequence Number
	M
	Described in TS 32.290 [57]

	Session Failover
	OC
	This field is not applicable.

	Triggers 
	OC
	This field is described in TS 32.290 [57] and holds the 5G connection and mobility specific triggers described in clause 5.2.1.

	Multiple Unit Information
	OC
	This field is applicable for ECUR.

	Result Code
	OC
	Described in TS 32.290 [57]

	Rating Group
	OM
	Described in TS 32.290 [57]

	Granted Unit
	OC
	Described in TS 32.290 [57]

	Validity Time
	OC
	Described in TS 32.290 [57]

	AMF Charging Profile
	OC
	This field holds the AMF Charging Profile to be applied

	Location Reporting Charging information
	Oc
	This field holds the Location Reporting specific information described in clause 6.2.1.4

	Inter-CHF Information
	OC
	This field holds Inter-CHF specific information described in clause 6.2.1.x



	Third change



[bookmark: _Toc138245765]6.2.1.x	Definition of inter-CHF information 
Specific charging information used for information when the V-CHF have a connection to the H-CHF. 
The detailed structure of the inter-CHF Information can be found in table 6.2.1.x.1.
Table 6.2.1.4.1: Structure of Inter-CHF Information
	Information Element
	Category
	Description

	Remote CHF resource
	OC
	This field holds the reference to the Charging Data resource in the CHF not directly connected to the NF (i.e., H-CHF) e.g., the resource URI

	Original NF Consumer Id
	M
	This field holds information on the NF triggering the request i.e., AMF

	NF received CHF address
	OC
	This field holds the V-CHF address received from the NF i.e., AMF



Editor’s note: The complete structure of Inter-CHF Information is FFS.


	End of changes



