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	Reason for change:
	In order to support the Edge Computing charging with satellite backhaul, Satellite Service Provider provides the satellite infrastructure resources to ASP to enable the EAS to be running on the satellite. Satellite Service Provider may charge ASP for the infrastructure resources usage to enable and support the EAS(s) on the satellite.
Since the edge computing via the satellite backhaul only using GEO satellite backhaul category, for the support of edge computing charging with satellite backhaul, the satellite backhaul information in EAS deployment charging should be added.
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The Charging Information parameter used for EAS deployment charging is provided in the following clauses.
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Specific charging information used for EAS deployment charging is provided within the EAS Deployment Charging Information.
The detailed structure of the EAS Deployment Charging Information can be found in table 6.2.2.1.2-1.
Table 6.2.2.1.2-1: Structure of EAS Deployment Charging Information
	Information Element
	Category
	Description

	EAS Deployment Requirements
	OC
	This field holds the EAS Deployment Requirements, see 3GPP TS 28.538 [12], including the Required EAS Serving Location, Software Image Info, Affinity Anti Affinity ,Service Continuity and virtual Resource.

	LCM Event Type
	Oc
	This field identifies the LCM Event type based on management operation notification of success. See clause 11.1.1 in TS 28.532 [15]

	LCM Start Time
	M
	This field holds the start time of the EAS LCM process, see Start Time in clause 8.3.6.5 Type measJobInfo-ResourceType in 3GPP TS 28.550 [14].

	LCM End Time
	M
	This field holds the end time of the EAS LCM process, see Stop Time in clause 8.3.6.5 Type measJobInfo-ResourceType in 3GPP TS 28.550 [14].

	Satellite backhaul information
	Oc
	This field contain parameters that can be used to determine that a Satellite Backhaul has been used for the data traffic

	Satellite backhaul category
	Oc
	This field contains the type of the satellite (i.e. GEO) used in the backhaul.

	GEO Satellite ID
	Oc
	This field contains the ID of the GEO satellite
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