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* * * First Change * * * *
8.2.0	General
Before a UE or an Application Server can use the MSGin5G Service it needs to register with the MSGin5G Server. 
The procedures of MSGin5G UE registration/de-registration are specified in clause 8.2.1 and clause 8.8.2. The procedures also apply when the MSGin5G UE uses MSGin5G services by using another UE as relay.
The procedures of Non-MSGin5G UE registration/de-registration are specified in clause 8.2.3 and clause 8.8.4.
The procedures of Application Server registration/de-registration are specified in clause 8.2.5 and clause 8.8.6.
The MSGin5G Gateway UE may use bulk registration to register more than one of MSGin5G UEs at one time if allowed by the service policy. The bulk registration procedure is specified in clause 8.2.7. Before using bulk registration, the MSGin5G UE should select a MSGin5G Gateway as specified in clause 8.2.8. If a MSGin5G Gateway UE is selected by an MSGin5G UE, the MSGin5G UE should use bulk registration over MSGin5G-6 reference point specified in clause 8.2.7 instead of the MSGin5G UE registration procedure specified in clause 8.2.1. The corresponding procedure of MSGin5G UE bulk de-registration over MSGin5G-6 reference point is specified in clause 8.2.11.
The Message Gateway may also use bulk registration/de-registration to register more than one of Non-MSGin5G UE at one time with the MSGin5G Server. The procedures of Non-MSGin5G UE bulk registration and Non-MSGin5G UE bulk de-registration are specified in clause 8.2.9 and clause 8.2.10 respectively.


