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/************************ First change ******************************/
[bookmark: _Toc146293371]10.6.2.12.2	User regroup procedures in a single MCPTT systemVoid
[bookmark: _Toc146293372]10.6.2.12.2.1	User regroup formation in a single MCPTT systemVoid
Figure 10.6.2.12.2.1-1 illustrates the procedure to initiate a user regroup procedure using a preconfigured MCPTT group. The procedure takes place prior to the establishment of a group call to the MCPTT regroup group.
Pre-conditions:
-	MCPTT clients 2 and 3 are registered with the MCPTT service.
-	An MCPTT group that will be used for configuration of the temporary user regroup group has been preconfigured in MCPTT clients 2 and 3, and MCPTT clients 2 and 3 have received the relevant security related information to allow them to communicate in the temporary user regroup group.
-	MCPTT client 1 is authorized to initiated a user regroup using the preconfigured regroup procedure.
-	MCPTT client 1 is aware of a suitable preconfigured group whose configuration has been preconfigured in the MCPTT UEs of the MCPTT users who will be regrouped.


Figure 10.6.2.12.2.1-1: User regroup procedure using preconfigured group in single MCPTT system
1.	The authorized user of MCPTT client 1 initiates the user regroup procedure, specifying the list of MCPTT users to be regrouped (MCPTT clients 2 and 3), the MCPTT group ID of the regroup group (if available), and the MCPTT group ID of the group from which configuration information for the regroup group is to be taken. Alternatively, the MCPTT client 1 can provide the criteria which allows the MCPTT server to determine the list of MCPTT users to be regrouped.
2.	MCPTT client 1 sends the preconfigured regroup request to the MCPTT server. The request indicates the list of users to be included in the regroup operation.
3.	The MCPTT server checks that MCPTT client 1 is authorized to initiate a preconfigured regroup procedure. If the preconfigured regroup request is authorized, the MCPTT server assigns a MCPTT group ID for this regroup group call if:
i. one is not provided in the request or 
ii. the one provided in the request is not accepted.
NOTE 1:	MCPTT clients can be involved in multiple user and group regroups simultaneously.
4.	The MCPTT server shall send the preconfigured regroup request return message to MCPTT client 1 containing the below:
i.	the MCPTT group ID is generated by the MCPTT server; and
ii.	result of whether the ad hoc group call is authorized or not
If the preconfigured regroup request is not authorized, MCPTT client 1 shall not proceed with the rest of the steps.
5.	The MCPTT server sends the preconfigured regroup requests to MCPTT clients 2 and 3 in steps 4a and 4b respectively.
NOTE 2:	When using multicast, the MCPTT server can periodically rebroadcast the preconfigured regroup request. 
6.	MCPTT clients 2 and 3 notify their users of the regrouping in steps 5a and 5b respectively.
7.	MCPTT clients 2 and 3 may send the preconfigured regroup response to the MCPTT server to acknowledge the regrouping action. These acknowledgements are not sent in response to a multicast transmission of the preconfigured regroup request.
8.	The MCPTT server affiliates the regrouped MCPTT clients to the regroup group. 
9.	The MCPTT server sends a preconfigured regroup response to MCPTT client 1.
NOTE 3:	After the user regrouping procedure, the regrouping remains in effect until explicitly cancelled by the procedure in 10.6.2.12.2.2. 
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