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/************************ First change ******************************/
[bookmark: _Toc146293356][bookmark: OLE_LINK5][bookmark: OLE_LINK2]10.6.2.9.3.2	VoidRegroup cancellation using preconfigured group in multiple MCPTT systems
Figure 10.6.2.9.3.2-1 illustrates the procedure to cancel a regrouping that uses a preconfigured MCPTT group where multiple MCPTT systems were involved in the regrouping.
Pre-conditions:
-	MCPTT client 2 has been regrouped into an MCPTT regroup group, and is receiving MCPTT service in the partner MCPTT system of the regroup group.
-	MCPTT client 1 is authorized to cancel a regrouping that uses a preconfigured MCPTT group, and is receiving MCPTT service in the primary MCPTT system of the regroup group.
-	The GMS has subscribed to group dynamic data as specified in subclause 10.1.5.5.1 from the MCPTT server within the same MCPTT system using the procedures defined in subclause 10.1.5.6 in TS 23.280 [16].


Figure 10.6.2.9.3.2-1: Cancel preconfigured regroup procedure using preconfigured group in multiple MCPTT systems
1.	The authorized user of MCPTT client 1 initiates the cancellation of the regrouping that uses a preconfigured MCPTT group.
2.	MCPTT client 1 sends the preconfigured regroup cancel request to the MCPTT server, specifying the MCPTT group ID of the regroup group.
3.	The MCPTT server checks that MCPTT client 1 is authorized to cancel a regrouping that uses a preconfigured group regroup procedure.
4.	The primary MCPTT server sends the regroup cancel request to the partner MCPTT server.
5.	The partner MCPTT server sends the preconfigured regroup cancel requests to MCPTT client 2.
6.	MCPTT client 2 notifies the user of the cancellation of the group regrouping.
7.	MCPTT client 2 may send the preconfigured regroup remove response to the partner MCPTT server to acknowledge the cancellation of the regrouping function. This acknowledgement is not sent in response to a multicast transmission of the preconfigured regroup cancel request.
8.	The partner MCPTT server de-affiliates MCPTT client 2 from the MCPTT regroup group.
9.	The partner MCPTT server sends the preconfigured regroup cancel response to the primary MCPTT server.
10.	The primary MCPTT server sends a preconfigured regroup cancel response to MCPTT client 1.
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