

	
[bookmark: _Hlk9795090][bookmark: _Toc2631300][bookmark: _Hlk495573638]3GPP TSG SA WG2 Meeting #140E	S2-2004928
Elbonia, August 19 – September 01, 2020	(Revision of S2-20xxxxx)
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	23.316
	CR
	2048
	rev
	-
	Current version:
	16.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Correction to the description of FN-RG Session Modification Procedure 

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	SA2

	
	

	Work item code:
	5WWC
	
	Date:
	2020-08-13

	
	
	
	
	

	Category:
	F
	
	Release:
	[bookmark: _GoBack]Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	In BBF TR-456, section 8.1.10, it is mentioned that there is NO actual use case where an FN-RG can do anything to trigger a W-AGF action for session modification procedure. In other words, W-AGF initiated session modification on behalf of an FN-RG is not feasible, and the session modification procedure will be network initiated only.

Therefore, the text in clause 7.3.6, titled “FN-RG or Network Requested PDU Session Modification via W-5GAN” needs to be updated to reflect this context.

	
	

	Summary of change:
	Update text in 23.316.

	
	

	Consequences if not approved:
	Incorrect statements in the 3GPP specifications and misalignment with the BBF specifications.

	
	

	Clauses affected:
	7.3.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






*************** First change ***************

[bookmark: _Toc19107164][bookmark: _Toc27840929][bookmark: _Toc36128072][bookmark: _Toc19107068][bookmark: _Toc27840829][bookmark: _Toc36127971]7.3.6	FN-RG or Network Requested PDU Session Modification via W-5GAN
The PDU session modification procedure for the FN-RG is similar to that of 5G-RG described in clause 7.3.2 but with the following differences:
-	The 5G-RG is replaced with an FN-RG.
-	W-AGF acts on behalf of FN-RG, as an endpoint for N1 signalling. The triggers for initiating PDU Session Modification by the W-AGF are defined by BBF (TR-456 [9]) and Cablelabs.
-	If applicable, based on BBF specification TR-456 [9] and Cablelabs specification, Iin step 1, the W-AGF initiates a PDU Session Modification Request to the AMF on behalf of FN-RG.
-	W-AGF may issue L-W-CP resource modification procedure with the FN-RG that is related with the information received from the SMF as in step 4. The actions performed by W-AGF are defined by BBF (TR-456 [9]) and Cablelabs.
-	In step 4, L-W-UP resources may be modified by the W-AGF.
-	Steps 7a and 7b of clause 7.3.2 are not valid for the FN-RG. The W-AGF creates an Uplink NAS transport message to the AMF, which contains the PDU Session Modification Ack as in step 8.

*************** End of changes ***************

