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Summary based on the input provided by Ericsson in SP-201113
This summary reports on the normative specification progress accomplished during the course of the MUD work item [1].
With an increasing number of smart devices having call capabilities, the number of IMS capable devices a single user can use will increase. GSMA RILTE have been working with specifying multi-device solutions and asked 3GPP to create requirements for all their use cases to be specified. This work item specified the user experience requirements for a consistent user experience when the user uses these services.

Furthermore, the work also covered use cases where a user can allow another user (or possibly the same user) to use one or more of its identities. One example is for a user wishing to be able to use the work identity for the private phone, i.e. originated calls should show the work identity and terminating calls to the work identity should go to the private phone and include information that the work identity is called. Another example is to use a group identity, where employees can make calls on behalf of the group or firm and calls to the group are distributed to any member of the group.

The requirements are document in chapter 4.6 in TS 22.173 [2]. No architecture changes were needed, and stage 3 were defined in the CT1 WID [5] and resulted in 3GPP TS 24.174 [6] and 3GPP TS 24.175 [7].
2
Description

The work item MUD provides the stage 1 and stage 3 specifications to enable the realization of the IMS enhancement for Multi-device and multi-identity.

The Multi-Device (MuD) service is an operator specific service which enables a user to use different UEs that are registered under the same public user identity. The UEs can be of different types (e.g. phone, tablet, wearable device, PC) and can support a communication log.

The Multi-Identity (MiD) service is an operator specific service which enables a user to use different identities. A served user can use a single UE to receive calls addressed to any of its identities and to make calls using any of its identities.

The MuD and MiD services can be used at the same time.
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