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	Reason for change:
	YANG prefixlength of 10 proved to be too short so it is increased t0 13. Prefixes should be short, but 10 is too short.
Code begin/end markers are introduced according to the approved S5- 211286

	
	

	Summary of change:
	YANG prefixlength increased to 13
Added code begin/end markers
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First change
[bookmark: _Toc20312269][bookmark: _Toc27561329][bookmark: _Toc36041291][bookmark: _Toc44603404][bookmark: _Toc58596524]6.2.1.4	Unique YANG Module Prefixes 
3GPP YANG Modules shall use prefixes ending with "3gpp". Prefixes should be short preferably not longer than 10 characters but 13 characters at most.
e.g. prefix nrmtype -> prefix nrmtype3gpp
NOTE: 	To ensure that the prefix (in the yang prefix statement) is globally unique a prefix-suffix is used. While global uniqueness of prefixes is not mandatory most SW implementations have problems and need workarounds in case conflicting prefixes are found.


Next change
[bookmark: _Toc58596530]6.2.1.10	YANG modules in technical specifications
When YANG modules are listed in Technical specifications, they shall always be listed with their revisions in the format _3gpp-module-xyz@2019-12-24.yang.  
If a module’s text is included in a technical specification, each YANG module shall be contained in a separate clause. The clause’s title shall not include the revision date of the module.
To facilitate automatic code extraction from the MS Word specification:
 the module’s first statement shall:
-	Immediately before the first line of a YANG module/submodule a line should be inserted containing only the text 
<CODE BEGINS>
-	the module’s first statement shall start with the keyword "module" (or submodule) in the first place (no whitespace allowed before it on the line).
-	followed by a single space. 
-	followed by the name of the module/submodule.
-	followed by a single space and an opening curly bracket "{".
-	All following lines shall be indented at least with two spaces.
-	followed by a single space and an opening curly bracket "{".-	the last line of the module shall be a single “}” without any characters before or after it  (especially no white space before it)
-	Immediately after the last line of a YANG module/submodule a line should be inserted containing only the text 
<CODE ENDS>
All following lines shall be indented at least with two spaces.
The modules last closing curly bracket "}" shall be in the first place (no whitespace allowed before it on the line) with nothing else on the same line.
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