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***************First change***************
[bookmark: _Toc424654365][bookmark: _Toc428364951][bookmark: _Toc433209551][bookmark: _Toc449038182][bookmark: _Toc460615917][bookmark: _Toc460616778][bookmark: _Toc477419227][bookmark: _Toc59229769]6.1	General
The functional model for the common API framework (CAPIF) is organized into functional entities to describe a functional architecture which enables an API invoker to access and invoke service APIs. The CAPIF functional model can be adopted by any 3GPP functionality providing service APIs.
The Common API framework (CAPIF) functional architecture is described in this subclause. The CAPIF architecture is defined as service-based and interactions between the CAPIF functions are represented in two ways:
-     A service-based representation, where CAPIF functions enable other authorized CAPIF functions to access their services. 
-     A reference point representation, where interactions between any two CAPIF functions (e.g. CCF, AEF) is shown by an appropriate point-to-point reference point (e.g. CAPIF-3) 
The CAPIF functional architecture can be adopted by any 3GPP functionality providing 3GPP northbound  service APIs.
NOTE: The terms “functional architecture” and “functional model” mean the same and have been used interchangeably in this specification.
***************Second change***************
6.5	Service-based interfaces
The CAPIF architecture contains the following service-based interfaces:
Cccf:	Service-based interface exhibited by CAPIF core function.
Caef:	Service-based interface exhibited by API exposing function.
